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00- Technical data 


1 Identification 

(ARL006363; Edition 03.2019) 

= “4.1 Technical data for brakes”, page 6 

1.1 PR number and type of brake system 


The type of brake system installed in the vehicle is indicated by 
the corresponding PR number on the vehicle data sticker. 


Example of a vehicle data sticker: 


A - Front brakes 1LL wauzzz 4G2 BN000691 
B - Rear brakes 2EA AGA 06Y 4172286 
+ ir! correct version refer to > Electronic parts catalogue “ET- A a q pen ve es 


CGWB == 
@ The tables > page 6 explain the PR numbers. These are 
important to obtain the correct combination of brake calipers/ LX7W/LX7W = NSW/FZ 


brake discs and brake pads. EOA 7MG 4UE 6XE SSL 5RU 


B—2EA JOP ALL 1X1 1AT 1BK 
A SFE 5MA BAB 
FOA 9G3 0G7 OYZ OJZ 
TC6 3NZ 8EX U1A X9X QZ? 
1XT 804 908 825 D13 
7T6 F27 7K6 4X3 2K1 
3L3 SOR 4KC 3Y0 4F2 5D7 
1SA QIA 4GF 


44 44 44 444 


A00-10622 
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2 Safety precautions 
> “2.1 Safety precautions when working on high-voltage vehi- 
cles”, page 2 


> “2.2 Safety precautions when working on vehicles with start/ 
stop system”, page 3 


=> “2.3 Safety precautions when using testers and measuring in- 
struments during a road test”, page 4 


2.1 Safety precautions when working on 
high-voltage vehicles 


A WARNING 


Safety hazard: the engine can start unexpectedly. 


Before carrying out general work on a vehicle with high-voltage 
electrical system, switch off the ignition and remove the ignition 
key from the vehicle. 


A DANGER! 


When working on a vehicle with the ignition switched on or 
while the drive system is active, the engine can start unex- 
pectedly and exhaust fumes can cause a health hazard in 
closed rooms. Moving parts can trap or draw in parts of the 
body and/or clothing (safety hazard). 


Before switching on the ignition, perform the following steps: 


Move selector lever to position P 
Activate parking brake 

Switch off ignition 

Open bonnet 


Connect battery charger (e.g. battery charger - VAS 
5095A- ) to jump-start connections of 12 V electrical sys- 
tem 


Switch on ignition 
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A DANGER! 


Risk of fatal injury if high-voltage components are damaged. 


Observe the following when working in the vicinity of high-volt- 
age components or wiring: 


$ /tis not permitted to use cutting or forming tools, other 
sharp-edged tools or heat sources such as welding, braz- 
ing, soldering, hot air or thermal bonding equipment. 


Before starting work, visually inspect the high-voltage 
components in the areas involved. 


Before working in the engine compartment, visually in- 
spect the power and control electronics for electric drive - 
JX1- , electric drive motor - V141- , air conditioner 
compressor - V470- and high-voltage wiring. 


Before working on the vehicle underbody, visually inspect 
the high-voltage wiring and covers. 


Before working on the rear section of the vehicle, visually 
inspect the high-voltage wiring and the electronics box 
with the maintenance connector for high-voltage system - 
TW-. 


$ Visually inspect all potential equalisation lines. 
Check the following when making the visual inspection: 
There must be no external damage on any component. 


The insulation of the high-voltage wiring and potential 
equalisation lines must not be damaged. 


There must be no unusual deformation of the high-voltage 
wiring. 

All high-voltage components must be identified by a red 
warning sticker. 


2.2 Safety precautions when working on ve- 
hicles, with, start/stop system 


When performing repairs on vehicles with start/stop system, note 
the following: 


AN WARNING 


Risk of injury due to automatic engine start on vehicles with 
start/stop systèm. 


@ On vehicles with activated start/stop system (indicated by 


a message in the instrument cluster), the engine may start 
automatically if it needs to. 


$ Therefore it is important to ensure that the start/stop sys- 
tem is deactivated when performing repairs (switch off 
ignition, if required switch on ignition again). 
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2.3 Safety precautions when using testers 
and measuring instruments during a 
road test 


Please note the following if test and measuring equipment has to 
be used during a road test: 


A WARNING 


Accidents can be caused if the driver is distracted by test 
equipment or if test equipment is not secured. 


There is a risk of injury if the passenger's airbag is triggered 
during an accident. 


¢ The operation of test and measuring equipment during a 
road test distracts the driver's attention. 


¢ There is an increased risk of injury if test and measuring 
equipment is not secured. 


@ All test equipment must be secured on the rear seat with 
a belt and operated by a 2nd person from this location. 
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3 Repair notes 


> “3.1 Rules foméleaniiness*p page" 
=> “3.2 General repair instructions”, page 5 
> “3.3 Contact corrosion”, page 5 


3.1 Rules for cleanliness 


@ Absolute cleanliness is required when working on the anti-lock 
brake system; avoid any products that contain mineral oil, 
such as oil, grease, etc. 


@ Thoroughly clean all connections and the adjacent areas be- 
fore loosening, but do not use aggressive cleaning agents 
such as brake cleaner, petrol, thinners or similar. 


+ After removal, place parts on a clean surface and cover them. 


+ If repairs cannot be completed immediately, carefully cover or 
seal open components (use sealing plugs from assembly parts 
set - 5Q0 698 311- ). 


+è Only use lint-free cloths. 


+ Only remove replacement parts from packaging immediately 
prior to installation. 


@ Only use genuine spare parts from original packaging. 


@ When the system is open, do not work with compressed air 
and do not move the vehicle. 


+è Ensure that no brake fluid enters electrical connectors. 


3.2 General repair instructions 


@ When performing repair work on brakes, hairline cracks are 
often found on the friction surface of the brake discs. Hairline 
cracks up to a length of 10 mm do not present a technical 
problem and do not justify a renewal of brake discs. 


@ Brake discs and pads with cracks going all the way across the 
friction surface must be renewed. 


3.3 Contact corrosion 


Contact corrosion can occur if unsuitable fasteners are used (e.g. 
bolts, nuts, washers, etc.). 


For this reason, only fasteners with a special surface coating are 
fitted. 


Additionally, all rubber and plastic parts and all adhesives are 
made of non-conductive materials. 


Always install new parts as listed in the > Electronic parts cata- 
logue “ETKA” if you are unsure of the suitability of parts. 


Please note: 


@ We recommend using only genuine replacement parts; these 
have been tested and are compatible with aluminium. 


+ We recommend using Audi Genuine Accessories. 


+ Damage caused by contact corrosion is not covered by the 
warranty. 
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4 Technical data 


=> “4.1 Technical data for brakes”, page 6 


4.1 Technical data for brakes 


Front brakes, steel version 


FBC-60 


Brake disc, ventilated 


Brake disc, thickness (new) 
Brake disc, wear limit 
Brake pads, wear limit 


(i Note 


Maximum lateral run-out of steel brake disc: 0.06 mm 


Perform measurement with brake disc installed. 
Use dial gauge bracket VAS 6079/1 and dial gauge VAS 6079. 


Remove any dirt and rust from brake disc. 


© A A è è 


Perform measurement,10.mm from.outer edge of brake disc: 


1) For correct version refer to > Electronic parts catalogue “ETKA” 


Front brakes 


Type |_| Brembo (17" brakes) 
PRNo | S O P Ek 
Brake disc, ventilated | @mm | 345 | 
Brake disc, thickness | mm | 30 
[Brake disc, wear limit | mm | 28 | 


(à Note 


Maximum lateral run-out of steel brake disc: 0.06 mm 


Perform measurement with brake disc installed. 
Use dial gauge bracket VAS 6079/1 and dial gauge VAS 6079. 


Remove any dirt and rust from brake disc. 


© © è èo oè 


Perform measurement 10 mm from outer edge of brake disc. 


Front brakes, steel version 


sign 
19" 3 


1LL/1LF/1LG/1ZK/ 1LU/1LV 1LM/1LX 
F 
3 


MO 
38 
32 3 34 


a ae 6 | o a 
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Front brakes, steel version 
Brake pads, wear limit | m | > Maintenance ; Booklet 411 


[a] Note 


Maximum lateral run-out of steel brake disc: 0.06 mm 
Perform measurement with brake disc installed. 
Use dial gauge bracket VAS 6079/1 and dial gauge VAS 6079. 


Remove any dirt and rust from brake disc. 


© A A è o 


Perform measurement 10 mm from outer edge of brake disc. 


2) For correct version refer to > Electronic parts catalogue “ETKA” 


____Frontbrakes, ceramic version —__ brakes, ceramic version 


[ Brembo — | 
19" 3 


N 


ake disc, wear limit 


Brake pads, wear limit | mm | = Maintenance ; Booklet 411 


3) For correct version refer to > Electronic parts catalogue “ETKA” 


— brakes, steel version 
Brake |] P| Wave design | 


m 


Brake disc, ventilated | @mm | 30 | 330 | 


A disc) thickness 
a no 


|Brake.disepwearlimit | disc, wear limit 


Brake pads, wear limit ae} 1 > | ; a 411 


(ë) Nöte 


@ Maximum lateral run-out of steel brake disc: 0.06 mm 

@ Perform measurement with brake disc installed. 

@ Use dial gauge bracket VAS 6079/1 and dial gauge VAS 6079. 
@ Remove any dirt and rust from brake disc. 

@ Perform measurement 10 mm from outer edge of brake disc. 


4) For correct version refer to > Electronic parts catalogue “ETKA” 


PRNo o TKK/1KU © 
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Brake disc, ventilated | @mm | 8 


Brake disc, thickness | mm | 0 
Brake disc, wear limit | m | Assessing degree of wear > page 14 
Brake pads, wear limit | m | > Maintenance ; Booklet 411 


5) For correct version refer to > Electronic parts catalogue “ETKA” 
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5 Brake test 


=> “5.1 General notes”, page 9 

=> “5.2 Testing vehicles with front-wheel drive”, page 9 
=> “5.3 Testing vehicles with four-wheel drive”, page 9 
> “5.4 Testing parking brake”, page 10 

> “5.5 Visible features of ceramic brake discs”, page 10 


=> “5.6 Superficial cracks in cooling channel lands”, page 12 


> “5.7 Cracks in area of bolted connection on ceramic brake 
discs”, page 12 


> “5.8 Edge fractures”, page 13 


=> “5.9 Chipping on ceramic brake discs”, page 13 
=> “5.10 Cracks extending into cooling channels”, page 14 


> “5.11 Assessing degree of wear on ceramic brake discs”, page 
14 


> “5.12 Wear assessment with tester VAS 6813 ”, page 22 


5.1 General notes 
@ The wheels are driven by the brake test rollers. 


+ During the test the gearbox must be in neutral on manual 
gearboxes or in position N on automatic gearboxes. 


+ Follow the instructions provided by the manufacturer of the 
brake test equipment when performing the test. 


(å) Note 


Electronic brake control systems are inoperative when the ignition 
is switched off. 


5.2 Testing vehicles with front-wheel drive 
@ Perform brake test on a single-axle brake dynamometer. 


+ The test speed must not exceed 5 km/h. Otherwise the EDL 
control can activate the brakes if the rollers start at different 
points in time. 


+ All brake test equipment approved by Audi meets these re- 
quirements. 


5.3 Testing vehicles with four-wheel drive 


Testing on a single-axle brake dynamometer for four-wheel drive 
vehicles 


@ The rollers drive the wheels of one axle in opposite directions 
to avoid transmitting torque to the other axle. 


+ The test speed must not exceed 6 km/h. Otherwise the EDL 
control can activate the brakes if the rollers start at different 
points in time. 


+ All brake test equipment approved by Audi meets these re- 
quirements. 


5. Brake test 9 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Brake system - Edition 03.2019 


5.4 Testing parking brake 
Test sequence 


— Drive rear wheels of vehicle onto test rollers and leave ignition 
switched on. 


(i Note 


Do not switch off ignition. 
“Test mode” is activated as soon as the speed of the rollers 
exceeds 3 km/h. 


— The instrument cluster will then display a crossed-out yellow 
symbol for the electromechanical parking brake > Owner's 
Manual; Instruments and warning/indicator lamps . 


The electromechanical parking brake will now function as follows: 


@ The brake is not applied abruptly; it is applied gradually each 
time the electromechanical parking brake button - E538- is 
actuated. The brake will be fully applied after operating the 
button 3 times. 


+$ Pressing the electromechanical parking brake button - E538- 
releases the brake again. 


Requirements for “test mode”: 
* Ignition on 


* Front wheels, speed = 0 km/h 


*« Rear wheels, min. speed = 3 km/h, max. speed = 9 km/h 


A WARNING 


When testing models with four-wheel drive you must use brake 
test rollers with synchronised wheel speeds. 


55 Visible features of ceramic brake discs 


> “5.7 Cracks in area of bolted connection on ceramic brake 
discs”, page 12 


> “5.8 Edge fractures”, page 13 

> “5.9 Chipping on ceramic brake discs”, page 13 

=> “5.10 Cracks extending into cooling channels”, page 14 

7 1 Assessing degree of wear on ceramic brake discs”, page 


Designation of ceramic brake disc on brake disc hub 
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1 - Direction of rotation 


2 - Production date of brake 
disc 
QO Example 


3 - Minimum thickness of brake 
disc 


disc with brake disc hub 


Q Example : 
Protected by copyright. Copy 
5- Supplier. unless authorised] 
ü Example 


p 

with respect to the correctngs$ 

6 - Serial production number of 
brake disc 


Q Example 


7 - Audi part number 
Q Example 


1- Cooling channel lands 
2- Friction layer 
3- Carrier material 
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Due to the production process there already are relaxation cracks 
(varying degrees) on the friction surface of the brake disc when it 
is new. 


a Note 


@ Relaxation cracks on a ceramic brake disc do not constitute a 
technical problem: 


@ The relaxation cracks may be clearly visible and vary in size. 


— Check area of bolted connection on friction ring and brake disc 
hub > page 12. 


5.6 Superficial cracks in cooling channel 
lands 


Superficial cracks -arrow- in the cooling channel lands are caused 
during manufacturing. 


(à Note 


Superficial cracks in the cooling channel lands -arrow- do not 


constitute a technical problem on the ceramic brake discs. i 


A00-10356 


5.7 Cracks in area of bolted connection on 
ceramic brake discs 


A WARNING 


Risk of accident due to slackened bolts 


@ The brake disc rotor and the brake disc hub are bolted 
together and must NOT be separated. DO NOT slacken 
the bolted connection on the brake disc hub. 


A00-10352 


Renew the ceramic brake discs if the following types of damage 
have occurred: 


+ Radial cracks in the area of the bolted connection of the brake 
disc hub extending into the friction surface of the brake disc 
-arrows- 


A00-10384 
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@ Tangential cracks -arrows- in the bolted joint area 


A WARNING 


[fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 


IID 


Protected by copyright. Copying for private or commercial purposes, in part ¢ 
per®i Bec unlessEdge fractures AG. AUDI AG does not guarantee or accept any liability 


sc “Edge fractures -arrow- are Caused ‘by mechanical’ damage to the!” 
edges. 


Permissible: 

+ max. width/depth = 2 mm 

+ max. length = 10 mm 

# max. 3 edge fractures per brake disc 


Renew the ceramic brake discs if the specified limits have been 
exceeded. 


A WARNING 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 


5.9 Chipping on ceramic brake discs 


Renew the ceramic brake discs if the following types of damage 
have occurred: 


@ Chipping (larger than 1 cm? -arrow-) on the friction surface 


A WARNING 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 
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5.10 Cracks extending into cooling channels 


Renew the ceramic brake discs if the following types of damage 
have occurred: 


@ A crack extending from the friction surface of the brake disc to 
the cooling channel or through the cooling channel 


A WARNING 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 


5.11 Assessing degree of wear on ceramic 
brake discs 


> “5.11.1 Assessing degree of wear”, page 14 


> “5.11.2 Wear assessment by checking thickness of brake disc”, 
page 15 


> “5.11.4 Wear assessment by weighing brake disc”, page 18 


=> “5.11.5 Wear assessment by weighing brake disc (if minimum 
weight is stamped on hub)”, page 20 


=> “5.11.6 Wear assessment according to wear indicators” 
page 21 


> “5.12 Wear assessment with tester VAS 6813 ”, page 22 
5.11.1 Assessing degree of wear 


— The brake disc must first be cleaned before assessing the de- 
gree of wear as described below. 


(i Note 


The brake disc ventilation drillings must be completely free of 
brake dust and dirt. Clear out carefully with a suitable tool if nec- 
essary. Do not use force. 


A WARNING 


Risk to health 


@ Always observe respiratory protection requirements when 
cleaning ceramic brake discs using compressed air. 


— Thoroughly blow out the brake discs with compressed air (in- 
cluding the area between the cooling channels and ventilation 
drillings). 


-— To assess the brake disc wear, proceed as follows: 

+ 1. Wear assessment by checking thickness of brake disc 
@ 2.Wear assessment according to wear indicators 
+ 


3. Wear assessment by weighing brake disc 
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1. Wear assessment by checking thickness of brake disc 
=> page 15 


Thickness of brake discs in permissible range > brake disc OK 


Brake disc thickness in critical Value at or below limit 
range min. th + 0.2 mm 
Further wear assessment ac- Renew brake disc 
cording to wear indicators 


2. Wear assessment according to wear indicators 
=> page 21 
None of the six wear indicators fully worn out > brake disc OK 
One of the six wear indicators 
fully worn out 
LCASA yi 
M W AY | Renew brake disc 


Further wear assessment: 
=> 45.1.4 Weanassessment-byrweighing brake-disc” e48 


A WARNING 


Accident risk (insufficient braking effect) 


@ Ceramic brake discs must be renewed when one of the 


wear limits defined below has been reached. It is no longer 
permissible to use these brake discs. 


Accident risk (uneven braking effect) 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 


5.11.2 Wear assessment by checking thick- 
ness of brake disc 
[a] Note 


@ New measurement tolerance of +0.05 mm for brake discs with 
“min. weight” stamped on the hub 


@ = 6.11.3 Wear assessment by checking thickness of brake 
disc (if minimum weight is stamped on hub)”, page 17 


Special tools and workshop equipment required 
è Commercially available caliper gauge or micrometer gauge 
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Procedure 


* The minimum permissible thickness of the brake disc is en- 
graved as “min.th.” -item 3- on the brake disc hub. 


y 


_ = min weight 8411g 


— Measure the thickness -x- of the brake disc next to each wear 
indicator all around the brake disc (three times). 


(à Note 


If the thickness is down to x = min. th. + 0.2 mm, additionally check 
the wear of the brake disc by inspecting the wear indicators 


> page 21. 


Z 


i 
y 
N 
Ro 


(È) note 


@ New measurement tolerance of +0.05 mm for brake discs with 
“min. weight” stamped on the hub 


@ = “6.11.3 Wear assessment by checking thickness of brake 
disc (if minimum weight is stamped on hub)”, page 17 


A WARNING 


Accident risk (insufficient braking effect) 


@ Ceramic brake discs must be renewed when one of the 
wear limits defined below has beenreached. It is no longer 
permissible to use these brake discs. 


Accident risk (uneven braking effect) 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 
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5.11.3. Wear assessment by checking thick- 
ness of brake disc (if minimum weight is 
stamped on hub) 


[a] Note 


The minimum weight of the brake disc is stamped onto the brake 
disc hub; the tolerance for the thickness of the disc is only +0.05 
mm. 

Special tools and workshop equipment required 

è Commercially available caliper gauge or micrometer gauge 
Procedure 


* The minimum permissible thickness of the brake disc is en- 
graved as “min.th.” -item 3- on the brake disc hub. 


. 7 
g aa a 3 
C * 4 min-th. 37.6 mm 


— Measure the thickness -x- of the brake disc next to each wear 
indicator all around the brake disc (three times). 


(å) Note 


+è Forthesebrakediscs,the tolerance is considerably smaller 
than for standard measurement. 


+ /fthe thickness is down to x = min. th. plus a tolerance of +0.05 
mm, additionally.check.the wear of the brake disc by inspect- 
ing the wear indicators. 


A00-10368 


If the thickness of the brake disc is less than or equal to the min- 
imum_permissible thickness “min.th.’”, do, NOT, continue using the 
brake disc. The brake disc must be renewed. 


A WARNING 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 
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5.11.4 Wear assessment by weighing brake 
disc 


a Note 


@ New tolerance for brake discs with minimum weight stamped 
on hub 


@ = 5.11.5 Wear assessment by weighing brake disc (if mini- 
mum weight is stamped on hub)”, page 20 


Special tools and workshop equipment required 


è Commercially available scales with a tolerance of + 1g 
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Procedure 


* The minimum permissible weight of the brake disc is engraved 
as “min.weight” -item 4- on the brake disc hub. 


— Remove brake disc for weighing. 
* The brake disc must be cleaned and dry before it is weighed. 


A WARNING 


Risk to health 


@ Always observe respiratory protection requirements when 
cleaning ceramic brake discs using compressed air. 


A Caution 


Risk of incorrect measurements 
@ DO NOT clean the brake disc with water or other fluids. 


A45-10185 


(å) Note 


@ The brake disc ventilation drillings must be completely free of 
dirt. Clear out carefully with a suitable tool if necessary. 


@ Thoroughly blow out the brake discs with compressed air (in- 
cluding the area between the cooling channels and ventilation 
drillings). 


— Carefully place the clean brake disc on the scales. 


[Hote 


If the weight loss is only 20 g within this limit, additionally check 
the wear of the brake disc according to the wear indicators 


> page 21. 


[a] Note 


@ New tolerance for brake discs with minimum weight stamped 
on hub 


@ = 5.11.5 Wear assessment by weighing brake disc (if mini- 
mum' weight issstamped-on hub)” page 20 
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A WARNING 


Accident risk (insufficient braking effect) 


@ Ceramic brake discs must be renewed when one of the 
defined wear limits has been reached. It is no longer per- 
missible to use these brake discs. 


Accident risk (uneven braking effect) 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 


5.11.5 _.Wearassessment by weighing brake 
disc (if minimum weight is stamped on 
hub) 


(å) Note, 


+è The minimum permitted weight of the brake disc is stamped 
onto the brake disc hub, no.tolerance is permitted. The brake 
disc must be renewed if its weight is less than the indicated 
minimum weight. 


+ /tis not necessary to perform any further wear assessment of 
the brake disc. 

Brake disc with minimum weight stamped on hub: 

Special tools and workshop equipment required 

+ Commercially available scales with a tolerance of + 1g 

Procedure 

— Remove brake disc for weighing. 


* The brake disc must be cleaned and dry before it is weighed. 


A WARNING 


Risk to health 


@ Always observe respiratory protection requirements when 
cleaning ceramic brake discs using compressed air. 


A Caution 


Risk of incorrect measurements 
@ DO NOT clean the brake disc with water or other fluids. 
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[a] Note 


@ The brake disc ventilation drillings must be completely free of 
dirt. Clear out carefully with a suitable tool if necessary. 


è Thoroughly blow out the brake discs with compressed air (in- 
cluding the area between the cooling channels and ventilation 
arillings). 


— Carefully place the clean brake disc on the scales. 


[a] Note 


@ The minimum permitted weight of the brake disc is stamped 
onto the brake disc hub; there is no tolerance. The disc must 
be renewed if the weight of the disc is less than or equal to the 
indicated minimum weight. 


+ /tis not necessary to perform any further wear assessment of 
the brake disc. 


A WARNING 


Accident risk (insufficient braking effect) 


@ Ceramic brake discs must be renewed when one of the 
defined wear limits has been reached. It is no longer per- 
missible to use these brake discs. 


Accident risk (uneven braking effect) 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 


5.11.6 Wear assessment according to wear in- 
dicators 


Wear indicators are positioned at intervals of 120 degrees on the 
friction surface of the brake disc. 


@ The wear indicators -arrow- appear in a different colour. 


@ There are three wear indicators on each side of the brake disc 
(front and reverse side). 


@ With increasing*brake disc wear, a dark burnt-out recess ap- 
pears at the wear indicators. 


If one of the wear indicators:is completely,burnt out, the brake disc 
must be renewed. 


A WARNING 


Accident risk (insufficient braking effect) 


>) 


= A00-10368 


& 


@ Ceramic brake discs must be renewed when one of the 
defined wear limits has been reached. It is no longer per- 
missible to use these brake discs. 


Accident risk (uneven braking effect) 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 
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5.12 Wear assessment with tester - VAS 
6813- 


> “5.12.2 Checking tester VAS 6813 ”, page 24 
> “5.12.3 Wear assessment with tester VAS 6813 ”, page 25 


(i Note 


This is a new method for measuring the wear limit of ceramic 
brake discs. 


> “5.12.4 Notes on brake disc wear limit’, page 27 


You can identify the brake disc as follows: 


@ The wear indicators -arrow- on the friction surface of the brake 
disc are*no longer visible 


+ By looking at the laser-etched markings -A to D- 


g Note 


The degree of wear is determined by measuring the brake disc 
thickness AND the wear value using the tester - VAS 6813-; 
both. values must be. measured three times, each. 


è The minimum permissible thickness of the brake disc is en- 
graved as “min.th.” on the brake disc hub. 


@ The wear value -C- of the brake disc for the tester - VAS 6813- 
is engraved on the brake disc hub. 


@ Value -A-is a value from the production of the new brake disc. 
@ Values -A and C- may vary depending on the measuring point. 
@ Values -A and C- may vary depending on the brake disc. 
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Example of minimum brake disc thickness (min.th. -3-); the brake 
disc thickness must not be less than this value. 


[a] Note 


Value -3- may vary depending on the brake disc. 


| min weight 84119 


The markings for measuring the degree of wear are spaced at 
intervals of 120°. 


Measure the brake disc thickness at these three points, | 000S PUPO ee ae 

Example shows third measuring point es 
vitl > doctili 

The minimum permissible thickness of the brake disc is engraved 

as “min.th.” on the brake disc hub. 


— Measure the thickness -x- of the brake disc at the measuring 
points all around the brake disc (three times). 


If the thickness of the brake disc is below the “min.th.” value at 
one of the measuring points, the brake disc must be renewed. KZ ANZ 
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Example of minimum brake disc thickness (min.th. -3-); the brake 


disc thickness must not be less than this value. 2 


06/12 
a Note 
ff . 3 


tie 


Value -3- may vary depending on the brake disc. 


min.th. 37.6 mm 


If the thickness of the brake disc is not below the minimum value, 
proceed to 
> “5.12.3 Wear assessment with tester VAS 6813 ”, page 25. 


A46-10379 


5.12.2, Checking tester AVAS 6813- 


Before taking measurements, the tester - VAS 6813- must be 
checked using the measuring plate provided. 


Measuring plate: 


— Place tester in both openings -arrows- of measuring plate so 
that laser beam points downwards towards marking-with af- 
fixed reference value, 


— Switch on tester. 


The value now shown must correspond to the reference value 
affixed to the measuring plate. 


[a| Note 


+è /fthe value shown differs from the reference value by more 
than + 2.0 units, the tester must be re-calibrated by the sup- 
plier. 


P 


@ Please refer to the enclosed instructions for further informa- 
tion. 
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5.12.3. Wear assessment with tester - VAS 
6813- 


[a] Note 


@ The degree of wear is determined by measuring the brake disc 
thickness AND the wear value using the tester - VAS 6813- ; 
both values must be measured three times each. 


@ The wear value -C- for the tester - VAS 6813- is engraved on 
the brake disc hub. 


@ Values -A and C- may vary depending on the measuring point. 


@ Values -A and C- may vary depending on the brake disc. 


@ Value -A-is a value from the production of the new brake disc. 


* Wheel has been removed. 
* Brake disc thickness has been checked. 
* Tester has been checked 
> “5.12.2 Checking tester VAS 6813 ”, page 24 . 
Special tools and workshop equipment required 
@ Tester - VAS 6813- 
Tester - VAS 6813- : 
1 ON/OFF switch 
2 Button for taking measurement 


+ 


3 Display for measurement 
4 Laser beam for positioning 
5 Interface 


(ë) Note 


Please refer to the enclosed instructions for further information 
about the tester = VAS‘6813- . 
Measurement: 


+ The brake disc must be clean. 
+- The, brake disc must be, dry. 


A WARNING 


Risk to health 


$ Always observe respiratory protection requirements when 
cleaning ceramic brake discs using compressed air. 


@ DO NOT clean the brake disc with water or other fluids. 


The markings for measuring the degree of wear are spaced at 
intervals of 120°. 


The measuring procedure described below must be performed at 
all three measuring points to ensure that the degree of wear is 
determined reliably. 
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-A-: new value, -C-: wear value, -B-: measuring point number, 
-D-: marking for laser beam for measuring wear value. 


The third measuring point -B- (of points 1 to 3) can be seen in the 
example. 


(i Note 


Values -A and C- vary depending on the measuring point. 
@ Values -A and C- vary depending on the brake disc. 


— Place tester - VAS 6813- at outer edge of brake disc so that it 
is flush. 

— Switch on tester - VAS 6813- . 

— Move tester - VAS 6813- -1- along outer edge -2- until laser 
beam points exactly towards marking -D- on brake disc. 


— Measure wear at all three measuring points (1 to 3) on brake 
disc. 


- To do sọ, read off value displayed on tester - VAS 6813- . 


The brake disc must be removed.and checked. further for,wear if 
the value is less than or equal to one of the three wear values 


-C-. 


a Note 


Wear value -C- varies depending on the measuring point. 


— Remove brake disc. 
- > “5.12.2 Checking tester VAS 6813 ”, page 24 


a Note 


To ensure that the following measurement is completely ac- 
curate, place the brake disc on a non-conductive surface (e.g. 
wooden table). 


@ The surface must be clean and dry. 


A00-11145 


@ The brake disc must be clean and dry. 
- Place tester - VAS 6813- at outer edge of brake disc again so 
that it is flush. 


The measuring procedure must be performed at all three meas- 
uring points to ensure that the degree of wear is determined 
reliably. 
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— Move tester - VAS 6813- -1- along outer edge -2- until laser 
beam points exactly towards marking -D- on brake disc. 


— Measure wear at all three measuring points (1 to 3) on brake 
disc. 


-— Todo so, read off value displayed on tester - VAS 6813- . 


The brake disc must be renewed if the value is less than or equal 
to one of the three wear values -C- . 


A WARNING 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 


5.12.4 Notes on brake disc wear limit 


[a] Note 


@ The degree of wear is determined by measuring the brake disc 
thickness AND the wear value using the tester - VAS 6813- ; 
both values must be measured three times each. 


@ The brake disc hub is engraved with the minimum permissible 
thickness of the brake disc (‘min.th.”) and the wear value -C- 
for the tester - VAS 6813- . 


@ The wear value -C- varies depending on the brake disc and 
the measuring point. 


(å) Note 


@ /fthe thickness of the brake disc is below the “min. th.” value 
at one of the measuring points, the brake disc must be re- 
newed => “5.12.1 Checking brake disc thickness”, page 23. 


@ “or 


@ /fthe value is less than or equal to one of the three wear values 
-C- when determining the degree of wear with the tester - VAS 
6813- , the brake disc must be renewed 
> “6.12.3 Wear assessment with tester VAS 6813 ”, 


page 25. 


[a] Note 


The wear value -C- varies depending on the brake disc. 


A00-11145 


A00-11145 


A WARNING 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 
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45- Anti-lock brake system 


1 General notes 


> “1.1 Notes for repair work on‘the'ABS’, page 28 


1.1 Notes for repair work on the ABS 


Malfunctions in the ABS system do not influence the brake system 
and servo action. The conventional braking system remains func- 
tional even without ABS. However, the vehicle's braking behav- 
iour can change. After the ABS warning lamp comes on, the rear 
wheels can lock early when braking. 


A WARNING 


@ The anti-lock brake system is always maintenance-free. 


$ Testing, removing, installing and repair work may only be 
performed by qualified personnel. 


@ Failure to observe the information described in this Work- 
shop Manual may result in damage to the system and 
could make the vehicle unsafe. 


Vehicles with high-voltage system 


AN WARNING 


Note general warning instructions for work on the high-voltage 
system => Electrical system, hybrid; Rep. gr. 93 ; General 
warning instructions for work on the high-voltage system . 


All vehicles 


@ Before carrying out repair work on the anti-lock brake system, 
determine the cause of the problem using self-diagnosis. 


@ When installing a new hydraulic control unit, always check its 
coding > Vehicle diagnostic tester. 


+è With ignition switched off, disconnect battery earth strap. 


@ When working with brake fluid, observe the relevant safety 
precautions and notes > page 272. 


+è Always bleed the brake system (using brake filling and bleed- 
ing equipment - VAS 5234- ) after all work which involves 
opening the hydraulic system. In addition, a high- and low- 
pressure test should be carried out on the brake system 
=> page 280. 


+ During the final road test, ensure that at least one ABS-con- 
trolled braking operation is performed (pulsations must be felt 
at the brake pedal) > Vehicle diagnostic tester. 
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2 Overview of fitting locations 
> “2.1 Overview of fitting locations - ABS/ESP”, page 29 
2.1 Overview of fitting locations - ABS/ESP 


1 - Rear right speed sensor - 
G 


Q Checking > Vehicle di- 


agnostic tester, [Guided 
Fault Finding] 

Q Exploded view 
> page 50 


2 - Rear left speed sensor - 
G46 


Q Checking > Vehicle di- 
agnostic tester, [Guided 


Fault Finding] 
Q Exploded view 
> page 50 


3 - Control unit for sensor elec- 
tronics - J849- 


Q Fitting location: under 
extension of centre con- 
sole 


Q Checking > Vehicle di- 


agnostic tester, [Guided 
Fault Finding] 
Q Removing and installing 
> page 54 
4 - Brake light switch - F- 


Q Fitting location: on 
brake pedal 


Q Removing and installing 
> page 51 
5 - Brake pedal 
Q Exploded view : 
= page 205 
6 - Diagnostic connection 
Q Fitting location > page 30 


7 - Front left speed sensor - G47- 
Q Checking = Vehicle diagnostic tester, 
QO Exploded view. mepage.Ad g 
8 - ABS hydraulic dnit - N55- with ABS ont unit - J104- 
Q The hydraulic unit and the control unit'together form the hydraulic control unit. 
Q Exploded view 3 pagé’31 
9 - Steering column electronics control unit - J527- 
Q With airbag coil connector and return ring with slip ring - F138- and steering angle sender - G85- 


Q Removing and installing > Electrical system; Rep. gr. 94; Steering column switch module; Removing 
and installing steering column.electronics.control.unit.- J527- 


10 - Return ring 
QO Fitting location: installed with slip ring on steering column 
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11 - Front right speed sensor - G45- 


Q Checking > Vehicle diagnostic tester, 
QO Exploded view > page 49 


12 - Auto-hold button - E540- 
Q Fitting location: in centre console 


OQ Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Removing and installing electro- 
mechanical parking brake button - E538- / auto-hold button - E540- 


13 - Electromechanical parking brake button - E538- 
Q Fitting location: in centre console 


Q Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Removing and installing electro- 
mechanical parking brake button - E538- / auto-hold button - E540- 


Fitting location of diagnostic connection 


+ Fitting location: Diagnostic connection for vehicle diagnostic 
tester is located in driver's footwell. 


Control unit for sensor electronics - J849- - tightening torque 
— Tighten nuts -1- to 9 Nm. 


Brake pedal position sender - G100- - tightening torque 
— Tighten bolts -arrows- to 8 Nm. 
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3 Control unit and hydraulic unit 


> “3.1 Exploded view - control unit and hydraulic unit’, 
page 31 


=> “3.2 Removing and installing ABS control unit J104 / ABS hy- 
draulic unit N55 ”, page 33 


=> “3.3 Separating control unit from hydraulic unit”, page 44 
> “3.4 Attaching control unit to hydraulic unit”, page 46 
3.1 Exploded view - control unit and hydraulic unit 


1 - Nut 

QO 9Nm 
2 - Bolt 

OQ 20Nm 


3 - Bolt 
QO 4.5Nm 


4 - ABS control unit - J104- 
Q Fitting location: 
@ Vehicles without high-volt- 
age system = page 32 
@ Vehicles with high-voltage 
system > page 32 
Q Separating control unit 
from hydraulic unit 
=> page 44 
Q Attaching control unit to 
hydraulic unit 
=> page 46 
5 - Brake line 
Q Do not alter shape 
Q Tightening torque 
=> page 266 
6 - ABS hydraulic unit - N55- 
Q Fitting location: 
@ Vehicles without high-volt- 
age system > page 32 
@ Vehicles with high-voltage 
system > page 32 
n ae and installing 


> page 33 


A Caution 


The pump motor must 
not be-unbolted trom the) ~~ 
hydraulic unit, | 


7 - Brake |: leet el 


Q Do not alter shape 
Q Tightening torque > page 266 
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8 - Bracket 
9 - Buffer 


10 - Bolt 
QO 9Nm 


11 - Bracket 


Fitting location of ABS control unit - J104- / ABS hydraulic unit - EL Niy rE 
N55- - vehicles without high-voltage system \\ a KA 
N 


G 
N 


Hydraulic unit -2- with control unit -3- and electrical connection 
-1- is located at front left of engine compartment under coolant 
expansion tank. 


Fitting location of ABS control unit - J104- / ABS hydraulic unit - 
N55- - vehicles with high-voltage system 


Hydraulic unit -2- with control unit -3- and electrical connection 
-1- is located at front left of engine compartment under coolant 
expansion tank. 


ABS control unit - J104- 
Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
vith respect to the correctness of information in this document Copyr ight by AUDI AG 
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1 - Pressure sensor contact 


üQ Never touch the con- 
tacts 


Q Some versions may dif- 
fer from this illustration 
2 - Pressure sensor 


Q Must not be modified or 
damaged 


Q Cannot be replaced 
QO Some versions may dif- 


fer from strati 
vt 
QO Donotliftorpulke a x 


Q Cannot be replaced 

4 - Contact pinstected by copyri fp. Copy: is not 
ū Must notbe damaged.or,} forse | lility 

bent A 


Q Never appiy tovis ° tHe FY’ 


5 - Contact for pump motor 


QO Must not be damaged or 
bent 


tw 
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3.2 Removing and installing ABS control 
unit - J104- / ABS hydraulic unit - N55- 


> “3.2.1 Removing and installing ABS control unit J104 / ABS 
hydraulic unit N55 - vehicles without high-voltage system”, 
page 33 


3.2.1 Removing and installing ABS control 
unit - J104- / ABS hydraulic unit - N55- - 
vehicles without high-voltage system 


(i) Note 


When renewing ABS control unit - J104- / ABS hydraulic unit - 
N55- , select the “Replace” function for the ABS control unit - 


J104- / ABS hydraulic unit - N55- using > Vehicle diagnostic 
tester, [Guided Functions] 


3. Control unit and hydraulic unit 33 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 


Brake system - Edition 03.2019 


Special tools and workshop equipment required 
@ Vehicle diagnostic tester 
@ Brake pedal actuator - V.A.G 1869/2- 


@ Reservoir from brake filling and bleeding equipment - VAS 
5234- 


@ Sealing plugs from assembly parts set - 5Q0 698 311- 


1- M10 sealing plugs 
2- M12 sealing plugs 
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NSE 


Removing 
— Switch off ignition. 


— Insert brake pedal actuator - V.A.G 1869/2- between brake 
pedal and driver seat. Depress brake pedal by at least 60 mm. 


[a] Note 


This closes the valves in the brake master cylinder and stops the 
brake fluid reservoir from running empty. 


A WARNING 


Risk of skin irritation 


$ Always wear chemical-resistant protective gloves to pre- 
vent brake fluid from contacting skin. 


- Detach protective cap -3- from bleeder screw -1- on front left 
brake caliper. 


— Connect hose -2- from reservoir as shown in illustration. 
— Open bleeder screw to relieve pressure in brake system. 
- Close. bleeder screw and. remove reservoir. 
- Repeat vin on tear ‘eft brake caliper. 


ob we =e = & i 


The brake pedal actuator -V A.G11869/2-must not be-removed: 


Vehicles with:3:0 dtr TDI engine: 
— Release hose clip -arrow- and disconnect air hose. 


All vehicles (continued): 
— Remove bolt -1- and detach coolant expansion tank. 


— Unplug electrical connector -2- and move coolant expansion 
tank to one side with coolant hoses connected. 


[a] Note 


Illustration shows installation position on a vehicle with 3.0 ltr. TDI 
evo engine as an example. 
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— Remove nuts -arrows- and move coolant pipe clear at longi- 
tudinal member. 


= otect against escaping brake fluid, place a sufficient 
number of lint-free cloths in area beneath control unit and hy- 
pdraulic unit... yyright Copying Tor private nmerciat purposes l 


„Mark brake lines APO installation» does not quarantee 
Detach brake lines from,bracketStormation in this 
Unscrew all brake lines from hydraulic unit -2-. 


A Caution 


Risk of damage to brake lines 


CEES) 


@ Do not bend the brake lines in the vicinity of the hydraulic 
unit. 


- Seal brake lines and threaded holes using sealing plugs from 
assembly parts set - 5Q0 698 311-. 


- Release electrical connector -1- and unplug connector from 
control unit -3-. 


a Note 


@ Make sure brake fluid does not get into connector housing of 
control unit. This can result in corrosion of the contacts and 
failure of the system. 


+ Use compressed air to carefully clean connector housing if 
necessary. 


Vehicles with 3.0 Itr. TDI evo engine: 

— Unscrew nut -2-. 

All vehicles (continued): 

— Remove bolts -3- and detach bracket -1-. 
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- Lift ABS hydraulic unit - N55- -1- with ABS control unit - J104- 
and bracket off in direction of -arrow- and remove from engine 
compartment. 


Remove bolts -arrows- and detach bracket -1-. 


A Caution 


Risk of irreparable damage to hydraulic unit 


@ The pump motor must not be unbolted from the ABS hy- 
draulic unit - N55- 


(È) Note 
@ Only the ABS control unit - J104- may be renewed separately 
> page 44. 


+è /tis permissible to fit a new ABS control unit - J104- to the 
existing hydraulic unit. 


+è /tis not permissible to fit the existing ABS control unit - J104- 
to a new hydraulic unit. 


+ /fthe ABS hydraulic unit - N55- is defective, it must always be 
renewed together with the ABS control unit - J104- . 


Installing 
Installation is carried out in reverse order; note the following: 
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— Press ABS hydraulic unit - N55- with ABS control unit - J104- 
and bracket onto studs in engine compartment in direction of 
-arrows-. 


+ ABS hydraulic unit - N55- with ABS control unit - J104- must 
be seated on all studs. 


g Note 


Do not remove sealing plugs from new hydraulic unit until cor- 
ase brake line is ready to be fitted. 


+ /fthe sealing plugs are removed from the hydraulic unit soon- 
er, brake fluid may escape and it may no longer be possible 
to fill and bleed the unit properly. 


@ When installing the hydraulic unit, ensure that the rubber 
dampers are not pressed out of the bracket. 


— Remove sealing plugs from new hydraulic unit. 


(à Note 


To facilitate installation, first insert all the brake lines in the hy- 
draulic unit and then tighten the brake line connections. 

— Insert all brake lines. 

— Secure all brake line connections. 


— Perform final control diagnosis after securing brake lines to 
hydraulic unit > Vehicle diagnostic tester. 


(à Note 


Final control diagnosis can be used to establish whether line con- 
nections have been interchanged. 

— Press brake lines into brackets. 

— Plug in electrical connector under coolant expansion tank. 


— Secure coolant expansion tank to bracket with coolant hoses 
connected. 


— Remove brake pedal actuator - V.A.G 1869/2- . 
— Bleed brake system > page 273. 


g Note 


Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


— When renewing ABS control unit - J104- / ABS hydraulic unit 
- N55- , select the “Replace” function for the ABS control unit 


- J104- / ABS hydraulic unit - N55- using > Vehicle diagnostic 
tester, [Guided Functions} 
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A WARNING 


Risk of accident! 


@ Make sure that the brakes work properly before the vehicle 
Is driven on the road. 


Tightening torques 


@ = “5.1 Connection points”, page 266 


3.2.2 Removing and installing ABS control 
unit - J104-/ABS.hydraulic unit - N55- - 
vehicles with high-voltage system 


(å) Note 


When renewing ABS control unit -U 104- ABS hydraulic unit - 
N55-, select the “Replace” functionfor the ABS control unit- 


J104- / ABS hydraulic unit - N55- using > Vehicle diagnostic 
tester, [Guided Functions. 


Special tools and workshop equipment required 
@ Vehicle diagnostic tester 


@ Brake pedal actuator - V.A.G 1869/2- 
VAG 1869/2 
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@ Reservoir from brake filling and bleeding equipment - VAS 
5234- 
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+ Sealing plugs from assembly parts set - 5Q0 698 311- 


| N45-10322 | 


1- M10 sealing plugs 
2- M12 sealing plugs 


Removing 


A WARNING 


Note general warning instructions for work on the high-voltage 
system = Electrical system, hybrid; Rep. gr. 93 ; General 
warning instructions for work on the high-voltage system . 


— Switch off ignition. 


— Insert brake pedal actuator - V.A.G 1869/2- between brake hee) SACs ra a 
pedal and driver seat. Depress brake pedal by at least 60 mm. oe HIN KW pal 


(i Note ane NEA 


This closes the valves in the brake master cylinder and stops the 


brake fluid reservoir from running empty. 


A WARNING 


Risk of skin irritation 


@ Always wear chemical-resistant protective gloves to pre- 
vent brake fluid from.contacting_skin. 


- Detach protective cap,-3- from»bleederscrew -1- on front left 
brake caliper. 


- Connect hose -2- from reservoir as. shown in illustration. 
— Open bleeder screw,to relieve pressure, in. brake,system. 
- Close bleeder screw and. remove reservoir. 
— Repeat procedure on rear left brake caliper. 


(à) Note 


The brake pedal actuator - V.A.G 1869/2- must not be removed. ‘E —— 
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— Detach engine cover panel -arrows-. 


tions for work on the high-voltage 
. or. 93 ; General 


— Remove bolts -arrows- and detach cover -2-. 


Note general warning instructions for work on the high-voltage 
system > Electrical system, hybrid; Rep. gr. 93 ; General 
warning instructions for work on the high-voltage system . 


— Open catch -arrow- and move bracket with electrical wiring 
towards rear. 


— Move electrical wire -1- clear. 


— Detach electrical wiring -2- from power and control electronics 
for electric drive - JX1- > Electrical system, ji reba Rep. gr. 
93 ; Power and control electronics for electric drive; Removing 
and installing power and control electronics for electric drive . 


— Unscrew bolt securing coolant expansion tank. 


— Lift coolant expansion tank off bracket with coolant hoses con- 
nected. 


— Unplug electrical connector under coolant expansion tank. 


— Tie up coolant expansion tank on one side with coolant hoses 
connected. 


[a] Note 


Do not disconnect coolant hoses. 


- As protection against escaping brake fluid, place a sufficient 
number of lint-free cloths in area beneath control unit and hy- 
draulic unit. 


— Mark brake lines. 
— Detach brake lines from brackets. 
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— Unscrew all brake lines from hydraulic unit -2-. 


A Caution 


Risk of damage to brake lines 


@ Do not bend the brake lines in the vicinity of the hydraulic 
unit. 


— Seal brake lines and threaded holes using sealing plugs from x k ee - “i ; 
assembly parts set - 5Q0 698 311- . SSSR 


— Release electrical connector -1- and unplug connector from 
control unit -3-. 


a Note 


@ Make sure brake fluid does not get into connector housing of 
control unit. This can result in corrosion of the contacts and 
failure of the system. 


+ Use compressed air to carefully clean connector housing if 
necessary. 


p 


— Detach hydraulic unit together with control unit from bracket in 
vehicle. 
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— Remove bolt -2- and nut -3- and detach bracket -1-. 
Installing 


Installation is carried out in reverse order; note the following: 


[a] Note 


+è Donotremove sealing plugs from new hydraulic unit until cor- 
responding brake line is ready to be fitted. 


| 


+ /fthe sealing plugs are removed from the hydraulic unit soon- 
er, brake fluid may escape and it may no longer be possible 
to fill and bleed the unit properly. 


= 


i 3 
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— Attach bracket to hydraulic unit. 


— Insert hydraulic unit together with control unit in rubber mount- 
ings on bracket in vehicle. 


(å) Note 


To facilitate installation, moisten the rubber mountings in the 
bracket slightly with water. 


— Remove sealing plugs from new hydraulic unit. 


[a] Note 


To facilitate installation, first insert all the brake lines in the hy- 
draulic unit and then tighten the brake line connections. 

— Insert all brake lines. 

— Secure all brake line connections. 


— Perform final control diagnosis after securing brake lines to 
hydraulic unit > Vehicle diagnostic tester. 


(å) Note 


Final control diagnosis can be used to establish whether line con- 
nections have been interchanged. 

— Press brake lines into brackets. 

— Plug in electrical connector under coolant expansion tank. 

— Fit coolant expansion tank with coolant hoses connected. 


— Secure coolant expansion tank to bracket with coolant hoses 
connected. 


A WARNING 


Note general warning instructions for work on the high-voltage 
system = Electrical system, hybrid; Rep. gr. 93 ; General 
warning instructions for work on the high-voltage system . 


— Connect electrical wiring -2- to power and control electronics 
for electric drive - JX1- > Electrical system, hybrid; Rep. gr. 
93 ; Power and control electronics for electric drive; Removing 
and installing power and control electronics for electric drive . 


3. Control unit and hydraulic unit 43 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Brake system - Edition 03.2019 


— Remove brake pedal actuator - V.A.G 1869/2- . 
— Bleed brake system > page 273. 


g Note 


Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


— When renewing ABS control unit - J104- / ABS hydraulic unit 
- N55- , select the “Replace” function for the ABS control unit 


- J104- / ABS hydraulic unit - N55- using > Vehicle diagnostic 
tester, [Guided Functions] 


A WARNING 


Risk of accident! 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 
@ = “5.1 Connection points”, page 266 


3.3 Separating control unit from hydraulic 
unit 

Control unit replacement 

The control unit must be renewed: 


@ Ifa control unit fault has definitely been detected “Control unit 
defective” > Vehicle diagnostic tester. 


+ If there is visible damage to the control unit housing or con- 
nector. 


A Caution 


Following removal, a control unit must not be bolted onto a 
different hydraulic unit. 


g Note 


Before removing the control unit, read out the event memory 
and print out.the fault code if applicable. 


@ The control unit and hydraulic unit can be separated. 


@ The ABS hydraulic unit - N55- and the ABS control unit - J104- 
must be removed inorder to separate the control.unit fromthe 
hydraulic unit. 


The control unit may only be replaced by suitably qualified per- 
sonnel. 
+ Use only the new components specified in the repair kit. 


¢@ Always use new bolts for attaching the control unit to the hy- 
draulic unit. 
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+ The seal on the control unit must not be lifted or pulled out. 
+ The seal on the control unit/cannot be replaced. 


+ Do not blow out the control unit or hydraulic unit with com- 
pressed air. 


The valve coils in the control unit cannot be re-adjusted. 
The valve coils in the control unit cannot be replaced. 
The pressure sensor must not be modified or damaged 
The pressure sensor cannot be replaced 


Never subject the sensor housing to mechanical load. 


© A è o o o 


Never take measurements at the contact points in the control 
unit. 


@ Never take measurements at the contact points in the hy- 
draulic unit. 


+ pee contact pins in the hydraulic unit must not be damaged or 
ent. 


¢ The contacts cannot be replaced. 


+ The use of contact sprays on the contacts and pressure sensor 
is not permissible. 


+ There must not be any foreign matter between the control unit 
and hydraulic unit. 


Special tools and workshop equipment required 
@ Torque screwdriver - V.A.G 1624- 1-5 Nm Torx socket E6 


V.A.G 1624 


Z 


WO0-11187 


+ ESD (electrostatic discharge) workplace - VAS 6613- VAS 6613 


AQ6-10814 
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Procedure 


A Caution 


The ABS control unit - J104- and the ABS hydraulic unit - N55- 
must be removed before they are separated. 


— Remove hydraulic unit > page 33 . 


(à) Note 


To guard against electrostatic discharge, always use the ESD 
(electrostatic discharge) workplace - VAS 6613- to provide ade- 
quate earthing. 


- He all unit with control unit on ESD workplace - 


* The control unit -2- faces upwards; the hydraulic unit -4- with 
the pump motor and connector -3- face downwards. 


— Remove and discard bolts -1-. 
— Carefully lift off control unit vertically upwards. 


[a| Note 


Make sure the valve coils do not catch; otherwise they can be 
distorted by the retainer. 


A Caution 


Risk of irreparable damage to hydraulicunit 


@ Cover the open hydraulic unit. Protect the hydraulic unit, 
sealing surfaces, valve body and pressure sensor against 
dirt and damage. 


A45-10118 


Do not apply battery voltage to check the pump motor; this 
can cause scorching on the contacts: 


Protect the contact surfaces of the pressure sensor 
against mechanical damage and electrostatic discharge. 
Always use the ESD workplace - VAS 6613- to protect the 
components from overvoltage and ensure adequate 
earthing for the personnel. 


3.4 Attaching control unit to hydraulic unit 


Procedure 


a Note 


Always renew bolts after removal. 
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— Clean sealing surface on hydraulic unit -2- using plastic scra- 
per -1-. 


* The contact pins -3- must not be damaged or bent. 


A Caution 


Risk of malfunction 


The sealing surface on the hydraulic unit must be clean 
and smooth. 


The hydraulic unit must be renewed if the sealing surface 
or the contact lugs are damaged. 


The seal on the control unit cannot be replaced. 


The seal on the control unit must not be lifted or pulled out. 


(å) Note 


@ Use the cleaning agent provided (do not use any aggressive 
cleaning products). 


@ Check sealing surface for damage (visual inspection). 


A Caution 


Risk of irreparable damage to ABS control unit 


@ Make sure that no moisture or dirt gets inside the control 
unit. 


@ Do not blow out the control unit or hydraulic unit with com- 
pressed air. 


$ Take care to protect the control unit from knocks and im- 
pact, if it is dropped, the control unit must no longer be 
used. 


— Check contact pins in hydraulic unit for damage. 


A Caution 


Risk of malfunction 


@ The hydraulic unit must not be re-used if the contact pins 
in the hydraulic unit are damaged or bent. 
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+ The hydraulic unit -4- with the pump motor and connector -3- 
faces downwards. 


— Carefully position control unit from above on hydraulic unit with 
valve coils hanging down. 


B Note 


Take care to keep the valve coils straight. 

— Screw in (but do not tighten) the new bolts evenly until the 
control unit makes uniform contact with the hydraulic unit. 

— Tighten bolts in diagonal sequence. 

After screwing on, check: 

+ That all bolts make contact, 

@ That control unit and hydraulic unit make contact all-round. 


— Install hydraulic unit > page 33 . 
After renewing the control unit and bleeding the brake system: 


— Select “Replace” function for ABS control unit - J104- / ABS 
hydraulic unit - N55- = Vehicle diagnostic tester, [Guided 


Functions]. 


* All ESP warning lamps should go out. 


A WARNING 


Risk of accident! 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 


@ = “3.1 Exploded view - control unit and hydraulic unit” 
page 31 
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4 Sensors 


> “4.1 Exploded view - front wheel speed sensor’, page 49 
=> “4.2 Exploded view - rear wheel speed sensor”, page 50 
=> “4.3 Removing and installing brake light switch”, page 51 
=> “4.4 Removing and installing brake pedal position sender’, 


page 53 

> “4.5 Removing and installing control unit for sensor electronics”, 
page 54 

> “4.6 Removing and installing front wheel speed sensor G45 / 
G47”, page 55 

> “4.7 Removing and installing rear wheel speed sensor G44 / 
G46”, page 56 

4.1 Exploded view - front wheel speed sensor 


1 - Wheel bearing housings». |f 
2-Bt ~ AA f 

a 9Nm A | 
3 - Speed sensor 


Q +Front right speed sensor 
- G45-7 front left speed 
sensor,-,G47- 


Q Remoying and installing 
> page 5 

4 - Bolt 

Q Tightening torque > 

Running gear, axles, 
steering; Rep. gr. 40; 
Wheel bearing; Explo- 
ded view - wheel bear- 
ing 

5 - Wheel bearing unit 


Q ABS sensor ring is in- 
corporated in wheel 
bearing unit 
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4.2 Exploded view - rear wheel speed sen- 
sor 

=> “4.2.1 Exploded view - rear wheel speed sensor, vehicles with 

front-wheel drive”, page 50 


> “4.2.2 Exploded view - rear wheel speed sensor, vehicles with 
four-wheel drive”, page 51 


4.2.1 Exploded view - rear wheel speed sensor, vehicles with front-wheel drive 


1 - Wheel bearing housing 


2 - Speed sensor 


Q Rear right speed sensor 
- G44- / rear left speed 
sensor - G46- 


QO Removing and installing 
=> page 56 
3 - Bolt 
OQ 9Nm 


4 - Additional seal 


5 - Wheel bearing unit 


ü ABS sensor ring is in- 
corporated in wheel 
bearing unit 


6 - Bolt 


Q Tightening torque > 
Running,gear, axles, 
steering; Rep. gr. 42 ; 
Wheel bearing, trailing 
arm; Exploded view, - 
wheel bearing 


7 - Grease cap 


| Ads-10194 | 0194 
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4.2.2 Exploded view - rear wheel speed sensor, vehicles with four-wheel drive 


1 - Wheel bearing unit 


Q ABS sensor ring is in- 
corporated in wheel 
bearing unit 


2 - Wheel bearing housing 


3 - Bolt 
Q Tightening torque > 
Running gear, axles, 
steering; Rep. gr. 42; 
Wheel bearing, trailing 
arm; Exploded view - 
wheel bearing 


4 - Speed sensor 


Q Rear right speed sensor 
- G44- / rear left speed 
sensor - G46- 


ü Removing and installing 
> page 56 


5 - Bolt 
QO 9Nm 


4.3 Removing and installing brake light 
switch 

Fitting location: on brake pedal 

Special tools and workshop equipment required 


+ Release tool - T40168 A- 
T40168 A 


W00-10668 
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Removing 


— Remove footwell vent (driver side) > Heating, air conditioning; 
Rep. gr. 87 ; Air duct system; Removing and installing footwell 
vent (driver side) . 


— Unplug electrical connector -2- at brake light switch - F- . 


— Press plunger -1- of brake light switch fully in with one finger 
-arrow A-. 


- Torelease brake light switch, turn catch -3- fully anti-clockwise 
-arrows B- while keeping plunger pressed in. 


— Let go of plunger when brake light switch is released. 


4 
r 
i } 
H JEZE 


— Insert release tool - T40168 A- between brake pedal and 
plunger of brake light switch as shown in illustration. 


+ The tapered part -1-of the tool must face towards the driver's 
seat. The slot on the tool must correspond with the projection 
on the brake light switch. 


— Press release tool - T40168 A- against brake light switch. This 
simultaneously releases the three retaining tabs on the brake 
light switch. 


— Pull brake light switch - F- -item 3- out of mounting -2-. 


Installing \ A 


Installation is carried out in reverse order; note the following: 
* The brake push rod must be attached to the brake pedal. 
* Do not press the brake pedal while installing the switch. 
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— Insert brake light switch - F- into mounting -1- on brake pedal. 


* All three retaining tabs of the brake light switch - F- must en- 
gage audibly. 


* The brake light switch - F- must not be turned in the mounting 
on the brake pedal. 


* The plunger adjusts itself automatically when the switch is in- 
serted. 


— To lock brake light switch, turn catch -2- fully clockwise 


-arrows-. j 
Remaining installation steps are the reverse of removal; note the 
following: - 


— Install footwelhvent (driverside) heating, air conditioning; 
Rep. gr. 87 ; Air duct system; Removing and installing footwell 
vent (driver side) . 


(å) Note 


Make sure that the brake light switch works properly before the 
vehicle is driven on the road. 


4.4 Removing and installing brake pedal po- 
sition sender 


(å) Note 


Vehicles with a high-voltage system are fitted additionally with a 
brake pedal position sender - G100- . 
Removing 


— Remove footwell vent (driver side) > Heating, air conditioning; 
Rep. gr. 87 ; Air duct system; Removing and installing footwell 
vent (driver side) . 


— Unplug electrical connector -1-. 


— Remove bolts -arrows- and take out brake pedal position 
sender - G100- -item 2-. 


Installing 
Installation is carried out in reverse order; note the following: 


— Install footwell vent (driver side) > Heating, air conditioning; 
Rep. gr. 87 ; Air duct system; Removing and installing footwell 
vent (driver side) . 


Tightening torques 
@ = Fig. ““ Brake pedal position sender -G100- - tightening tor- 


que” , page 30 
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4.5 Removing and installing control unit for 
sensor electronics 


a Note 


When renewing control unit for sensor electronics - J849- , select 
“Replace” function for control unit for sensor electronics - J849- 


using > Vehicle diagnostic tester, (Guided Functions]. 


Special tools and workshop equipment required 


@ Torque wrench - V.A.G 1331- 
V.A.G 1331 


WO0-11166 


Removing 


The control unit for sensor electronics - J849- is fitted beneath the 
cover for the centre console. 


- Remove cover for centre console > General body repairs, 
interior; Rep. gr. 68 ; Centre console; Exploded view - centre 
console . 


— Unplug electrical connector -3-. 

— Unfasten all four nuts -1-. 

— Take out control unit for sensor electronics - J849- -2-. 
Installing 

Installation is carried out in reverse order; note the following: 


A Caution 


Risk of irreparable damage to control unit for sensor electron- 
ics -J849- 


$ Take care to protect the control unit for sensor electronics 
- J849- from knocks and impact, if dropped, the control unit 
can no longer be used. 


— Locate control unit for sensor electronics - J849- on the four 
retaining pins. 


a Note 


Pay attention to correct installation position. The electrical con- 
nector faces in the directior’of travel. 
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— Make sure the unit is seated in the mounting without strain. 


[a] Note 


To ensure.strain-freeinsiallation of the control unit for sensor 
electronics - J849- -item 2-, first screw in all the nuts -1- lightly 
and then tighten in diagonal sequence. 


— Install cover for centre.console = ‚General body repairs, inte- 
rior; Rep. gr. 68 ; Centre console; Exploded view - centre 


console: A E 
— When renewing control unit for sensor electronics - J849- , — 


select “Replace” function for control unit for sensor electronics 
- J849- using > Vehicle diagnostic tester, [Guided Func- 


tions]. 

Tightening torques 

@ = Fig. ““ Control unit for sensor electronics -J849- - tightenin 
torque” , page 30 

4.6 Removing and installing front wheel 


speed sensor -G45- / -G47- 


(å) Note 


The sensor ring/rotor is incorporated in the corresponding wheel 
bearing unit and cannot be renewed. 


Special tools and workshop equipment required 


@ Torque wrench - V.A.G 1332- 
V.A.G 1332 


brr 


WO0-11165 


@ Lubricating paste - G 000 650- 
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Removing 

— Release and unplug electrical connector at speed sensor -1-. 
— Remove bolt -2-. 

— Pull speed sensor out of wheel bearing housing. 

Installing 

Installation is carried out in reverse order; note the following: 


— Before inserting speed sensor, clean inner surface of fitting 
hole and coat speed sensor thoroughly with lubricating paste 
- G 000 650- . 


— Fit and secure speed sensor. 


— After installation, turn steering to full left and right lock and 
check clearance of speed sensor wire. 


Tightening torques 
@ = “4.1 Exploded view - front wheel speed sensor”, page 49 


4.7 Removing and installing rear wheel 
speed sensor -G44- / -G46- 


(à Note 


The sensor ring/rotor is incorporated in the corresponding wheel 
bearing unit and cannot be renewed. 

Special tools and workshop equipment required 

+ Torque wrench - V.A.G 1332- 


@ Lubricating paste - G 000 650- 

Removing 

Vehicles with front-wheel drive: 

— Release and unplug electrical connector at speed sensor -1-. 
— Remove bolt -2-. 


— Pull speed sensor out of wheel bearing housing. 
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Four-wheel drive vehicles: 

— Release and unplug electrical connector at speed sensor -1-. 
— Remove bolt -2-. 

— Pull speed sensor out of wheel bearing housing. 

Installing 

Installation is carried out in reverse order; note the following: 


— Before,inserting speed sensor, clean inner surface of fitting 
hole and coat speed sensor thoroughly with lubricating paste 
- G000 650-. 


— Fit and secure speed sensor. 


Tightening torques 
@ »4:2\Exploded: views rear wheel speed sensor’) page50 
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5 Hold assist function 

> “5.1 Description of hold assist function”, page 58 

5.1 Description of hold assist function 
Certain models are equipped with the Audi hold assist (auto hold) 
function. 

Function 


This function assists the driver when the vehicle has to be held 
stationary, either frequently or for long periods, with the engine 
running. 


Once the vehicle has been stopped and the function is activated, 
the vehicle is held in position by the Audi hold assist. 


The driver can then release the brake pedal. 


Initially the vehicle is held at a standstill by maintaining the brake 
pressure at all four wheels in the ESP system. 


To prevent the ESP solenoid valves from overheating if the vehi- 
cle has to be held for long periods, the braking function is taken 

over automatically by the electromechanical parking brake if the 
temperature at the solenoid valves exceeds 200 °C. 


The brakes are released automatically at a point determined ac- 
cording to the following factors: 


@ Engine torque 

+ Angle of gradient 
@ Gear engaged 
+ 


Manual gearbox: travel at clutch pedal detected by clutch sen- 
sor 


@ Automatic gearbox: torque converter slip 


To stop the vehicle rolling backwards, the brake is however not 
released until sufficient engine torque is available. 


Activation 

The following conditions must be satisfied to activate the “Stand- 
by” function: 

Driver's seat belt fastened 

Engine running 


Driver's door closed 


© >è è è 


ESP and electromechanical parking brake functioning prop- 
erly 
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The function can then be activated by pressing the auto-hold but- 
ton - E540- -B- in the centre console. 


The switch indicates the operating status as follows: 
@ System deactivated: LED in switch OFF 
@ Standby: LED in switch ON 


@ System active: LED in switch lights up and a green “P” appears 
in the instrument cluster display 


The electromechanical parking brake only takes over the braking \ NEZ J, 
function from the ESP when the green “P” appears in the instru- x x 
ment cluster display and when: N 


+ The ESP solenoid valves reach a temperature of 200 °C, 


The driver's door is opened, 

The driver's seat belt is unfastened, 
The engine is switched off, 

The ignition is switched off, 


The brake pedal or accelerator pedal is pressed, 


© ©% o o o o 


The auto-hold button - E540- is pressed without pressing the 
foot brake. 


(å) Note 


The green “P"in the instrument cluster changes to a “red P” when 
the electromechanical parking brake takes over the braking func- 
tion fromthe ESP: 
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Brakes - mechanism 


1 Front brakes 
=> “1.1 Exploded view - front brakes”, page 60 


> “1.2 Removing and installing brake pads”, page 79 
> “1.3 Removing and installing brake caliper’, page 108 


> “1.4 Renewing brake caliper”, page 124 


> “1.5 Removing and installing brake disc”, page 138 
> “1.7 Removing and installing splash plate”, page 144 


=> “2 Rear brakes”, page 153 
1.1 Exploded view - front brakes 


1.11 Exploded view -front brakes, steel version (1LA/1LJ)”, 
page 60 


> “1.1.2 Exploded view - front brakes, steel version (1LF/1LL/ 
1ZK/FMO0)”) page 63 


> "1.4.3 Exploded view = front brakes (1LP)”, page 66 
> “1.1.6 Exploded view - front brakes, steel version (1LU)"; page 
70 


> “1.1.7 Exploded view - front brakes, steel version (1LM/1LX)”, 
page 74 


=> “1.1.8 Exploded view - front brakes, ceramic version (1LN/ 
1LW)", page 77 


1.1.1 Exploded view - front brakes, steel version (1LA/1LJ) 
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1 - Splash plate for brakes 


> “1.7 Removing and installing 
splash plate”, page 144 


2 - Hub carrier 


3 - Bracket 
Q) For brake hose and 
electrical wiring 
4 - Bolt 
QO 9Nm 


5 - Bolt 
Q With washer 
OQ Bolt, 2x 
QO Renew after removing 
Q 196 Nm 


6 - Brake hose 


Q Ensure correct routing: 
the brake hose must not 
be kinked, crushed or 
twisted or chafe against 
parts of the vehicle at 
any point 


QO Renew if damaged 


Q Ensure that lugs are 
properly seated in 
grooves in bracket 


Q Tightening torque, 


(Pits minim tse i H 


brake hose to brake cal- ta 19 
iper: 20 Nm ba 
7 - Bracket 
Q) For brake hose 


8 - Retaining spring 
ū Renew if damaged 
9 - Brake line 
Q Tightening*torque, brake linēto brake hose: 16 Nm 
10 - Rivet 
Q Bolt, 2x 
11 - Bolt 
Q Bolt, 2x 
Q 30Nm 
12 - Dust cap 
13 - Brake pad wear sender 
Q Front left brake pad wear sender - G34- , front right brake pad wear sender - G35- 


QO For inner brake pad 
QO Renew if damaged 


14 - Bleeder screw 


ū = “6.2 Bleeding hydraulic system”, page 273 
na 13Nm 
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15 - Brake caliper 
QO For correct version refer to > Electronic parts catalogue “ETKA” 
QO Do not loosen bolts on brake caliper > page 63 


> “1.3 Removing and installing brake caliper’, page 108 


> “1.4 Renewing brake caliper’, page 124 


Q Servicing > page 216 


(à) Note 


@ Depending on the model, two vi- 
bration dampers are fitted on 
each front brake caliper. 


@ > “1.1.4 Vibration dampers on 
brake caliper”, page 68 


16 - Damper spring 
Q Make sure that damper spring is seated correctly 
Q Tab of damper spring engages in brake caliper 

17 - Brake pads 
QO For correct version refer to > Electronic parts catalogue “ETKA” 
Q Inner brake pad with pad wear sender 
Q Check pad thickness; wear limit > Maintenance ; Booklet 411 
Q Always renew on both sides of one axle 


> “1.2 Removing and installing brake pads”, page 79 


18 - Brake disc 
Q) For correct version refer to > Electronic parts catalogue “ETKA” 
OQ) Wear limit > page 6 


> “1.5 Removing and installing brake disc”, page 138 


Q Do not force brake disc off wheel hub. Use rust remover if necessary to avoid damaging brake disc 


A WARNING 


/f one brake disc is dam- 
aged or worn, the other 
discs must also be 


checked for damage and 
wear. 


19 - Bolt 

Q 10Nm 
20 - Brake carrier 

Q Do not unfasten retaining pins > page 63 

QroRemoving and installing brake caliper with brake carrier; page: 108 
21 + Bolt 

Qi 4x 

QO 10Nm 


62 Rep. gr.46 - Brakes - mechanism 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Brake system - Edition 03.2019 


[a] Note 


Coat brake pad backplate with lubricating paste, and coat guide 
pin[s] with lithium grease > Electronic parts catalogue “ETKA”. 


Do not loosen bolts on brake caliper. 


A Caution 


Risk of malfunction 
@ DO NOT slacken off bolts -arrows- on brake caliper. 


Do.not unfasten, retaining pins on brake carrier. 


A | Caution 


Risk of ‘malfunction . 


$: DO NOT unfasten retaining pins -arrows- on brake carrier. 


A46-10386 


1.1.2 Exploded view - front brakes, steel version (1LF/1LL/1ZK/FMO) 
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1 - Splash plate for brakes 


> “1.7 Removing anddnstalling 
splash plate” e 144 


2 - Hub carrier 


3 - Bracket 
Q) For brake hose and 
electrical wiring 
4 - Bolt 
n 9Nm 


5 - Bolt 
Q With washer 
Q) Bolt, 2x 
QO Renew after removing 
QO) 196 Nm 


6 - Brake hose 


Q Ensure correct routing: 
the brake hose must not 
be kinked, crushed or 
twisted or chafe against 
parts of the vehicle at 
any point 


QO Renew if damaged 


Q Ensure that lugs are 
properly seated in 
grooves in bracket 


Q) Tightening torque, 


i 
i 
i 
i 
i 
i 
i 
i 
i 
i 
i 
i 
` 


brake hose to brake cal- i RY 
iper: 20 Nm : >- ~—23 
7 - Bracket 
à Se 
ū For brake hose 


8 - Retaining spring 
Q Renew if damaged 
9 - Brake line 
Q Tightening torque, brake line to brake hose: 16 Nm 
10 - Rivet 
Q Bolt, 2x 
11 - Brake pads 
Q For correct version refer to > Electronic parts catalogue “ETKA” 
QO Inner brake pad with pad wear sender 
Q Check pad thickness; wear limit > Maintenance ; Booklet 411 
ū Always renew on both sides of one axle 


> “1.2 Removing and installing brake pads”, page 79 
12 - Protective cap 
13 - Guide pin 

Q Seal off with protective cap 

QO 55Nm 


14 - Clip 


15 - Brake pad wear sender 
Q Front left brake pad wear sender - G34- , front right brake pad wear sender - G35- 
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QO For inner brake pad 

QO Renew if damaged 

Q = “1.8.2 Removing and installing pad wear indicator wire - steel version brakes (1LF / 1LL)”, page 146 
16 - Dust cap 
17 - Bleeder screw 

ū =“6.2 Bleeding hydraulic system”, page 273 

Q 13Nm 
18 - Brake caliper 

Q For correct version refer to > Electronic parts catalogue “ETKA” 


> “1.3 Rémoving and installing brake caliper’, page 108 


> “1.4 Renewing brake caliper’, page 124 
Q Servicing > page 219 


(å) Note 


@ Depending on the model, two vi- 
bration dampers are fitted’on 
each front brake caliper. 


@ = “1.1.4 Vibration dampers on 
brake caliper”, page 68 


19 - Damper spring 
Q Make sure that trim and damper spring are installed in correct position 
QO Tab of damper spring engages in brake caliper 
Q Tab of damper spring is positioned beneath trim 
20 - Trim 
Q Make sure that trim and damper spring are installed in correct position 
Q Tab of damper spring engages in brake caliper 
Q Tab of damper spring is positioned beneath trim 
21 - Bolt 
Q 22Nm 


22 - Brake disc 
Q For correct version refer to > Electronic parts catalogue “ETKA” 
QO Wear limit > page 6 


=> “1.5 Removing and installing brake disc”, page 138 


Q Do not force brake disc off wheel hub. Use rust remover if necessary to avoid damaging brake disc 


WARNING 


lf one brake disc is dam- 
aged or worn, the other 


discs must also be 
checked for damage and 
wear. 


23 - Bolt 
Q 10Nm 
24 - Brake carrier 
QO Bolt to wheel bearing housing 
QO) Removing and installing brake caliper with brake carrier > page 110 
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25 - Bolt 
O 4x 
QO 10Nm 


a Note 


Coat brake pad backplate with lubricating paste, and coat guide 
pin[s] with lithium grease > Electronic parts catalogue “ETKA”. 


1.1.3 Exploded view - front brakes (1LP) 


Only loosen these boltso remov 
brake caliper 


Q 196 Nm 


2 - Brake caliper 
Q Do not loosen any bolts 
on the brake caliper. 


=> “1.3 Removing and installin 
brake caliper’, page 108 


> “1.4 Renewing brake cali- 
per’, page 124 


(a! Note 


@ Depending on the 
bration dampers are 
each front brake cai í 


@ = “1.1.4 Vibration damp 
brake calipermpage\ps 


3 - Bleeder screw 
OQ 13Nm 


4 - Brake disc 


Q For correct version refer 
to > Electronic parts 
catalogue 


Q) Wear limit 

QO) =“1.5 Removing and in- 
stalling brake disc”, 
page 138 

QO = “1.6 Renew brake disc”, page 142 

ū Clean and grease contact surfaces between wheel hub and brake disc. > Electronic parts catalogue. 
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WARNING 


/f one brake disc is dam- 
aged or worn, the other 


discs must also be 
checked for damage and 
wear. 


5 - Bolt 
Q) Brake disc to wheel hub 
QO 10Nm 


6 - Pad wear indicator wire 

Q On inner pad 
7 - Brake pads 
With pad wear indicator wire on inner brake pad 
Checking pad thickness > Maintenance ; Booklet 
Wear limit > Maintenance ; Booklet 


O OOO 


Before fitting pads, clean guide surfaces and apply a thin coating of grease. For grease, refer to > 
Electronic parts catalogue 


Q Ensure correct installation position 
21.2 Removing and installing brake pads”, page 79 


8 - Pad retaining pins 
QO Ensure correct installation position 
QO Press through as far as possible from inside to outside 


9 - Pad retaining spring 
ü Ensure correct installation position 


10 - Brake line 


FB) ct 


Do not loosen when changing brake 
pads 


QO 19Nm 


FB) ct 


Coat brake pad backplate with lubricating paste, and coat guide 
pin[s] with lithium grease > Electronic parts catalogue “ETKA”. 


> “1.7 Removing and installing splash plate”, page 144 
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Installation position of pad retaining spring: pad retaining pin -7-, 
pad retaining spring -8- 


1.1.4 Vibration dampers on brake caliper 


Depending on the model, two vibration dampers are fitted on each 
front brake caliper. 
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1 - Bolt 


QO Always renew if re- 
moved 


QO 10Nm 


2 - Vibration damper 


OY Two fitted on each front 
brake caliper 


Q 
3 - Brake caliper 


3 (aera | 


1.1.5 Removing and installing vibration damp- 
ers 


Depending on the model, two vibration dampers are fitted on each 
front brake caliper. 


Removing 
— Remove dust cap if fitted. 
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— Remove bolt -1-. 

-— Remove vibration damper -2- from brake caliper -3-. 
Installing 

- Clean brake caliper in area of vibration damper. 


— Fit vibration damper -2- in brake caliper. 
- Insertnew bolts-1-.and tighten bolts > Item 1 (page 69) . 
— Install protective cap if originally fitted. 


3 (ero | 


1.1.6 Exploded view - front brakes, steel version (1LU) 
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1 - Splash plate for brakes 


> “1.7 Removing and installing 
splash plate”, page 144 


2 - Hub carrier 


3 - Bracket 
Q) For brake hose and 
electrical wiring 
4 - Bolt 
QO 9Nm 


5 - Bolt 
Q With washer 
OQ Bolt, 2x 
QO Renew after removing 
Q 196 Nm 


6 - Brake hose 


Q Ensure correct routing: 
the brake hose must not 
be kinked, crushed or 
twisted or chafe against 
parts of the vehicle at 
any point 


QO Renew if damaged 


Q Ensure that lugs are 
properly seated in 
grooves in bracket 

Q Tightening torque, 
brake hose to brake cal- 
iper: 20 Nm 


7 - Bracket 
Q) For brake hose 


8 - Retaining spring 

Q Renew if damaged 
9 - Brake line 

Q Tightening torque, brake line to brake hose: 16 Nm 


10 - Rivet 
Q “Bot; 2x 

11+ Brake pads 
Q For correct version refer to > Electronic parts catalogue “ETKA” 
Q Inner brake pad with pad wear sender 
Q Check pad thickness; wear limit > Maintenance ; Booklet 411 
Q Always renew on both sides of one axle 


> “1.2 Removing and installing brake pads”, page 79 


12 - Brake pad wear sender 
Q Front left brake pad wear sender - G34- , front right brake pad wear sender - G35- 
QO For inner brake pad 
Q Renew if damaged 
QO) Removing and installing > page 148 


13 - Brake caliper 
Q For correct version refer to > Electronic parts catalogue “ETKA” 
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QO Do not loosen bolts on brake caliper > page 73 
> “1.3 Removing and installing brake caliper’, page 108 


> “1.4 Renewing brake caliper’, page 124 


Q Servicing > page 223 


(a) Note 


@ Depending on the model, two vi- 
bration dampers are fitted on 
each front brake caliper. 


@ = “1.1.4 Vibration dampers on 
brake caliper’, page 68 


14 - Dust cap 
15 - Bleeder screw 
Q > “6.2 Bleeding hydraulic system”, page 273 
Q 13Nm 
16 - Pad retaining spring 
Q Note installation position > page 73. 
QO) Renew when changing pads 
Q Ensure correct positioning in brake caliper 
17 - Spring plate 
Q With adhesive pad 
QO 6x 
Q Insert in brake caliper pistons before fitting outer brake pads 


(i Note 


@ Use new spring plates when in- 
stalling new brake pads. Insert 
spring plates into brake pistons 
before fitting brake pads. 


+ /fthe old brake pads are being 
reinstalled, fit the brake pads 
with the bonded spring plates in- 
to the brake caliper. 


18 - Brake disc 
Q For correct version refer to > Electronic parts catalogue “ETKA” 
QO Wear limit > page 6 
> “1.5 Removing andgnstalling brake disc”, page 138 
Q Do not force brake disc off wheel hub. Use rust remover if necessary to avoid damaging brake disc 


WARNING 


/f one brake disc-is dam- 
aged or worn, the other 


discs must'\\also\'\be 
checked for damage and 
wear. 


19 - Bolt 
QO 10Nm 
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20 - Bolt 
QO 4x 
QO 10Nm 


[a] Note 


Coat brake pad backplate with lubricating paste, and coat guide 
pin[s] with lithium grease > Electronic parts catalogue “ETKA”. 


Do not loosen bolts on brake caliper. 


A Caution 


Risk of malfunction 


@ DO NOT slacken off bolts -arrows A- on brake caliper. 


$ Do not unscrew guide pins -arrows B-. 


(È ete 


Only.renew guide pins -arrows B- on ceramic brakes. 


Installation position of pad retaining spring 


[a] Note 


Make sure the pad retaining spring -2- is correctly positioned be- 
tween brake pads -1-. 


A46-10180 
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1.1.7 Exploded view - front brakes, steel version (1LM/1LX) 


1 - Splash plate for brakes 


> “1.7 Removing and installing 
splash. plate*,-page-144 


2 - Hub carrier 


3 - Bracket 
Q) For brake hose and 
electrical wiring 
4 - Bolt 
QO 9Nm 


5 - Bolt 
Q With washer 
Q Bolt, 2x 
Q Renew after removing 
QO 196 Nm 


6 - Brake hose 


Q Make sure the brake 
hose is routed correctly. 
The brake hose must 
not be kinked, crushed 
or twisted or chafe 
against parts of the ve- 
hicle at any point. 


QO Renew if damaged 


Q Ensure that lugs are 
properly seated in 
grooves in bracket 

Q Tightening torque, 
brake hose to brake cal- 
iper: 20 Nm 


7 - Bracket 
ū For brake hose 


Ad-10356 


8 - Retaining spring 
QO Renew if damaged 
9 - Brake line 
Q Tightening torque, brake line to brake hose: 14 Nm 
10 - Rivet 
QO Bolt, 2x 
11 - Bolt 
QO 4x 
QO 9Nm 
12 - Damper weight 
Q Bolt, 2x 
13 - Bolt 
QO For centre retaining pin 


QO Renew after removing 
QO 30Nm 
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14 - Protective cap 
15 - Pad retaining pin 
Q Bolt, 2x 
QO) Renew when changing pads 
Q Note correct installation position 
Q Knock out inwards 


16 - Brake pad wear sender 
Q Front left brake pad wear sender - G34- / front right brake pad wear sender - G35- 
Q For inner brake pad 
QO Renew if damaged 
Q Cannot be removed without damage 
QO Removing and installing > page 149 
17 - Pad retaining spring 
Q Note installation position > page 76. 
QO Renew when changing pads 
Q Ensure correct positioning in brake caliper 


18 - Brake pads 
Q Check pad thickness; wear limit > Maintenance ; Booklet 411 
Q Always renew on both sides of one axle 
Q For correct version refer to > Electronic parts catalogue “ETKA” 
Q Note correct position: inner brake pad with retainer for pad wear sender 


> “1.2 Remoyifig™and installingybrakeéspads”, page 79 
19 - Bleeder screw 
Q 10Nm 


20 - Brake caliper 
Q Must not be unbolted)from brake carrier > page '76 
Q For correct:version:refer ito.>: Electronic parts catalogue “ETKA”? 


> “1.3 Removingand installing brake caliper’) ‘page 108 


> “1.4 Renewing brake caliper’, page 124 
Q Servicing > page 223 


[E] nos 


@ Depending on the model, two vi- 
bration dampers are fitted on 
each front brake caliper. 


@ = “1.1.4 Vibration dampers on 
brake caliper”, page 68 


21 - Retaining pin 
QO) Renew when changing pads 
22 - Brake disc 
QO Wear limit > page 6 
Q For correct version refer to > Electronic parts catalogue “ETKA” 


=> “1.5 Removing and installing brake disc”, page 138 
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KOIK ted by copyright. C 


opying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 
23 - Bolt 
o 40.Nm e to the correctness of information in this document. Copyright by AUDI AG 
24 - Bolt 
Q 4x 
Q 10Nm 


(å Note 


Coat brake pad backplate with lubricating paste, and coat guide 
pin[s] with lithium grease > Electronic parts catalogue “ETKA”. 


Do not loosen bolts securing brake caliper to brake carrier 


A Caution 


Risk of malfunction 
@ DO NOT slacken off bolts -arrows- on brake caliper. 


A 
4 A46-10282 


Installation position of pad retaining spring 
+ Arrow points in direction of forward wheel rotation. 
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1.1.8 Exploded view - front brakes, ceramic version (1LN/1LW) 


1 - Splash plate for brakes 
9101112 13 14 15 16 


> “1.7 Removing and installing = 
splash plate”, page 144 


2 - Hub carrier 


3 - Bracket 
Q) For brake hose and 
electrical wiring 
4 - Bolt 
OQ 9Nm 


5 - Bolt 
Q With washer 
OQ Bolt, 2x 


hose is routed correctly. 

The, brake hose must; 

not be kinked, crushed 

or-twisted or chafe!'' > 

against parts. of the ve- 

hicle at any point. 
QO Renew if damaged 


Q Ensure that lugs are 
properly seated in 
grooves in bracket 


Q Tightening torque, 
brake hose to brake cal- 
iper: 20 Nm 

7 - Bracket 
Q For brake hose 
8 - Retaining spring 
QO Renew if damaged 


| Ads-10485 | 


9 - Brake line 
Q Tightening torque, brake line to brake hose: 14 Nm 


10 - Rivet 
ū Bolt, 2x 


11 - Bolt 
n 4x 
QO 9Nm 


12 - Damper weight 
Q Bolt, 2x 


13 - Protective cap 


14 - Bleeder screw 
QO 10Nm 


15 - Brake pad wear sender 
Q Front left brake pad wear sender - G34- / front right brake pad wear sender - G35- 
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QO Renew if damaged 
QO Cannot be removed without damage 
QO Removing and installing > page 150 
16 - Bracket 
QO For electrical wire for pad wear sender 
Q Renew if damaged 
Q Ensure correct positioning,in brake caliper 
17 - Pad retaining springs 
Q Notë correct installation position 
Q Renew when changing pads 
QO ‘Ensuré‘correct positioning inbrake caliper 
18 - Brake pads 
QO vCheck pad thickness;-wear limit = Maintenance ; Booklet 411 
Q Always renew on both sides of one axle 
Q For correct version refer to > Electronic parts catalogue “ETKA” 
Q Note correct installation position 


> “1.2 Removing and installing brake pads”, page 79 
19 - Brake caliper 
Q Must not be unbolted from brake carrier > page 79 


QV Tighten guide pins for brake pads to 24 Nm > page 79 
Q For correct version refer to > Electronic parts catalogue “ETKA” 


=> “1.3 Removing and installing brake caliper’, page 108 


> “1.4 Renewing brake caliper’, page 124 


Q Servicing > page 223 


[a| Note 


@ Depending on the model, two vi- 
bration dampers are fitted on 
each front brake caliper. 


@ = “1.1.4 Vibration dampers on 
brake caliper’, page 68 


20 - Brake disc 
Q) For correct version refer to > Electronic parts catalogue “ETKA” 
QO Assessing degree of wear > page 14 
Q Also check for: 


@ Cracks in the bolted joint area > page 12 
@ Edge fractures > page 13 


@ Chipping = page 13 


@ Cracks extending into cooling channels > page 14 
Q Note direction of rotation 


=> “1.5 Removing and installing brake disc”, page 138 
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WARNING 


If one brake disc is dam- 
aged or worn, the other 


discs must also be 
checked for damage and 
wear. 


21 - Bolt 
QO 10Nm 


22 - Bolt 
QO 4x 
OQ 10Nm 


(å) Note 


Coat brake pad backplate with lubricating paste, and coat guide 
pin[s] with lithium grease = Electronic parts catalogue “ETKA”. 


DO NOT slacken off bolts -arrow A- on brake caliper. 


A Caution 


Risk of malfunction 
@ DO NOT slacken off bolts -arrows A- on brake caliper. 


@ Renew guide pins -arrows B- after removal. 


Tighten guide pins -B- to 24 Nm. 


1.2 Removing and installing brake pads 


> “1.2.1 Removing and installing brake pads - steel version 
brakes (1LA/1LJ)”, page 79 


> “1.2.2 Remioving"andinstallifigbrake pads - steel version 
brakes (4LF/1L0)", page 84 


> “1.2.3\Removing and installing brake pads (1LP)”, page 89 


> “1.2.4 Removing and installing brake pads - steel version 
brakes (1LU)”, page 93 


> “1.2.5 Removing and installing brake pads - steel version 
brakes (*#M/‘iex)" page 97 


> “1.2.6\Removing and installing brake pads ceramic brakes 
(1LN/1LW)”, page 103 


1.2.1 Removing and installing brake pads - 
steel version brakes (1LA/1LJ) 


Special tools and workshop equipment required 


A46-10277 
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@ Torque wrench - V.A.G 1331- 
V.A.G 1331 


WO0-11166 


+ Piston resetting appliance - T10145- 
710145 


W00-11606 


Removing 


[a| Note 


Mark brake pads when removing them if they are to be reinstalled. 
Reinstall in their original position to prevent uneven braking. 


— Remove front wheel > Running gear, axles, steering; Rep. 
gr. 44 ; Wheels, tyres . 


AN WARNING 


Risk of injury. 


@ The damper spring -1-js under tension. To remove damp- 
er spring, disengage it from brake caliper, taking care not 
to damage paint on brake caliper. 


— Press damper spring -1- in direction of -arrow- and disengage 


it from brake caliper. 
e 
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— Pull contact -1- for pad wear sender out of brake pad, paying 
attention to retaining clip -2-. 


— Open dust cap -3-, move clear electrical wiring for pad wear 
sender and disengage wiring from brake caliper. 


[a] Note 


The pad wear sender must be renewed if the retaining clip -2- is 
lost. 


[a] Note 


@ To make it easier to remove the brake caliper from the brake 
disc, use suitable pliers -1- to press back the brake pad -2- 
slightly as shown in the illustration. 


@ To avoid damaging the paint on the caliper, insert a piece of 
rubber -3- between the caliper and the pliers. 


A46-10410 


1. Front brakes 81 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Brake system - Edition 03.2019 


— Move brake hose -1- clear at bracket. 
— Remove bolts -arrows-. 


— Carefully pull brake caliper off brake disc with brake pads in- 
stalled. 


A Caution 


Risk of damage to brake hose 


@ Do not leave the brake caliper hanging trom the brake 
hose. Take care that brake hose is not damaged by weight 


of brake components. 


@ The brake hose must be renewed if it is damaged. 
Risk of damage to brake caliper pistons 
$ Do not apply brake when brake caliper is removed. 


— Tie brake caliper to body with suitable wire. 

— Take brake pads out of brake caliper. 

Installing 

Installation is carried out in reverse order; note the following: 


— Check brake discs for wear and damage when renewing brake 
pads. 


@ Wear limit of brake discs > page 6 


(å) Note 


@ Always renew brake pads on both sides of the axle. 


+è /nstall all parts supplied in the repair kit when fitting new brake 
pads. 


A WARNING 


Risk to health 


@ Do not blow out the brake system with compressed air. 


He’ 


@ Use only methylated spirits to clean the brake caliper. 


@ Check protective caps on brake caliper pistons for damage; if 
necessary, install.all parts,supplied in repain kit» page 216. 
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A Caution 


Escaping brake fluid can cause the vehicle to become dirty and 
may damage the paintwork. 


$ /fthe brake pads are worn and brake fluid has been topped 
up unnecessarily, brake fluid can overflow when the piston 


(S) are pressed back into the brake cylinders. 


$ Before pressing the piston(s) back, check the brake fluid 
level. Brake fluid must be extracted if the fluid level is up 
to the “MAX” mark. 


$ Use brake filling and bleeding equipment - VAS 5234- to 
extract brake fluid from brake fluid reservoir. 


— Press brake caliper pistons all the way back into caliper using 
piston resetting appliance - T10145- . 


— Clean brake caliper. 


— Clean surfaces of retaining pins -arrows- that make contact 
with brake pads. 


(å) Note 


If there is any residual grease on the brake disc, clean the disc 
with brake cleaner. 


A46-10386 
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— Ifused pads are being re-fitted, take care to install the marked 
pads in their original positions. 


— Clip inner brake pad with retaining spring =1- into brake caliper 
piston. 


— Engage retaining"pin -20f outer brake pad in brake caliper. 


— Carefully fit brake caliper (with pads installed) over brake disc. 


— Tighten bolts -arrows-. 


Secure brake hose -1- at bracket. 


g Note 


Check for damage to contact for pad wear sender and renew 
if necessary. 


@ Make sure the contact for the pad wear sender is properly 
seated in the brake pad. 


~ 4 
+ The brake hose must not be kinked, crushed or twisted or ' (gos 
chafe against parts of the vehicle at any point. 


@ Take care not to damage the protective caps for the guide pins. 
@ Make sure the protective caps are correctly positioned. 


— Install pad wear sender = page 145. 


— Move damper spring -1- into installation position, press it in 
direction of -arrow- and engage it in brake caliper, as shown 
in illustration. 


— Fit front wheel > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. 


A46-10448 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


- Check brake fluid level and top up if necessary. 

Tightening torques 

è =“1.1.1 Exploded view - front brakes, steel version (1LA/ 
IDY. page 


1.2.2 Removing and installing brake pads - 
steel version brakes (1LF/1LL) 


Special tools and workshop equipment required 
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@ Torque wrench - V.A.G 1332- 
V.A.G 1332 


WO0-11165 


+è Piston resettingappliance,- T10145- 
710145 


W00-11606 


+ Socket (9 mm) - T50036- 


W00-10836 


Removing 


(å) Note 


Mark brake pads when removing them if they are to be reinstalled. 
Reinstall in their original position to prevent uneven braking. 
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es, steering; Rep. 


, PHO 0) 


Risk of injury. 


@ The damper spring - -1- is under tension. To remove damp- 
er spring, disengage it from ‘brake caliper, taking care not 
to damage paint ọn brake caliper. ; 


— Remove bolt -arrow-. ` ; 

- Detach trim -2- and damper spring -1-. 

— Pull contact -1- for pad wear sender out of brake pad, paying 
attention to retaining clip -2-. 

- Move electrical wiring clear at brake hose -3- and retainer 


a Note 


The pad wear sender must be renewed if the retaining clip -2- is 
lost. 


a Note 


To make it easier to remove the brake caliper from the brake 
disc, use suitable pliers -1- to press back the brake pad -2- 
slightly as shown in the illustration. 


@ To avoid damaging the paint on the caliper, insert a piece of 
rubber -3- between the caliper and the pliers. 
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— Move brake hose -1- clear at bracket. 
— Remove protective caps -arrows-. 


— Unscrew guide pins -2- using bit (9 mm) - T50036- and pull 
guide pins slightly out of brake caliper. 


— Carefully pull brake caliper off brake disc with brake pads in- 
stalled. 


A Caution 


Risk of damage to brake hose 


¢@ Do notleavevthe brake caliper hanging from the brake 
hose.| Take care that brake hose is not damaged by weight 


of brake components. 
$ The brake hose must be renewed if it is damaged. 


a 


A46-10351 


Risk of damage to brake caliper pistons 


@ Do not apply brake when brake caliper is removed. 


— Tie brake caliper to body with suitable wire. 

— Press off brake pads in centre of caliper and take out pads. 
Installing 

Installation is carried out in reverse order; note the following: 


— Check brake discs for wear and damage when renewing brake 
pads. 


@ Wear limit of brake discs > page 6 


(å) Note 


@ Always renew brake pads on both sides of the axle. 


+ nea all parts supplied in the repair kit when fitting new brake 
pads. 


A WARNING 


Risk to health 


@ Do not blow out the brake system with compressed air. 


[a] Note 


@ Use only methylated spirits to clean the brake caliper. 


@ Check protective caps on brake caliper pistons for damage; if 
necessary, install all parts supplied in repair kit > page 219. 
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A Caution 


Escaping brake fluid can cause the vehicle to become dirty and 
may damage the paintwork. 


@ /fthe brake pads are worn and brake fluid has been topped 
up unnecessarily, brake fluid can overflow when the piston 
(s) are pressed back into the brake cylinders. 


$ Before pressing the piston(s) back, check the brake fluid 
level. Brake fluid must be extracted if the fluid level is up 
to the “MAX” mark. 


@ Use brake filling and bleeding equipment - VAS 5234- to 
extract brake fluid from brake fluid reservoir. 


— Press brake caliper pistons all the way back into caliper using 
piston resetting appliance - T10145- . 


— Clean brake caliper. 


— Clean surfaces -1, 2- of brake carrier that make contact with 
brake pads. 


(å) Note 


If there is any residual grease on the brake disc, clean the disc 
with brake cleaner. 


— If used pads are being re-fitted, take care to install the marked 
pads in their:original positions! 


- Clipiiñner brake pad A~ into'braké caliper pistons. 
— Clip outer brake pad -B- into brake caliper. 
- Carefully fit brake caliper (with pads installed) over brake disc. 


[nem 
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— Tighten guide pins -2- and press on protective caps -arrows-. 
— Secure brake hose -1- at bracket. 


a) Note 


Check for damage to contact for pad wear sender and renew 
if necessary. 


@ Make sure the contact for the pad wear sender is properly 
seated in the brake pad. 


@ The brake hose must not be kinked, crushed or twisted or 
chafe against parts of the vehicle at any point. 


@ Take care not to damage the protective caps for the guide pins. 
@ Make sure the protective caps are correctly positioned. 


— Install contact -1- for pad wear sender = page 146. 


— Locate damper spring -1- and trim -2- in correct position and 
secure with bolt -arrow-. 


— Fit front wheel > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 


tionary so that brake pads are properly seated in normal 
operating position. 


A46-10408 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


— Check brake fluid level and top up if necessary. 
Tightening torques 


@ = “1.1.2 Exploded view - front brakes, steel version (1LF/1LL/ 
1ZKIFMO ” page 63 


Special tools and workshop pile required 
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@ Piston resetting appliance - T 10145- 
T10145 


Removing 


[a| Note 


Mark brake pads when removingithem if they are to be reinstalled. 
Reinstall in their original position toyprevent uneven braking. 

— Remove relevant wheel)=,, Rep..gr.,.44,; Wheels and-tyres . 
Do not remove the,brake. caliper to remove the, brake pads, 

— Unplug electrical connector for|pad, wear indicator wire, 

— Unclip pad wear indicator wire. 


A Caution 


Escaping brake fluid can cause the vehicle to become dirty and 
may damage the paintwork. 


@ Ifthe ol he) aro are worn and brake fluid has been topped 


up, brake fluid can overflow when the piston is pressed 
back into the brake cylinder. 


$ Before pressing the piston(s) back, check the brake fluid 
level. If the brake fluid is up to the “MAX” mark, fluid must 
be extracted. 


$ Use brake filling and bleeding equipment - VAS 5234- to 
extract brake fluid from brake fluid reservoir. 


— Press back brake pistons with brake pads installed using pis- 
ton resetting appliance - T10145- . 


To do so, apply piston resetting appliance - T10145- to backing 
plates of installed brake pads and carefully press brake pads back 
into brake caliper. 


— Press one pad retaining pin out of brake caliper from outside 
to inside with a punch. 
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It will help to press pad retaining spring -8- inwards slightly. 


[a] Note 


Make sure that paint on brake caliper is not scratched or dam- 
aged. 


A Caution 


The pad retaining spring is under tension. Place hand in front, 
of it for protection. 


— Press second pad retaining pin out of brake caliper from out- 
side to inside with a punch. 


(È) Note LH 


Make sure that paint on brake caliper is not scratched or dam- 
aged. 

— Take brake pads out of brake caliper. 

Installing 


When renewing the brake pads, also check the brake disc for 
wear. Refer to wear limit for brake disc. 


— Check brake disc. 
* Tightening torques 


[a] Note 


+ Always renew brake pads on both sides of the axle. 


+è /nstall all parts supplied in repair kit = Electronic parts cata- 
logue . 


@ Always use brake pads from the same manufacturer with the 
same quality for the two wheels on the same axle. 


@ Use only methylated spirits or commercially available brake 
cleaner to clean the brake caliper. 


— Clean brake caliper. 
— If fitted, pull protective foil off pad backplates. 
— Insert brake pads into brake caliper. 


[a] Note 


The brake pad with the wear indicator wire is located on the inside. 
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— Insert pad retaining spring -8-. 


a Note 


Ensure that pad retaining spring is seated correctly. 


— Push one pad retaining pin -7- through hole in brake caliper 
from inside to outside. If necessary, use punch to press pad 
retaining pin as far as stop. 


A Caution 


The pad retaining pin must be seated securely in both holes so 
that it cannot come loose. 


(å Note 


@ The pad retaining spring -8- is located under the pad retaining 
pin -7-. The spring at the end of the pad retaining pin holds the 
pad retaining pin in place in the brake caliper. 


@ Make sure that paint on brake caliper is not scratched or dam- 
aged. 


— Push second pad retaining pin through hole in brake caliper 
from inside to outside. While doing so, press down pad retain- 
ing spring. If necessary,.use punch to.press.pad retaining pin 
as far as stop. 


It will help to press pad retaining spring -8- inwards slightly. 


(å) Note 


@ The pad retaining spring -8- is located under the pad retaining 
pin -7-. The spring at the end of the pad retaining pin holds the 
pad retaining pin in place inthe brake caliper. 


@ Make sure that paint on brake caliper is not scratched or dam- 
aged. 

— Connect pad wear indicator wire. 

— Clip in pad wear indicator wire. 


— Fitwheels > Rep. gr. 44 ; Wheels and tyres . 


— Check brake fluid level and top up if necessary. 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 


tionary so that brake pads are properly seated in normal 
operating position. 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 
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1.2.4 Removing and installing brake pads - 
steel version brakes (1LU) 
Special tools and workshop equipment required 


@ Torque wrench - V.A.G 1332- 
V.A.G 1332 


bpr 


WO0-11165 


@ Piston resetting appliance - T10145- 
710145 


W00-11606 


Removing 
— Remove relevant brake caliper > page 116. 
— Remove pad wear sender => page 148 . 


[a] Note 


Mark brake pads when removing them if they are to be reinstalled. 
Reinstall in their original position to prevent uneven braking. 
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— Detach brake pads -1 and 2- from guide pins -arrows-, one 
after the other. 


A Caution 


Do not unscrew guide pins -arrows-. 


a Note 


+è The spring plates -arrows- on the back of the brake pads must 
not be damaged if the pads.are to be reinstalled. 

+ All spring plates must be attached.on.the, back.of the brake 
pad. 


+ All three spring plates on the brake pad must be renewed if 
one of the spring plates on that pad is damaged or has come 


loose. 


(å) Note 


+ Use new spring plates when installing new brake pads. Insert 
spring plates into brake pistons before fitting brake pads. 


+ /fthe old brake pads are being reinstalled, fit the brake pads 
with the bonded spring plates into the brake caliper. 


A46-10209 
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— The pad retaining spring must also be renewed when the 
brake pads are renewed. To do so, use a screwdriver to pry 
pad retaining spring -1- out of brake caliper -arrow-. 


Installing 
Installation is carried out in reverse order; note the following: 


— Check brake discs for wear and damage when renewing brake 
pads. 


@ Wear limit of brake discs > page 6 


(Ë) Note 


+ Always renew brake pads on both sides of the axle. 


@ Install all parts supplied in the repair kit when fitting new brake 
pads. 


@ Use new spring plates. 


A WARNING 


Risk to health 
@ Do not blow out the brake system with compressed air. 


(å) Note 


@ Use only methylated spirits to clean the brake caliper. 


@ Check protective “as on brake caliper pistons for damage; if 
necessary, installall parts supplied in repair kit > page 223 . 


Lo caution 


Escaping brake fluid can cause the vehicle to become dirty and 
may damage the paintwork. 


¢ ifthe brake pads are worn and brake fluid has been topped 
up- unnecessarily, brake fluid can overflow when.the piston 
(s) are pressed back into the brake cylinders. 


(d ee the piston(s) back, check the brake fluid 
level. Brake fluid must be extracted if the fluid level is up 
to the “MAX” mark. 


$ Use brake 7 and bleeding equipment - VAS 5234- to 


extract brake fluid from brake fluid reservoir. 


— Press brake caliper pistons all the way back into caliper using 
piston resetting appliance - T10145- . 


— Clean brake caliper. 
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- Clean surfaces -1, 2- on brake caliper that make contact with 
brake pads and clean guide pins -arrows-. 


A Caution 


Do not unscrew guide pins -arrows-. 


— Clip pad retaining spring into brake caliper. 


* The pad retaining spring must engage fully in the brake caliper. 


— If brake pads are being renewed, press spring plates 
-arrows- into brake caliper pistons before fitting brake pads. 


[a| Note 


è Use new spring plates -arrows- when installing new brake 
pads. Insert spring plates into brake pistons before fitting 
brake pads. 


+ /fthe old brake pads are being reinstalled, fit the brake pads 
with the bonded spring plates into the brake caliper. 


A46-10209 


— Detach foils from new spring plates. 
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— If used pads are being re-fitted, take care to install the marked 
pads in their original positions. 


— Insert brake pads -1- into brake caliper one after the other, 
pressing each pad against pad retaining spring -arrows A- and 
fully onto guide pins -arrow B-. 


— Install brake caliper > page 116. 
— Install pad wear sender > page 148 . 


— Fit front wheel > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. ow 


$ Make sure that the brakes work properly before the vehicle 
Is driven on the road. 


— Check brake fluid level and top up if necessary. 

Tightening torques 

@ = “1.1.6 Exploded view - front brakes, steel version (1LU)”, 
page 70 


1.2.5 Removing and installing brake pads - 
steel version brakes (1LM/1LX) 


Special tools and workshop equipment required 


& Torque wrench - V.A.G 1331- 
V.A.G 1331 


WO0-11166 


@ Piston resetting appliance - T10145- 
710145 


| wo0-11606 | 1606 


@ Punch (commercially available) 
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Removing 


a Note 


Mark brake pads when removing them if they are to be reinstalled. 
Reinstall in their original position to prevent uneven braking. 


— Remove front wheel > Running gear, axles, steering; Rep. 
gr. 44 ; Wheels, tyres . 
— Unplug electrical connector -2- for pad wear sender. 


— Release electrical connector -1- for pad wear sender from 
bracket -arrow A- and at the same time turn 90° -arrow B-. 


A46-10200 


- Move clear electrical wire -3- for pad wear sender: to do so, 
open dust cap -2- and unclip wire at brake caliper -arrow-. 


(i Note 


Disregard -item 1-. 


a Note 


Take care not to damage paint on brake caliper when knocking 
out pad retaining pins. 


a Note 

To make it easier to remove the brake pads from the brake caliper, : 
use suitable pliers’=1- to press back the brake pads -3- slightly. °° 
To avoid damaging the pata on the caliper, insert a piece of rub-., ; 
ber -2- between the caliper and the pliers. == 0 5) 
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A WARNING 


Risk of injury. 


e pad retaining under tension. Hold 
bad ré a SE 7 d while knocking out 
the retaining pil 


- Use a suitable punch, to knock bottom pad.retaining pin -1- 
inwards out of brake caliper. ~ ee 


permitted unless t rised hy AUDI AG. AUDI AG Y: 
— Use a suitable punch to knock top pad retaining pin -3- inwards 
out of brakecaliperand'dėtach-pad retaining spring -5>.! 
— Remove bolt -4-. 
— Pull centre retaining pin -2- out of brake caliper. 
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- Take brake pads -1 and 3- out of brake caliper. 


a Note 


Disregard -item 2-. 


A Caution 


Risk of damage to brake caliper pistons 
@ Do not apply brake when brake caliper is removed. 


Installing 
Installation is carried out in reverse order; note the following: 


- ie brake discs for wear and damage when renewing brake SS 


@ Wear limit of brake discs > page 6 


(å) Note 


@ Always renew brake pads on both sides of the axle. 


¢ /nstall all parts supplied in the repair kit when fitting new brake 
pads. 


AN WARNING 


Risk to health 
$ Do not blow out the brake system with compressed air. 


(i Note 


@ Use only methylated spirits to clean the brake caliper. 


@ Check protective gape on.brake caliper pistons for damage; if 
necessary, install all parts supplied in repair kit > page 219. 


A Caution 


Escaping brake fluid. can.cause the vehicle to.become dirty and 
may damage the paintwork. 


$ /fthe brake pads are worn and brake fluid has been topped 
up unnecessarily, brake fluid can overflow when the piston 
(S) are pressed back into the brake cylinders. 


$ Before pressing the piston(s) back, check the brake fluid 
level. Brake fluid must be extracted if the fluid level is up 
to the “MAX” mark. 


@ Use brake filling and bleeding equipment - VAS 5234- to 
extract brake fluid from brake fluid reservoir. 


— Press brake caliper pistons all the way back into caliper using 
piston resetting appliance - T10145- . 
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— Clean brake caliper. 


- Clean surfaces -1, 2- on brake caliper that make contact with 
brake pads. 


— Clip in pad wear sender -2-. 


— If reinstalling used brake pads, check that pad wear sender is 
undamaged and correctly seated. 


[a] Note 


Renew pad wear sender if damaged. 


— If used pads are being re-fitted, take care to install the marked 
pads in their original positions. 


— Fit brake pads -1 and 3- in brake caliper. 


* The brake pad with the retainer for the pad wear sender is fitted 
on the inside. 


Protected by copyright. Copying for private or commercial purposes, i 


permitted unless authorised by AUDI AG. AUDI AG does not guarante¢}« 
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— Fit centre retaining pin -2- and secure with new bolt -4-. 


— Fit top pad retaining pin -3- in brake caliper together with pad 
retaining spring -5-. 


- Knock pad retaining pin into brake caliper as far as stop. 


— Press down bottom part of pad retaining spring and knock 
bottom pad retaining pin -1- into brake caliper as far as stop. 


- Secure electrical wire -3- for pad wear sender: to do so insert 
wire into brake caliper -arrow- and secure with dust cap -2- as 
shown in illustration. 


a Note 


Disregard -item 1-. 


— 
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- Locate electrical connector in installation position and turn in 
direction of -arrow- until tab -1- engages in hole -2- in bracket. 


— Plug in electrical connector -3-. 


— Fit front wheel > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


A WARNING 


Risk of accident! 


a 


7 


$ Depress brake pedal firmly several times with vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. 


$ Make sure that the brakes work properly before the vehicle 
Is driven on the road. 


— Check brake fluid level and top up if necessary. 
Tightening torques 


@ = “1.1.7 Exploded view - front brakes, steel version (1LM/ 
1LX)”, page 74 


1.2.6 Removing and installing brake pads - 
ceramic brakes (1LN/1LW) 


Check brake discs for wear and damage when renewing brake 
pads. 


Cracks in the bolted joint area > page 12 

Edge fractures > page 13 

Chipping > page 13 

Cracks extending into cooling channels > page 14 
Assessing, degree of wear page 14 

Special tools and workshop equipment required 

@ Torquewrench= ViAsG 1332- 


© >è è © è 


V.A.G 1332 


WOO0-11165 
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+ Piston resetting appliance - T10145- 


710145 


W00-11606 


a Note 


@ Always renew brake pads on both sides of the axle. 

+è /nstall all parts supplied in the repair kit when fitting new brake 
pads. 

Removing 

— Remove relevant brake caliper > page 121. 

— Remove pad wear sender > page 150 . 


(å Note 


Mark brake pads when removing them if they are to be reinstalled. 
Reinstall in their original position to prevent uneven braking. 


- Detach brake pads -1 and 2- from guide pins -arrows-, one 
after the other. 


{[ A46-10795 
my 
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— The pad retaining springs and guide pins must also be re- 
newed when the brake pads are renewed. Use a screwdriver 
to pry pad retaining springs -1 and 2- out of brake caliper 
-arrows-. 

— Unscrew guide pins for brake pads. 

Installing 

Installation is carried out in reverse order; note the following: 


Use new repair kit > Electronic parts catalogue “ETKA” . 


— Use new pad retaining springs -1 and 2-. 
-arrows- for brake pads (tighten to 24 Nm). 


Protected b copyright. Copying for | fate or comm cial purposes, in part o 
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Clean threads in brake caliper before screwing in new guide pins. 


A WARNING 


Risk to health 


@ Do not blow out the brake system with compressed air. 


a Note 


+è Use only methylated spirits to clean the brake caliper. 


+ Do not clean ceramic brake disc with fluids. 


@ Check protective caps on brake caliper pistons for damage; if 
necessary, install all parts supplied in repair kit > page 223 . 


A antion 


Escaping brake fluid can cause the vehicle to become dirty and 
may damage the paintwork. 


@ /fthe brake pads are worn and brake fluid has been topped 
up. unnecessarily, brake fluid can overflow when the piston 
(s) are pressed back into the brake cylinders. 


$ Before pressing the piston(s) back, check the brake fluid 
level. Brake fluid must be extracted if the fluid level is up 
to the “MAX” mark. 


$ Use brake filling and bleeding equipment - VAS 5234- to 
extract brake fluid from brake fluid reservoir. 


— Press brake caliper pistons all the way back into caliper using 
piston resetting appliance - T10145- . 


— Clean brake caliper. 

- Clean threads in brake caliper before screwing in new guide 
pins. 

Screw in new guide pins -arrows- for brake pads and tighten to 

24 Nm. 

- Clip new pad retaining springs into brake caliper. 


* The pad retaining springs must engage fully in the brake cal- 
iper. 
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— Clean surfaces -1, 2- on brake caliper that make contact with 
brake pads. 


— Insert brake pads -1- into brake caliper one after the other, 
pressing each pad against pad retaining springs -arrows A- 
and fully onto guide pins -arrow B-. 

— Install brake caliper > page 121. 


— Install pad wear sender > page 150. 


A WARNING 


Risk of accident! 
$ Depress brake pedal firmly several times with vehicle sta- 


tionary so that brake pads are properly seated in normal 
operating position. 


$ Make sure that the brakes work properly before the vehicle 
Sine is-driven.om the road. 
~~ a Check. brake. fluid level and top up if necessary. 


Tightening torques 
$° 01:18 Exploded view~ front brakes; (ceramic version (1 LN/: 
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1.3 Removing and installing brake caliper 
> “1.3.1 Removing and installing brake caliper - steel version 


brakes (1LA/1LJ)”, page 108 


> “1.3.2 Removing and installing brake caliper - steel version 
brakes (1LF/1LL)”, page 110 

> “1.3.3 Removing and installing brake caliper (1LP)” 

page 113 


> “1.3.4 Removing and installing brake caliper - steel version 
brakes (1LU)”, page 116 


> “1.3.5 Removing and installing brake caliper - steel version 
brakes (1LM/1LX)”, page 118 


=> “1.3.6 Removing and installing brake caliper - ceramic brakes 
1LN/1LW)”, page 121 


1.3.1 Removing and installing brake caliper - 
steel version brakes (1LA/1LJ) 


(a! Note 


In the following procedure the brake caliper is removed together 
with the ane carrier and brake pads. The brake hose remains 
connected. 


Special tools and workshop equipment required 


@ Torque wrench - V.A.G 1332- 
V.A.G 1332 


QS —S—S—_—_—————— 


WO0-11165 


Removing 


- Remove front wheel > Running gear, axles, steering; Rep. 
gr. 44 ; Wheels, tyres . 


— Open dust cap -2-, move clear electrical wiring for pad wear 
sender and disengage wiring from brake caliper. 


— Pull contact -3- for pad wear sender out of brake pad, paying 
attention to retaining clip -1-. 


a Note 


The pad wear sender must be renewed if the retaining clip -1- is 
lost. 


1 08 Rep. gr.46 - Brakes - mechanism 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Brake system - Edition 03.2019 


[a] Note 


è To make it easier to remove the brake caliper from the brake 
disc, use suitable pliers -1- to press back the brake pad -2- 
slightly as shown in the illustration. 


@ To avoid damaging the paint on the caliper, insert a piece of 
rubber -3- between the caliper and the pliers. 


[Ase10470 | 


— Move brake hose’-1=cleanat bracket: 


— Remove bolts -arrows- and carefully pull brake caliper and 
brake carrier off brake disc with pads installed. 


A Caution 


Risk of damage, to,brake hose 


$ Do not leave the brake caliper hanging-from the brake. 
hose. Take care that brake hose is not damaged by weight 


of brake components. 
@ The brake hose must be renewed if it is damaged. 
Risk of damage to brake caliper pistons 
$ Do not apply brake when brake caliper is removed. 


— Use a suitable length of wire to tie up brake caliper with brake ; 
carrier on the body. 


Installing 
Installation is carried out in reverse order; note the following: 


(ë) Note 


Renew bolts for brake carrier after removal. 


A WARNING 


Risk to health 


@ Do not blow out the brake system with compressed air. 


[a] Note 


Use only methylated spirits to clean the brake caliper. 


— Clean brake caliper. 
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- Slide brake caliper with brake carrier and brake pads fitted 
carefully over brake disc. 


— Tighten new bolts -arrows-. 
— Secure brake hose -1- at bracket. 
— Install pad wear sender > page 145. 


a Note 


@ Make sure the electrical connector and brake hose are posi- 
tioned correctly. 


@ The brake hose must not be kinked, crushed or twisted or 
chafe against parts of the vehicle at any point. 


— Fit front wheel > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


A WARNING 


Risk of accident! 


P [ A46-10387 


@ Depress brake pedal firmly several times with vehicle sta- 


tionary so thatbrakepadsvare properly seated in normal 
operating position. 


$ Make sure that the brakes work properly before the vehicle 
is driven ortheroad. 


Tightening torques 


@ > “1.1.1 Exploded view -Front brakes! stéel-version (1LA/ 
1LJ)”, page, 60, 


1.3.2 Removing and installing brake caliper - 
steel version brakes (1LF/1LL) 


(à Note 


In the following procedure the brake caliper is removed together 
with the brake carrier and brake pads. The brake hose remains 
connected. 


Special tools and workshop equipment required 


@ Torque wrench - V.A.G 1332- 
V.A.G 1332 


E i al 
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Removing 


= Remove front wheel > Running gear, axles, steering; Rep. 
gr. 44; Wheels, tyres . 


—, Pull contact -1- for pad wear sender out of brake pad, paying 
attention to retaining clip’+2-: 


=- Move electrical wiring clear at brake hose -3- and retainer 


te 


(i) Note 


The pad wear sender must be renewed if the retaining clip -2- is 
lost. 


[a] Note 


@ To make it easier to remove the brake caliper from the brake 
disc, use suitable pliers -1- to press back the brake pad -2- 
slightly as shown in the illustration. 


@ To avoid damaging the paint on the caliper, insert a piece of 
rubber -3- between the caliper and the pliers. 
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— Move brake hose -1- clear at bracket. 


— Remove bolts -arrows- and carefully pull brake caliper and 
brake carrier off brake disc with pads installed. 


A Caution 


Risk of damage to brake hose 


$ Do not leave the brake caliper hanging trom the brake 
hose. Take care that brake hose is not damaged by weight 


of brake components. 
@ The brake hose must be renewed if it is damaged. 
Risk of damage to brake caliper pistons 
@ Do not apply brake when brake caliper is removed. 


— Tie brake caliper to body with suitable wire. À al 


Installing 


Installation is carried out in reverse order; note the following: 


(à Note 


Renew bolts for brake carrier after removal. 


A WARNING 


Risk to health 
¢ Do notblow.out thebrake system with compressed air. 


(i Note 


Use only methylated spirits to clean the brake caliper. 


— Clean brake caliper. 
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— Slide brake caliper with brake carrier and brake pads fitted 
carefully over brake disc. 


— Tighten new bolts -arrows-. 
— Secure brake hose -1- at bracket. 
— Install pad wear sender > page 146. 


[a] Note 


@ Make sure the electrical connector and brake hose are posi- 
tioned correctly. 


@ The brake hose must not be kinked, crushed or twisted or 
chafe against parts of the vehicle at any point. 


— Fit front wheel > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 


tionary so that brake pads are properly seated in normal 
operating position. 


$ Make sure that the brakes work properly before the vehicle 
Is driven on the road. 


Tightening torques 


@ = “1.1.2 Exploded view - front brakes, steel version (1LF/1LL/ 
1ZK/FMO)”", page 63 


1.3.3 Removing and installing brake caliper 
(1LP) 


A Caution 


Escaping brake fluid can cause the vehicle to become dirty and 
may damage the paintwork. 


@ /fthe brake pads are worn and brake fluid has been topped 
up, brake fluid can overflow when the piston is pressed 
back into the brake cylinder. 


@ Before peonia the piston(s), back,.check the brake fluid 


level. If the brake fluid is up to the “MAX” mark, fluid must 
be extracted. 


$ Use brake filling and bleeding equipment - VAS 5234- to 
extract brake fluid from brake fluid reservoir. 


Special tools and workshop equipment required 
@ Torque wrench - V.A.G 1332- 

@ Ratchet - V.A.G. 1332/1- 

Removing 


— Remove relevant front wheel = Rep. gr. 44 ; Wheels and 
tyres . 
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— Unclip brake hose from retainer on wheel bearing housing. 
— Unclip pad wear indicator wire. 


— Remove bolts -1-. 
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[a] Note 


To make it easier to detach the brake caliper from the brake disc, 
use pliers to press the brake pads back slightly. To avoid dam- 
aging the caliper, insert a piece of rubber -2- or similar. Take care 
not to damage the pad wear indicator wire. 


— Carefully detach brake caliper with brake pads installed. 


[a] Note 


Brake caliper must not be dismantled. Do not loosen any bolts on 
the brake caliper. 


A Caution 


@ Do not leave the brake caliper with brake carrier hanging 
from the brake hose. Take care that brake hose is not 
damaged by weight of brake components. 


@ The brake hose must be renewed if it is damaged. 


$ Do not apply brake when brake caliper is removed. 


Installing 
* Tightening torques 


[a] Note 


@ Use new bolts > Electronic parts catalogue . 

+ Use onlymethylated'spirits or commercially available brake 
cleaner to clean the brake caliper. 

— Clean brake caliper. 


— Carefully press brake caliper and brake carrier (with brake 
pads fitted) over brake disc: 


— Secure brake caliper using new bolts. 

* Tightening torques 

— Clip brake hose into retainer on wheel bearing housing. 
— Clip in pad wear indicator wire. 

— Fitwheels > Rep. gr. 44 ; Wheels and tyres . 


— Check brake fluid level and top up if necessary. 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 


tionary so that brake pads are properly seated in normal 
operating position. 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road. 
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1.3.4 Removing and installing brake caliper - 
steel version brakes (1LU) 


a Note 


In the following procedure the brake caliper is removed together 
with the brake carrier and brake pads. The brake hose remains 
connected. 


Special tools and workshop equipment required 


@ Torque wrench - V.A.G 1332- 
V.A.G 1332 


WO0-11165 


Removing 


A Caution 


Risk of malfunction 


“@ DONOT slacken off bolts -arrows A- on brake caliper. 
„$ Do not unscrew guide pins -arrows B-. 


a Note 


Only renew guide pins on ceramic brakes: 


- Remove front wheel > Running gear, axles, steering; Rep. 
gr. 44 ; Wheels, tyres . 


- Unplug electrical connector -1- for pad wear sender. 


- Release electrical connector -2- for pad wear sender from 
bracket -arrow A- and at the same time turn 90° -arrow B-. 


— Move brake hose -3- clear at bracket. 
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[a] Note 


@ To make it easier to detach the brake caliper from the brake 
disc, use suitable pliers -1- to press back the brake pads -3- 
slightly. 


@ To avoid damaging the paint on the caliper, insert a piece of 
rubber -2- between the caliper and the pliers. 


— Remove bolts -1- and carefully pull brake caliper and brake 
carrier off brake disc with pads installed. 


A Caution 


Risk of damage to brake hose 


@ Do not leave the brake caliper with brake carrier hanging 
from the brake hose. Take care that brake hose is not 
damaged by weight of brake components. 


¥ Ka ‘ À 
2 | 


@ The brake hose must be renewed if it is damaged. 


Risk of damage to brake caliper pistons 


$ Do not apply brake when brake caliper is removed. 


- Tie brake caliper to body with suitable wire. 
Installing 
Installation is carried out in reverse order; note the following: 


[a] Note 


Renew bolts for brake carrier after removal. 


A WARNING 


Risk to health 
¢ Do not blow out.the brake.system with compressed air. 


[a] Note ~ 


Use only methylated spirits to. clean\the brake caliper. l 


nitt | 
- Clean brake caliper. 


— Carefully fit brake caliper (with pads installed) over brake disc. 
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— Tighten new bolts -1-. 


— Secure brake hose -3- at bracket. 


- Bring electrical connector -2- into installation position and turn 
in direction of -arrow- until tab -4- engages in slot -5- on brack- 
et. 


— Plug in electrical connector -1-. 


a Note 


@ Make sure the electrical connector and brake hose are posi- 
tioned correctly. 


@ The brake hose must not be kinked, crushed or twisted or 
chafe against parts of the vehicle at any point. 


— Fit front wheel > Running gear, axles, steering; Rep. gr. 44 ; 
Wheels, tyres . 


A WARNING 


Risk of accident! 
@ Depress brake pedal firmly several times with vehicle sta- 


tionary so that brake pads are properly seated in normal 
operating position. 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 


@ = “1.1.6 Exploded view - front brakes, steel version (1LU)” 
page 70 


1.3.5 Removing and installing brake caliper - 
steel version brakes (1LM/1LX) 
(à) Note 


In the following proced 
with the brake pads. The brak e remains connected. 


Special tools and workshop: equipment,required »y\1q for private or commerci: 


ed unless auth 


espect to the correctness of info a nin this < 
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@ Torque wrench - V.A.G 1332- 
V.A.G 1332 


eS 


Removing 


A Caution 


Risk of malfunction 
@ DO NOT slacken off bolts -arrows- on brake caliper. 


— Remove front wheel > Running gear, axles, steering; Rep. 
gr. 44 ; Wheels, tyres . 


— Unplug electrical connector -1- for pad wear sender. 


— Release electrical connector -2- for pad wear sender from 
bracket -arrow A- and at the same time turn 90° -arrow B-. 


— Move brake hose -3- clear at bracket. 


(ä) Note 
Protected by copyright. Copying for private or ng 


i \mmercial purpose 

perm make It easier to. detach the brake galiper from the brake disc, 
use suitable pliers -1- to press back the brake pads -3- slightly. 

with Fo~voiad-damaging the- paint onthe caliper, insert apiece of rub+ht | 
ber -2- between the caliper and the pliers. 
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Protected by copyright. Copying for private or commercial pur 
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damaged by weight of brake components. 
@ The brake hose must be renewed if it is damaged. 
Risk of damage to brake caliper pistons 
@ Do not apply brake when brake caliper is removed. 


— Tie brake caliper to body with suitable wire. 
Installing 
Installation is carried out in reverse order; note the following: 


a Note 


Renew bolts for brake carrier after removal. 


AN WARNING 


Risk to health 


@ Do not blow out the brake system with compressed air. 


(i Note 


Use only methylated spirits to clean the brake caliper. 


— Clean brake caliper. 
— Carefully fit brake caliper (with pads installed) over brake disc. 


- Tighten new bolts -1-. 
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— Secure brake hose -3- at bracket. 


— Locate electrical connector -2- in installation position and turn 
in direction of -arrow- until tab -4- engages in hole -5- in brack- 
et. 


— Plug in electrical connector -1-. 


[a] Note 


@ Make sure the electrical connector and brake hose are posi- 


tioned correctly. D - 


@ The brake hose must not be kinked, crushed or twisted or 
chafe against parts of the vehicle at any point. 


— Fit front wheel > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


A WARNING 


Risk of accident! 


@ Depress brake pedal firmly several times with vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 


@ = “1.1.7 Exploded view - front brakes, steel version (1LM/ 
1LX)”, page 74 


1.3.6 Removing and installing brake caliper - 
ceramicebrakes (4leN/1LW) 


(å) Note 


In the following procedure the brake caliper is removed together 
with the brake pads. The brake hose remains connected. 


Special tools and workshop equipment required 
@ Torque wrench - V.A.G 1332- 


V.A.G 1332 


1. Front brakes 1 21 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Brake system - Edition 03.2019 


Removing 


A Caution 


Risk of malfunction 


@ DO NOT slacken off bolts -arrows A- on brake caliper. 


@ Renew guide pins -arrows B- after removal (24 Nm). 


— Remove front wheel: observe precautions for vehicles with 
ceramic brakes > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


— Unplug electrical connector -1- for pad wear sender. 


— Release electrical connector -2- for pad wear sender from 
bracket -arrow A- and at the same time turn 90° -arrow B-. 


— Move brake hose -3- clear at bracket. 


Z 3 nth 
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(i Note 


To make it easier to detach the brake caliper from the brake disc, 
use suitable pliers -1- to press back the brake pads -3- slightly. 
To avoid damaging the paint on the caliper, insert a piece of rub- 
ber -2- between the caliper and the pliers. 
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— Remove bolts -1- and carefully pull brake caliper off brake disc 
with brake pads installed. 


A Caution 


Risk of damage to brake hose 


@ Do not leave the brake caliper hanging trom the brake 
hose. Take care that brake hose is not damaged by weight 
of brake components. 


@ The brake hose must be renewed if it is damaged. 


Risk of damage to brake caliper pistons 


@ Do not apply brake when brake caliper is removed. 


— Tie brake caliper to body with suitable wire. 
Installing 
Installation is carried out in reverse order; note the following: 


Del iÀ) 


Renew bolts for brake caliper after removal. 


Fovected DY COpyriqnt DYING TOF Private O OMmmercial Pullposes, in part or in whole, is not 
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$ Do not blow out the brake system with compressed air. 


Use only methylated spirits to clean the brake caliper. 


— Clean brake caliper. 
— Carefully fit brake caliper (with pads installed) over brake disc. 


- Tighten new bolts -1-. 
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— Secure brake hose -3- at bracket. 


— Locate electrical connector -2- in installation position and turn 
in direction of -arrow- until tab -4- engages in hole -5- in brack- 
et. 


— Plugin electrical connector =1-. 


(å Note 


@ Make sure the electrical connector and brake hose are posi- 
tioned correctly. 


@ The brake hose must not be kinked, crushed or twisted or 
chafe against parts of the vehicle at any point. 


— Fit front wheel: observe precautions for vehicles with ceramic 
brakes > Running gear, axles, steering; Rep. gr. 44 ; Wheels, 
tyres . 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 


@ = “1.1.8 Exploded view - front brakes, ceramic version (1LN/ 
1LW)”, page 77 


1.4 Renewing brake caliper 


=> “1.4.1 Renewing brake caliper - steel version brakes (1LA/1LJ/ 
1LF/1LL/1LU), ceramic brakes (1LN/1LW)”, page 124 


> “1.4.2 Renewing brake caliper (1LP)”, page 128 


> “1.4.3 Renewing brake caliper - steel version brakes (1LM/ 
1LX)”, page 133 


1.4.1 Renewing brake caliper - steel version 
brakes (1LA/1LJ/1LF/1LL/1LU), ceram- 
ic brakes (1LN/1LW) 


a Note 


In the following procedure the brake caliper is removed and dis- 
connected from the hydraulic system. The brake hose is discon- 
nected. 


Special tools and workshop equipment required 
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@ Torque wrench - V.A.G 1332- 
V.A.G 1332 


WO0-11165 


@ Brake pedal actuator - V.A.G 1869/2- 
VAG 1869/2 


Ww00-11589 


+ por from brake filling and bleeding equipment - VAS 
5234- 


@ Sealing plugs from assembly parts set - 5Q0 698 311- 


N45-10322 
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1- M10 sealing plugs 
2- M12 sealing plugs 


Removing AW j 
NAZ. 
— Insert brake pedal actuator - V.A.G 1869/2- between brake p9 IN LA \ 
pedal and driver seat. Depress brake pedal at least 60 mm. a \ 


` 


TAA a SS 
Note NS 


This closes the valves in the brake master cylinder and stops the 


ARN 
SS 


brake fluid reservoir from running empty. XN 
— Remove front wheel > Running gear, axles, steering; Rep. f 
gr. 44; Wheels; tyres . à l 


[a| Note 


Place a cloth under the connection to catch escaping brake fluid. 


A WARNING 


Risk of skin irritation 


$ Always wear chemical-resistant protective gloves to pre- 
vent brake fluid from contacting skin. 


Accident risk: if the water content in the brake fluid is too high, 
this can cause vapour bubbles in the fluid. 


$ Brake fluid is hygroscopic, i.e. it absorbs moisture from the 
surrounding air. 


@ Seal open brake hoses and brake lines using sealing 
plugs from assembly parts set - 5Q0 698 311-. 


Risk of malfunction if brake fluid comes into contact with fluids 
containing mineral oils. 


$ Brake fluid must NOT come into contact with fluids con- 
taining mineral oils (oil, petrol, cleaning agents). Protec- 
tive gloves must be free of oil and grease. 


Risk of damage to paintwork surfaces 


@ Due to its corrosive effect, brake fluid must not be allowed 
to come into contact with paintwork. Rinse off brake fluid 
spillages immediately using plenty of water. 


— Detach protective cap -3- from bleeder screw -1-. 
— Fit bleeder hose -2- of reservoir onto bleeder screw. 
— Open bleeder screw to relieve pressure in hydraulic system. 


— Close bleeder screw and remove reservoir. 


a Note 


The brake pedal actuator - V.A.G 1869/2- must not be removed. A. T G 
AE 
MAW E re 
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— Unscrew union screw -2-. 
— Move brake hose clear at brackets -arrows-. 


— Unscrew and disconnect brake hose -1- from brake caliper. 


[a] Note 


Disregard -item 3-. 


— Remove brake pads > page 79. 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 


with respect to the correctness of information in this document. Copyright by AUDI AG. 
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Installing 
— Install brake pads > page 79. 

- Attach brake hose,-;1-.to,caliper and tighten connection. 

— Check retaining-spring -3-,for damage and renew.if necessary, 


— Insert brake hose:intmbrackets:-arrows~ and connect to'brake 
line: tighten union screw -2-. 


a Note 


@ Make sure the brake hose is routed correctly. 

@ The brake hose must not be kinked, crushed or twisted or 
chafe against parts of the vehicle at any point. 

— Remove brake pedal actuator - V.A.G 1869/2- . 


— Bleed brake system (only at wheel where caliper was detach- 
ed and brake hose disconnected) 
> “6.2 Bleeding hydraulic system”, page 273 . 


a Note 


+ Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


(i Note 


If the brake pedal still feels “soft’, bleed the complete brake sys- 
tem => “6.2 Bleeding hydraulic system”, page 273. 


(å) Note 


+ Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


- Fit front wheel > Running gear, axles, steering; Rep. gr. 44 ; 
Wheels, tyres . 


A WARNING 


Risk of accident! 


@ Depress brake pedal firmly several times with vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


1.4.2 Renewing brake caliper (1LP) 
Special tools and workshop equipment required 
@ Torque wrench - V.A.G 1332- 
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@ Ratchet - V.A.G. 1332/1- 
+ Brake pedal actuator - V.A.G 1869/2- 


V.A.G 1869/2 


@ Reservoir -1- from brake filling and bleeding equipment - VAS 
5234- 
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Removing i gate NCW, 
— Remove relevant front wheel > Rep. gr. 44 ; Wheels and po. Q ZA N 


tyres . 


— Insert brake pedal actuator - V.A.G 1869/2- between brake 
pedal and driver seat. Depress brake pedal at least 60 mm. 


(i Note 


This closes the valves in the brake master cylinder and stops the 
brake fluid reservoir from running empty. 


— Connect hose of reservoir to bleeder screw on brake caliper 
(front). 


— Open bleeder screw on front brake caliper to relieve pressure 
in brake system. 


A WARNING 


¢@ Brake fluid is poisonous and must NOT be drawn off by 
sucking through a hose. 


$ /fbrake fluid comes into contact with skin, rinse with plenty 
of water. 


$ /fyou get brake fluid in your eyes, rinse your eyes out and 
consult a doctor. 


¢ 


— Close bleeder screw\(13' Nm): 


[a | Note 


The brake pedal actuator - V.A.G 1869/2- must not be removed. 


— Remove brake pads. 
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— Disconnect brake hose -10-. 
— Remove bolts -1-. 

— Detach brake caliper -2-. 
Installing 

* Tightening torques 


(ë) Note 


Use new bolts > Electronic parts catalogue . 


— Install brake caliper. 
— Secure brake caliper using new bolts. 


Tightening torques 


Connect brake hose to brake caliper and tighten connection. 
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A WARNING 


@ Brake fluid is poisonous and must NOT be drawn off by 
sucking through a hose. 


@ /fbrake fluid comes into contact with skin, rinse with plenty 


of water. 


$ /fyou get brake fluid in your eyes, rinse your eyes out and 
consult a doctor. 


¢ 


Brake hose must be seated in bracket. 

— Clip in pad wear indicator wire. 

— Install brake pads. 

— Remove brake pedal actuator - V.A.G 1869/2- . 


— Bleed brake system (only at wheel where caliper was detach- 
ed and brake hose disconnected) 
=> “6.2 Bleeding hydraulic system”, page 273 . 


(å Note 


@ Bleed at each bleeder screw. If brake caliper has two bleeder screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


(i Note 


If the brake pedal still feels “soft”, bleed the complete brake system 
> “6.2 Bleeding hydraulic system”, page 273. 


(å Note 


@ Bleed at each bleeder screw. If brake caliper has two bleeder screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 


tionary so that brake pads are properly seated in normal 
operating position. 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 
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1.4.3 Renewing brake caliper - steel version 
brakes (1LM/1LX) 


[a] Note 


In the following procedure the brake, caliper is removed and re- 
newed. The brake hose is disconnected. 


Special tools and workshop equipment required 


@ Torque wrench - V.A.G 1332- 
V.A.G 1332 


ber 


WO0-11165 


@ Brake pedal actuator - V.A.G 1869/2- 
VAG 1869/2 


wo00-11589 


@ Reservoir -1- from brake filling and bleeding equipment - VAS 
5234- 
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Removing 


— Insert brake pedal actuator - V.A.G 1869/2- between brake 
pedal and driver seat. Depress brake pedal at least 60 mm. 


a Note 


This closes the valves in the brake master cylinder and stops the 
brake fluid reservoir from running empty. 


a á 


— Remove front wheel > Running gear, axles, steering; Rep. 
gr. 44 ; Wheels, tyres . 


a Note 


Place a cloth under the connection to catch escaping brake fluid. 


A WARNING 


Risk of skin irritation 


$ Always wear chemical-resistant protective gloves to pre- 
vent brake fluid from contacting skin. 


Accident risk: if the water content in the brake fluid is too high, 
this can cause vapour bubbles in the fluid. 


$ Brake fluid is hygroscopic, i.e. it absorbs moisture from the 
surrounding air. 


$ Seal open brake hoses and brake lines using sealing 


plugs from assembly parts set - 5Q0 698 311-. 


Risk of malfunction if brake fluid comes into contact with fluids 
containing mineral oils. 


$ Brake fluid must NOT Come into contact with fluids con- 
taining mineral oils (oil, petrol,cleaning agents). Protec- 
tive gloves must be tree of oil and-grease. 


Risk of damage to paintwork surfaces 


$ Due to its corrosive effect, brake fluid must not be allowed 
to come into contact with paintwork: Rinse off brake fluid 
spillages immediately using plenty of water. 


Detach protective cap -3- from bleeder screw -1-. 


Fit bleeder hose -2- of reservoir onto bleeder screw. 


Open bleeder screw to relieve pressure in hydraulic system. 


— Close bleeder screw and remove reservoir. 


a Note 


The brake pedal actuator - V.A.G 1869/2- must not be removed. 


; A be 
= 
_ ja T 
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— Unscrew union screw -2-. 
— Move brake hose clear at brackets -arrows-. 


— Unscrew and disconnect brake hose -1- from brake caliper. 


[a] Note 


Disregard -item 3-. 


Protected by copyright. Copying for private or commercial purpos 
permitted unless authorised by AUDI AG. AUDI AG does not guara 
with respect to the correctness of information in this document. C 


[a] Note 


To make it easier to detach the brake caliper from the brake disc, 
use suitable pliers -1- to press the brake pads -3- slightly back 
into the caliper. To avoid damaging the paint on the caliper, insert 
a piece of rubber -2- between the caliper and the pliers. 


Sw 
= 


= J 
š v 


<a 


BF 


ee 


A46-10298 


— Remove bolts -1- and carefully pull brake caliper off brake disc AG, y Zz Y 
with brake pads installed. , YEA \ 

i f E. 

3 


— Remove brake pads if necessary > page 97 . 


[aseo | 
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Installing 
Installation is carried out in reverse order; note the following: 


- Locate brake caliper in installation position and tighten new 
bolts -1-. 


— Install brake pads > page 97 . 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 


with respect to the correctness of information in this document. Copyright by AUDI AG. 
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— Attach brake hose -1- to caliper and tighten connection. 
— Check retaining spring -3- for damage and renew if necessary. 


— Insert brake hose into brackets -arrows- and connect to brake 
line: tighten union screw -2-. 


a] Note 


Make sure the brake hose is routed correctly. 

@ The brake hose must not be kinked, crushed or twisted or 
chafe against parts of the vehicle at any point. 

— Remove brake pedal actuator - V.A.G 1869/2- . 

— Bleed brake system (only at wheel where caliper was detach- 
ed and brake hose disconnected) 


> “6.2 Bleeding hydraulic system”, page 273 . 


[a] Note 


+è Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


[a] Note 


If the brake pedal still feels “soft’, bleed the complete brake sys- 


tem = “6.2 Bleeding hydraulic system”. page 273 


La) Note 


Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


— Fit front wheel > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


+ Daria brake pedal firmly several times with vehicle sta- 


tionary so that brake pads are properly soared $ in normal 
teġperating position. 


$ Make sure that the brakes work properly before the vehicle: 
_./s driven on the road. , 


Tightening torques 


> “1.1.7 Exploded view - front brakes, steel version (1LM/ 
1LX)”, pa 
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1.5 Removing and installing brake disc 


> “1.5.1 Removing and installing brake disc - steel version brakes 
1LA/1LJ/1LF/1LL/1LU/1LM/1LX)”, page 138 


> “1.5.2 Removing and installing brake disc (1LP)”, page 139 


> “1.5.3 Removing and installing brake disc - ceramic brakes 
1LN/1LW)”, page 140 


1.5.1 Removing and installing brake disc - 
steel version brakes (1LA/1LJ/1LF/1LL/ 
1LU/1LM/1LX) 

Removing 


— Remove relevant brake caliper with brake carrier 
=> page 108. 


— Loosen bolt -1- and take off brake disc. 


A Caution 


Risk of damage to brake discs 
$ Do not force brake disc off wheel hub. Use rust remover if 


necessary. 
Installing 
Installation is carried out in reverse order; note the following: mm 28-10405 | 


— Check brake discs for wear and damage before reinstalling: 
@ Wear limit of brake discs > page 6 


A WARNING 


/f one brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 


— Clean contact surface 
and remove corrosion. 


— Fit brake disc onto wheel hub. 


a Note permitted unle uth sed \UDI AG. Al \C 1 t ¢ tee or accept any liability 
Take care to keep the brake disc straight when fitting iton thë 49n N this document. Copyright by AUDI Al 
wheel hub. 
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— Tighten bolt -arrow-. 
— Install brake caliper > page 108. 


A WARNING 


Risk of accident! 


@ Depress brake pedal firmly several times with vehicle sta- 


tionary so that brake pads are properly seated in normal 
operating position. 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 
@ = “1.1 Exploded view - front brakes”, page 60 


1.5.2 Removing and installing brake disc (1LP) 


Removing 
— Remove brake caliper. 
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— Remove locating bolt -5- from brake disc, holding brake disc 
in position. 


— Take brake disc off wheel hub. 


a Note 


Take care to keep the brake disc straight when taking it off the wheel hub. 


Installing 
* Tightening torques 


— Clean contact surfaces of wheel hub and brake disc and re- 
move corrosion. 


— Fit brake disc onto wheel hub. 


(à Note 


Take care to keep the brake disc straight when fitting it onto the wheel hub. 


— Screw in locating bolt -5- and tighten. 
— Install brake caliper. 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


1.5.3 Removing and installing brake disc - ce- 
ramic brakes (1LN/1LW) 
Special tools and workshop equipment required 


@ Torque wrench - V.A.G 1331- 
V.A.G 1331 


Removing 
— Remove relevant brake caliper > page 121. 
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A Caution 


Risk of irreparable damage to ceramic brake disc 
@ Take care not to drop brake disc. 


$ Do not use a hammer to remove brake disc from wheel 
hub. 


$ Do not attempt to release brake disc from hub with any 
kind of lever. 


— Remove bolt -1- and take off brake disc by hand; do not use 
tools. 


If the brake disc is difficult to remove, proceed as follows: 


— Screw two M8 bolts -arrows- into threaded holes in brake disc 
until they make contact. 


— Continue to screw in bolts alternately, 1/2 a turn at a time, so 
that brake disc comes off wheel hub. 


Installing 
Installation is carried out in reverse order; note the following: [ A46-10204 | 


— Check brake discs for wear and damage: 
Cracks in the bolted joint area > page 12 


Edge fractures > page 13 

Chipping > page 3 

Cracks extendinginto cooling channels > page 14 
Assessing degree of wear > page 14 


A WARNING 


+ A è A oè 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 


(ë) Note 


When fitting the brake discs, note the direction of rotation (marked 
Hed as a and install accordingly on the left or right side of 
e vehicle. 


- Thoroughly clean contact surface of brake disc and wheel hub. 


— Fit brake disc onto wheel hub. 


[a] Note 


Take care to keep the brake disc straight when fitting it on the 
wheel hub. 
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— Tighten bolt -1-. 


(i Note 


Disregard -arro 


— Install brake caliper > page 121. 


Z\ warning 
Risk of accident! res; on the correctness 
@ Depress brake pedal firmly several times with vehicle sta- 


A46-10204 


tionary so that brake pads are properly seated in normal 
operating position. 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 


@ = “1.1.8 Exploded view - front brakes, ceramic version (1LN/ 
1LW)”, page 77 


1.6 Renew brake disc 
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Removing 
— Remove brake caliper -2-. 


-— Remove locating bolt -5- from brake disc -4-. Hold brake disc 
in position while doing so. 


— Take brake disc off wheel hub. 


[a] Note 


Take care to keep the brake disc straight when taking it off the wheel hub. 


Installing 
* Tightening torques 


A WARNING 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 


— Clean contact surfaces of wheel hub and remove corrosion. 
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— Fit brake disc onto wheel hub. 


a Note 


Take care to keep the brake disc straight when fitting it onto the wheel hub. 


- Screw in locating bolt -5- and tighten. 
— Install brake caliper -2-. 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


1.7 Removing and installing splash plate 
Special tools and workshop equipment required 
@ Torque wrench - V.A.G 1331- 


Removing 


— Remove brake disc > page 138 . 
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V.A.G 1331 
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— Remove bolts -arrows- and detach splash plate -1-. 


[a] Note 


The splash plate is shown on a vehicle with ceramic brakes as an 
example. 


Installing 
Installation is carried out in reverse order; note the following: 


— Clean splash plate and wheel hub. 
— Install brake disc > page 138 . 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 
@ = “1.1 Exploded view - front brakes”, page 60 


1.8 Removing and installing pad wear indi- 
cator wire 


> “1.8.1 Removing and installing pad wear indicator wire - steel 
version brakes (1LA/ 1LJ)”, page 145 


> “1.8.2 Removing and installing pad wear indicator wire - steel 
version brakes (1LF / 1LL)”, page 146 


> “1.8.3 Removing and installing pad wear indicator wire - steel 
version brakes (1LU)”, page 148 


> “1.8.4 Removing and installing pad wear indicator wire - steel 
version brakes (1LM / 1LX)”, page 149 


> “1.8.5 Removing and installing pad wear indicator wire - ce- 
ramic brakes (1LN / 1LW)”, page 150 


1.8.1 Removing and installing pad wear indi- 
cator wire - steel version brakes 
(1LA / 1LJ) 


Removing 


— Remove front wheel > Running gear, axles, steering; Rep. 
gr. 44 ; Wheels, tyres . 
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CUNJ 


Ep Es 


— Unplug electrical connector -2- for brake pad wear indicator. 


+1oRelease electrical:connector +1» for pad wear sender from 
bracket -arrow A- and at the same time turn 90° -arrow B-. 


— Open dust cap -3-, move clear electrical wiring for pad wear 
sender and disengage wiring from brake caliper. 


— Pull contact -1- for pad wear sender out of brake pad, paying 
attention to retaining clip -2-. 


(å Note 


The pad wear sender must be renewed if the retaining clip -2- is 
lost. 


"Mr 


~— ` 


Was raosan 


Installing 


— Insert contact -1- for pad wear sender with retaining clip -2- 
into brake pad so that it engages. 


[a | Note 


Make sure the contact for the pad wear sender is properly seated 
in the brake pad. 


J 
“wy 
(— 


- Secure electrical wire for pad wear sender with dust cap -3- 
and engage at brake caliper, as shown in illustration. 


- Locate electrical connector in correct position and turn in di- 
rection of -arrow- until tab -1- engages in slot -2- in bracket. 
— Plug in electrical connector -3-. 


— Fit front wheel > Running gear, axles, steering; Rep. gr. 44 ; 
Wheels, tyres . 


A46-10201 


1.8.2 Removing and installing pad wear indi- 
cator wire - steel version brakes 
(1LF / 1LL) 


Removing 


- Remove front wheel > Running gear, axles, steering; Rep. 
gr. 44 ; Wheels, tyres . 
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— Unplug electrical connector -2- for pad wear sender. 


— Release electrical connector -1- for pad wear sender from 
bracket -arrow A- and at the same time turn 90° -arrow B-. 


— Pull contact -1- for pad wear sender out of brake pad, paying 
attention to retaining clip -2-. 


— Move electrical wiring clear at brake hose -3- and retainer 


T Note A 
| J ) 


a pad wear S O." A Meu dotaining clip -2- is 


Installing J 
Installation is carried out in reverse order; note the following: es 


a) Note 


Check for damage to contact for pad wear sender and renew 
if necessary. 


@ Make sure the contact for the pad wear sender is properly 
seated in the brake pad. 


— Press contact -1- for pad wear sender with retaining clip -2- 
into inner brake pad so that it engages. 


— Secure electrical wiring at retainer -4- and brake hose -3-. 


A46-10409 
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- Locate electrical connector in correct position and turn in di- 
rection of -arrow- until tab -1- engages in slot -2- in bracket. 


— Plug in electrical connector -3-. 


— Fit front wheel > Running gear, axles, steering; Rep. gr. 44 ; 
Wheels, tyres . 


A46-10201 


and installing pad wear indi- 
- Steel version brakes (1LU) 


Removing 


— Remove, front wheel > ,Running,gear, axles, steering; Rep. 
gr. 44 ; Wheels, tyres . 


— Unplug electrical connector -2- for brake pad wear indicator. 7 = 
D N 


— Release electrical connector -1- for pad wear sender from 
bracket -arrow A- and at the same time turn 90° -arrow B-. 


— Open dust cap -2- and move clear electrical connector for pad 
wear sender. 


— Pull contact -3- for pad wear sender out of brake pad, paying 
attention to retaining clip -1-. 


a Note 


The pad wear sender must be renewed if the retaining clip -1- is 
lost. 


Z, 
3 
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Installing 


- Insert contact -3- of pad wear sender into brake pad so that it 
engages. 


a Note 


Make sure the contact for the pad wear sender is properly seated 
in the brake pad. 


- Secure electrical wire for pad wear sender with dust cap -2- 
as shown in illustration. 
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— Locate electrical connector in correct position and turn in di- 
rection of -arrow- until tab -1- engages in slot -2- in bracket. 


— Plug in electrical connector -3-. 


— Fit front wheel > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


1.8.4 Removing and installing pad wear indi- 
cator wire - steel version brakes 
(1LM / 1LX) 


[a] Note 


The brake pad wear sender cannot be removed without damage. 


Removing 


— Remove front wheel > Running gear, axles, steering; Rep. 
gr. 44 ; Wheels, tyres . 


— Unplug electrical connector -2- for pad wear sender. 


— Release electrical connector -1- for pad wear sender from 
bracket -arrow A- and at the same time turn 90° -arrow B-. 


- for pad wear sender: to do so, 
wire at brake caliper -arrow-. 


ear sender from brake pad using 


ed by copyright. Co 
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Installing 


— Insert contact -1- of pad wear sender into brake pad so that it 
engages. 


a Note 


Make sure the contact for the pad wear sender is properly seated 
in the brake pad. 


- Secure electrical wire -3- for pad wear sender: to do so insert 
wire into brake caliper -arrow- and secure with dust cap -2- as 
shown in illustration. 


Maln 
— Locate electrical connector in installation position and turn in 
direction of -arrow- until tab -1- engages in hole -2- in bracket. 
— Plug in electrical connector -3-. 


— Fit front wheel > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


1.8.5 Removing and installing pad wear indi- 
cator wire - ceramic brakes (1LN / 1LW) 


a Note 


The brake pad wear sender cannot be removed without damage. 


Removing 


-— Remove front wheel: observe precautions for vehicles with 
ceramic brakes > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


- Unplug electrical connector -2- for brake pad wear indicator. 


- Release electrical connector -1- for pad wear sender from #6 
b same time turn 90° -arrow B-. 
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— Move clear electrical wire -1- for pad wear sender: to do so, 
open dust cap -3- and guide wire out of bracket -2- and brake 
caliper -arrow-. 
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- Detach contacts -1 and 2- of pad wear sender from brake pads 
using pliers. 


Installing 


— Insert contacts -1 and 2- of pad wear sender into brake pads 
so that they engage. 


* The free wire connection faces towards the inside of the ve- 
hicle. 


[a] Note 


Make sure the contacts for the pad wear sender are properly = T E 
seated in the brake pads. ~ 


=} 
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— Secure electrical wire -1- for pad wear sender: to do so insert 
wire into bracket -2- and brake caliper -arrow- and secure with 
dust cap -3- as shown in illustration. 


not 


ae e N 


s | 


— Locate electrical connector in installation position and turn in 
direction of -arrow- until tab -1- engages in hole -2- in bracket. 


— Plug in electrical connector -3-. 


— Fit front wheel: observe precautions for vehicles with ceramic 
brakes > Running gear, axles, steering; Rep. gr. 44 ; Wheels, i 
tyres . 


1 52 Rep. gr.46 - Brakes - mechanism 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 


rake system - Edition 03.2019 


2 Rear brakes 


=> “2.1 Exploded view - rear brakes”, page 153 

=> “2.2 Removing and installing brake pads”, page 159 
=> “2.3 Removing and installing brake caliper’, page 171 
=> “2.4 Renewing brake caliper”, page 179 

> “2.5 Removing and installing brake disc”, page 189 
=> “2.6 Removing and installing splash plate”, page 193 
2.1 Exploded view - rear brakes 


> “2.1.1 Exploded view - rear brakes, steel version”, page 153 


> “2.1.2 Exploded view - rear brakes, ceramic version” 
page 157 


2.1.1 Exploded view - rear brakes, steel ver- 
sion 


(å) Note 


Applies to all steel version rear brakes. 
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1 - Electromechanical parking 
brake motor 


Q Left parking brake motor 
- V282- , right parking 
brake motor - V283- 

Q Removing and installing 
pe rking irs motor - 

282- / -V 
> page 200 

Q Removing and installing 
control unit for electro- 
mechanical parking 
brake - J540- 
=> page 199 


2 - Bolts 
QO 12Nm 


3 - Brake pad wear sender 


Q Rearleft brake pad wear 
sender - G36-/rear right 
aS pad wear sender - 


13 14 15 16 17 
p- 


For inner brake pad 
Renew if damaged 
Cannot be removed 
without damage 
Removing and installing 
=> page 194 
4 - Bleeder screw 

Q Bleed brake system 

> page 273. 
OQ 10Nm 


(È) Note 26 25 24 23 


Bleed at each bleeder screw. If 
brake caliper has two bleeder 
screws, first bleed at inner screw. 


O OOO 


5 - Protective cap 


6 - Bolt 
Q Self-locking 
QO Renew after removing 
Q Counter-hold guide pin when loosening and tightening 
QO 35Nm 


7 - Bracket 


lf protective caps Or “guide pins are damaged, renew using repair kit. Use grease sachet supplied to 
lubricate gulde pins. 
9 2'Guide pin | 
Check for ease of movement 


QO... If, protective caps or guide pins are damaged, renew using repair rikit, Use grease sachet supplied to 
lubricate guide pins. 
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10 - Bolt 
Q With washer 
Q Note different lengths; longer bolt is fitted at top 
QO Renew after removing 
Q 100 Nm +90° 


11 - Brake hose 


QO Make sure the brake hose is routed correctly. The brake hose must not be kinked, crushed or twisted or 
chafe against parts of the vehicle at any point. 


QO Renew if damaged 
Q Ensure that lugs are properly seated in grooves in bracket 
Q Tightening torque, brake hose to brake caliper: 20 Nm 
12 - Bracket 
üQ For brake hose 
QO Welded to body 
13 - Retaining spring 
QO Renew if damaged 
14 - Brake line 
Q Tightening torque, brake line to brake hose: 14 Nm 
15 - Bracket 
Q For brake hose and electrical wiring 
16 - Bolt 
QO 9Nm 
17 - Hub carrier 
18 - Splash plate for brakes 
QO) Removing and installing > page 193 
19 - Bolt 
Qe10Nm 
20 - Brake disc 
A For correct.version refer to > Electronic parts catalogue “ETKA” 
QO Wear limit > page 6 
Q; Removing and installing = page 189 


WARNING 


If one brake disc is dam- 
aged or worn, the other 


discs must also be 
checked for damage and 
wear. 


21 - Bolt 
Q 10Nm 

22 - Pad retaining spring 
QO) Renew when changing pads 
ü Ensure correct positioning in brake carrier 

23 - Brake pads 
QO For correct version refer to > Electronic parts catalogue “ETKA” 
QO Check pad thickness; wear limit > Maintenance ; Booklet 411 
ū Always renew on both sides of one axle 
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QO Removing and installing > page 159 
Q Note correct installation position: 


@ Marking “BA” = outer pad 
@ Marking “BI” = inner pad, with retainer for pad wear indicator 
24 - Pad retaining spring 
QO Renew when changing pads 
ü Ensure correct positioning in brake carrier 
25 - Brake carrier 


QO Replacement carriers are supplied assembled and with sufficient grease on guide pins 


Q If protective caps or guide pins are damaged, renew using repair kit. Use grease sachet supplied to 
lubricate guide pins. 


26 - Brake caliper 
Q Removing and installing > page 171 
QO Renewing > pagest79 
Q Servicing > page 228 
27 - O-ring 
QO Renew after removing 
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2.1.2 Exploded view - rear brakes, ceramic version 


1 - Electromechanical parking 
brake motor 


Q Left parking brake motor 


14 151617 18 


rmittecontrol-unit for electro 
7 mechanical parking _ 
Uo res P fake = J540- 
> page 199 
2 - Bolts 
Q 12 Nm 


3 - Bracket 
Q For electrical wire for 
pad wear sender 
4 - Brake pad wear sender 


QO Rearleft brake pad wear 

sender - G36- / rear right 

brake pad wear sender - 

G37- 

Renew if damaged 

Cannot be removed 

without damage 

Q Removing and installing 
=> page 195 


5 - Bleeder screw 


Q Bleed brake system 
> page 273. 
Q 10Nm 


[a] Note 


Bleed at each bleeder screw. If 
brake caliper has two bleeder 
screws, first bleed at inner screw. 


Q 
Q 


6 - Protective cap 


7 - Bolt 
Q Self-locking 
QO Renew after removing 
Q Counter-hold guide pin when loosening and tightening 
Q 35Nm 
8 - Bracket 
QO For electrical connector 
9 - Protective sleeve 
QO For guide pin 


Q If protective caps or guide pins are damaged, renew using repair kit. Use grease sachet supplied to 
lubricate guide pins. 
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10 - Guide pin 
ū Check for ease of movement 


QO If protective caps or guide pins are damaged, renew using repair kit. Use grease sachet supplied to 
lubricate guide pins. 


11 - Bolt 
Q With washer 
QO Note different lengths; longer bolt is fitted at top 
QO Renew after removing 
Q 100 Nm +90° 
12 - Brake hose 


Q Make sure the brake hose is routed correctly. The brake hose must not be kinked, crushed or twisted or 
chafe against parts of the vehicle at any point. 


QO Renew if damaged 
Q Ensure that lugs are properly seated in grooves in bracket 
Q Tightening torque, brake hose to brake caliper: 20 Nm 


13 - Bracket 
Q For brake hose 
Q Welded to body 
14 - Retaining spring 
QO Renew if damaged 
15 - Brake line 
Q Tightening torque, brake line to brake hose: 14 Nm 
16 -Bracket 
U, For brake hose and electrical wiring 
17 - Bolt 
QO 9Nm 
18 - Hub carrier 
19 - Splash plate for brakes 
Q Removing and installing > page 193 
20 - Bolt 
QO 10Nm 
21 - Brake disc 
Q For correct version refer to > Electronic parts catalogue “ETKA” 
QO Assessing degree of wear > page 14 
Q Also check for: 
Cracks in the bolted joint area > page 12 
Edge fractures > page 13 
Chipping > page 13 
Cracks extending into cooling channels > page 14 


© > ef © è 


Assessing degree of wear > page 14 
QO Removing and installing > page 191 
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WARNING 


/f one brake disc is dam- 
aged or worn, the other 


discs must also be 
checked for damage and 
wear. 


22 - Bolt 
Q 10Nm 
23 - Pad retaining spring 
QO Renew when changing pads 
Q Ensure correct positioning in brake carrier 


24 - Brake pads 


Q Check pad thickness; wear limit > Maintenance ; Booklet 411 


Q Always renew on’both'sides of one axle 


Q For correct version refer to > Electronic parts catalogue “ETKA” 


QO Removing and installing’s)page 165 
25 - Pad' retaining spring 
QO ‘Renew when-changing pads 
Q Ensure correct positioning in brake carrier 


26 - Brake carrier 


QO Replacement carriers are supplied assembled and with sufficient grease on guide pins 
Q If protective caps or guide pins are damaged, renew using repair kit. Use grease sachet supplied to 


lubricate guide pins. 


27 - Brake caliper 
OQ) Removing and installing > page 174 
QO Renewing > page 184 
Q Servicing > page 228 
28 - O-ring 
Q Renew after removing 


2.2 Removing and installing brake pads 


=> “2.2.1 Removing and installing brake pads - steel version 
brakes”, page 159 


=> “2.2.2 Removing and installing brake pads - ceramic brakes”, 
page 165 


2.2.1 Removing and installing brake pads - 
steel version brakes 


Special tools and workshop equipment required 


@ Vehicle diagnostic tester 
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@ Torque wrench - V.A.G 1331- 
V.A.G 1331 


WO0-11166 


+ Piston resetting appliance - T10145- 
710145 


W00-11606 


Removing 
— Release parking brake. 
— Switch off ignition. 


(i Note 


@ Mark brake pads when removing them if they are to be rein- 
stalled. Reinstall in their original position to prevent uneven 
braking. 


@ Do not unplug electrical connectors of parking brake motors. 


— Remove rear wheel: observe precautions for vehicles with ce- 
ramic brakes > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


[a| Note 


The parking brake pistons must be moved back with the vehicle 
diagnostic tester if the brake pads are being renewed. 
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— With ignition switched off, connect vehicle diagnostic tester to 
diagnostic connection in vehicle. 


— Switch on ig 
— After entering ve elect[Guided Func- 
tions] mode. 
— Move parking brake motors back: i 
p Boece CO ae ht. C f ate or commerciz 


53 46 Removing brake pads 


- Continue to follow the instructions on the vehicle diagnostic x 
tester display. N 


— Slide connector for electromechanical parking brake out of re- 
tainer. 


— Move clear brake hose -2- and wiring harness -3- at bracket 


[seo | 


— Unplug electrical connector -1- for pad wear sender. 


— Release electrical connector -2- for pad wear sender from 
bracket -arrow B- and at the same time turn 90° -arrow A-. 


— Detach dust cap -3- from bleeder screw and move electrical 
wiring clear. 


[a] Note 


Disregard -item 4-. 
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— Counterhold guide pins -1 and 2- and remove bolts -arrows-. 


- Detach brake caliper (guide out electrical wire for pad wear 
sender). 


A Caution 


Risk of damage to brake hose 


@ Do not leave the brake caliper hanging from the brake 
hose. Take care that brake hose is not damaged by weight 
of brake components. 


@ The brake hose must be renewed if it is damaged. 
Risk of damage to brake caliper pistons 


@ The brake and the electromechanical parking brake must 
not be operated when the brake caliper has been detach- 
ed. 


pe (ars 


— Tie brake caliper to body with suitable wire. 

— Remove brake pads. 

Installing 

Installation is carried oun in reverse oe note the following: 


(i Note 


@ Always renew brake pads on both sides of the axle. 


+ Lorri all parts supplied i in the repair kit when fitting new brake 
pads. 


è Renew bolts for brake caliper after removal. 


Risk to health 


@ Do not blow out the brake system with compressed air. 


¢@ Use only methylated spirits to clean the brake caliper. 


@ Check protective caps on brake caliper pistons for damage; if 
necessary, install all parts supplied in repair kit > page 223 . 
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A Caution 


Escaping brake fluid can cause the vehicle to become dirty and 
may damage the paintwork. 


$ /fthe brake pads are worn and brake fluid has been topped 
up unnecessarily, brake fluid can overflow when the piston 


(s) are pressed back into the brake cylinders. 


@ Before pocoo the largoa back, check the brake fluid 
eC tracted if the fluid level is up 


— Press back piston completely with piston resetting appliance, 
- T10145- . 


— Clean surfaces -arrow- on brake carrier that make contact with 
pad retaining springs. 
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— Fit pad retaining springs (note correct installation position). 


— If used pads are being re-fitted, take care to install the marked 
pads in their original positions. 


— Fit brake pads in brake carrier. 


a Note 


Make sure the brake pads are positioned in the pad retaining 
springs -arrows-. 


— Slide brake caliper over fitted brake pads. 


(å) Note 


/f the used brake pads are reinstalled, the pad wear indicator wire 
must be guided through the brake caliper. 


— Counterhold guide pins -1 and 2- and tighten new bolts 
-arrows- for brake caliper. 


— Secure brake hose -2- and wiring harness -3- in bracket -1-. 


(å Note 


@ Make sure the electrical wiring and brake hose are positioned 
correctly. 


@ The brake hose must twisted or 


chafe against parts of t 
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— If new brake pads are being fitted, insert contact -1- of pad 
wear sender into inner brake pad so that it engages. 


[a] Note 


Make sure the contact is properly seated in the brake pad. 


— Secure pad wear indicator wire with dust cap -2- as shown in 
illustration. 


— Locate electrical connector -3- in installation position and turn 
in direction of -arrow- until tab -4- engages in hole -5- in brack- 
et. 


— Fit electrical connector -6-. 


— Fit rear wheel > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


— Depress brake pedal firmly several times with vehicle station- = J S$ [ A46-10280 | 
ary so that brake pads are properly seated in normal operating —_—— afi 
position. 


— Move parking brake motors forward using > Vehicle diagnostic 
tester; to do so follow the instructions on the screen. 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


2.2.2 Removing and installing brake pads - 
ceramic brakes 

Special tools and workshop equipment required 

@ Vehicle diagnostic tester 


@ Torque wrench - V.A.G 1331- 
V.A.G 1331 
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+ Piston resetting appliance - T10145- 


710145 


W00-11606 


Removing 
— Release parking brake. 
— Switch off ignition. 


gu Note 


Mark brake pads when removing them if they are to be rein- 
” staled Reinstall in their original position to prevent uneven 
raking. 


+è Do not unplug electrical connectors of parking brake motors. 


- Remove relevant rear wheel > Running gear, axles, steering; 
Rep. gr. 44 ; Wheels, tyres . 


(å Note 


The parking brake pistons must be moved back with the, vehicle 
diagnostic tester if the brake pads are being renewed. 


— With ignition switched off, connect vehicle diagnostic tester to 
diagnostic connection in vehicle. 
— Switch on ignition. 


— After entering vehicle identification data, select [Guided Func- 
tions] mode. 


Move parking brake motors back: 


Running gear/brake system 
01 Self-diagnosis compatible systems 


ee alba unit for electromechanical parking brake 


53 Functions - electromechanical parking brake 
53 46 Removing brake pads 


- Continue to follow the instructions on the vehicle diagnostic 
tester display. 
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— Move clear brake hose -2- and wiring harness -3- at bracket 


— Unclip bracket -3- using a screwdriver -2- -arrow-. 
— Move clear electrical wire -1- for pad wear sender. 


ctor -1- for pad wear sender. 


Gili ector -2- for pad wear sender from 


B d at the same time turn 90° -arrow A-. 


— Detach dust cap -3- from bleeder screw and move electrical 
Protawiking@ ¢learyright. Copying for private or commercial purposes, in pat A 
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— Counterhold guide pins -1 and 2- and remove bolts -arrows-. 


— Detach brake caliper (guide out electrical wire for pad wear 
sender). 


A Caution 


Risk of damage to brake hose 


@ Do not leave the brake caliper hanging from the brake 
hose. Take care that brake hose is not damaged by weight 
of brake components. 


@ The brake hose must be renewed if it is damaged. 


Risk of damage to brake caliper pistons 


@ The brake and the electromechanical parking brake must 
not be operated when the brake caliper has been detach- 
ed. 


3J- 
HEGE 


— Tie brake caliper to body with suitable wire. 

— Detach brake pads and pad retaining springs. 

Installing 

Installation is carried out in reverse order; note the following: 


— Check brake discs for wear and damage when renewing brake 
pads. 


Cracks in the bolted joint area > page 12 

Edge fractures > page 13 

Chipping = page 13 

Cracks extending into cooling channels > page 14 


“ff © è 


Assessing degree of wear > page 14 


(å) Note 


+ Always renew brake pads on both sides of the axle. 


¢ /nstall all parts supplied in the repair kit when fitting new brake 
pads. 


+è Renew bolts for brake caliper after removal. 


A WARNING 


Risk to health y am A 
* Do not blow out the brake system 


a Note 


@ Use only methylated spirits to clean the brake caliper. 


with co. 


? 7, mpressed air. 


@ Check protective caps on brake caliper pistons for damage; if 
necessary, install all parts supplied in repair kit > page 228 . 
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A Caution 


Escaping brake fluid can cause the vehicle to become dirty and 
may damage the paintwork. 


@ /fthe brake pads are worn and brake fluid has been topped 
up unnecessarily, brake fluid can overflow when the piston 


(s) are pressed back into the brake cylinders. 


¢ Before pressing the piston(s) back, check the brake fluid 
level. Brake fluidímust baextracted if the fluid level is up 
-to the MAX” mark: 


$ Use’brake filling and bleeding equipment - VAS 5234- to 
extract brake fluid from brake fluid reservoir. 


a] Note. 


The compressor nut is moved back on the spindle when the 
-eras are moved back using the vehicle diagnostic tester . 


è The piston must then be pressed back fully with the piston 
resetting appliance - T10145-. 


— Press back piston completely with piston resetting appliance 
- T10145- . 


— Clean surfaces -arrow- on brake carrier that make contact with 
pad retaining springs. 
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— Fit pad retaining springs (note correct installation position). 


— If used pads are being re-fitted, take care to install the marked 
pads in their original positions. 


— Fit brake pads in brake carrier. 


a Note 


Make sure the brake pads are positioned in the pad retaining 
springs -arrows-. 


— Slide brake caliper over fitted brake pads. 


[a | Note 


/f the used brake pads are reinstalled, the electrical wire for the 
pad wear sender must be guided through the brake caliper. 


— Counterhold guide pins -1 and 2- and tighten new bolts 
-arrows- for brake caliper. 


— Secure brake hose -2- an arness -3- in bracket -1-. 


Protected by copyright. Copying for private or commercial p 
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— If new brake pads are being fitted, insert contacts -5- of pad 
wear sender into brake pads so that they engage. 


[a] Note 


Make sure the contacts for the pad wear sender are properly 
seated in the brake pads. 


— Secure electrical wire for pad wear sender with dust cap -4- 
as shown in illustration. 


— Locate electrical connector in installation position and turn in 
direction of -arrow- until tab -1- engages in hole -2- in bracket. 


— Plug in electrical connector -3-. 


— Fit rear wheel: observe precautions for vehicles with ceramic 
brakes > Running gear, axles, steering; Rep. gr. 44 ; Wheels, 
tyres . 


— Depress brake pedal firmly several times with vehicle station- 
ary so that brake pads are properly seated in normal operating 
position. 


f —"Move parking brake motors forward using > Vehicle diagnostic 
‘tester; to do so follow the instructions on the screen. 


“A\ “WARNING 


Risk of accident! 


@ Depress brake pedal firmly several times with-vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 


@ = “2.1.2 Exploded view - rear brakes, ceramic version”, 
page 157 


2.3 Removing and installing brake caliper 


> “2.3.1 Removing and installing brake caliper - steel version 

brakes”, page 171 

> “2.3.2 Removing and installing brake caliper - ceramic brakes” 

page 174 

2.3.1 Removing and installing brake caliper - 
steel version brakes 


[a] Note 


In the following procedure the brake caliper is removed together 
with the brake carrier and brake pads. The brake hose remains 
connected. 


Special tools and workshop equipment required 
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@ Torque wrench - V.A.G 1332- 


Removing 
— Release parking brake. 
— Switch off igniti 


(ü) Note 


Do not unplug = connectors of, Leslie) brake motors. 
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— Remove relevant rear whee! = RUNGIIG gear; axles, steering; .. 


Rep. gr. 44 ; Wheels, tyros 
, nint 
- Move clear brake h hose 2. ‘and wiring harness 3. at bracket 


g Note 


To make it easier to detach the brake caliper from the brake 

disc, use suitable pliers -1- to press back the inner brake pad 

slightly into the brake caliper. To avoid damaging the paint on 

hed pri insert a piece of rubber -2- between the caliper and 
e pliers 


@ Take care not to damage contact -3- for pad wear sender. 


1 72 Rep. gr.46 - Brakes - mechanism 


V.A.G 1332 
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— Remove bolts -arrows- securing brake carrier. 


— Pull brake caliper with brake carrier and brake pads fitted off 
brake disc. 


do wn to such an extent that the brake 
he parking brake must be retracted 


LE 
w E 


nae 


Risk of damage to brake hose 


$ Do not leave the brake caliper hanging from the brake 
hose. Take care that brake hose is not damaged by weight 
of brake components. 


à 


A46-10207 |E 


@ The brake hose must be renewed if it is damaged. 
Risk of damage to brake caliper pistons 


@ The brake and the electromechanical parking brake must 
ss be operated when the brake caliper has been detach- 


— Use a suitable length of wire to tie up brake caliper with brake 
carrier on the body. 


Installing 
Installation is carried out in reverse order; note the following: 


[a] Note 


Renew bolts for brake carrier after removal. 


A WARNING 


Risk to health 


$ Do not blow out the brake system with compressed air. 


[a] Note 


Use only methylated spirits to clean the brake caliper. 


— Slide brake caliper with brake carrier and brake pads fitted 
carefully over brake disc. 
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— Tighten new bolts -arrows- for brake carrier. 


— Secure brake hose -2- and wiring harness -3- in bracket -1-. 


(å Note 


@ Make sure the electrical wiring and brake hose are positioned 
correctly. 


+è The brake hose must not be kinked, crushed or twisted or 
chafe against parts of the vehicle at any point. 

— Fit rear wheel = Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


— Move parking brake motors forward using > Vehicle diagnostic 
tester; to do so follow the instructions on the screen. 


A WARNING 


Risk of accident! 


[445-1020 | 


@ Depress brake pedal firmly several times with vehicle sta- 


tionary so that brake pads are properly seated in normal 
operating position. 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 


@ = “2.1.1 Exploded view - rear brakes, steel version” 
page 153 


2.3.2 Removing 
ceramic b 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 


In the following procedure the brake cai iper is removed together 
with the brake carrier and brake pads. The ‘brake hose remains AUDI AG Goes not guarantee or accept any liability 
connected. opyright by AUDI AG. 


with respect to the correctness of information in this document. C 
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Special tools and workshop equipment required 
@ Torque wrench - V.A.G 1332- 


V.A.G 1332 


Removing 

Removing 

— Release parking brake. 
— Switch off ignition. 


(i) Note 


Do not unplug electrical connectors of parking brake motors. 


3 erve precautions for vehicles with ce- 
R ng © r, axles, steering; Rep. gr. 44 ; 
Wheels, tyre 


— Move clear brake hose -2- and wiring harness -3- at bracket 


Protected by ¢ opyright Copy ng for private or commercial p 
permitted unless authorised by AUDI AG. AUDI AG does not 


with respect to the correctness of information in this docun 
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— Unclip bracket -3- using a screwdriver -2- -arrow-. 


— Move pad wear indicator wire -1- clear. 


a Note 


¢ To make it easier to detach the brake caliper from the brake 
disc, use suitable pliers -1- to press back the inner brake pad 
slightly into the brake caliper. To avoid damaging the paint on 
=o insert a piece of rubber -2- between the caliper and 
e pliers. 


@ Take care not to damage contact -3- for pad wear sender. 


T 


[xen ] 
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If the brake disq@is worn down-to-such an extent that the brake 
caliper cannot be pulled off, the parking brake must be retracted 


as required > page 165°: Z 


EG a 


A Caution 


Risk of damage to brake hose = B 
| i 


@ Do not leave the brake caliper hanging from the brake 
hose. Take care that brake hose is not damaged by weight 
of brake components. 


à 


A46-10207 |E 


@ The brake hose must be renewed if it is damaged. 
Risk of damage to brake caliper pistons 


@ The brake and the electromechanical parking brake must 
ss be operated when the brake caliper has been detach- 


— Use a suitable length of wire to tie up brake caliper with brake 
carrier on the body. 


Installing 
Installation is carried out in reverse order; note the following: 


[a] Note 


Renew bolts for brake carrier after removal. 


A WARNING 


Risk to health 


$ Do not blow out the brake system with compressed air. 


[a] Note 


Use only methylated spirits to clean the brake caliper. 


— Slide brake caliper with brake carrier and brake pads fitted 
carefully over brake disc. 
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— Tighten new bolts -arrows- for brake carrier. 


— Guide electrical wire -1- for pad wear indicator into bracket 
-3- as shown in illustration. 


— Clip bracket into brake caliper. 


(i Note 


Disregard items marked -2- and -arrow-. 


A46-10208 
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— Press brake hose -2- and wiring harness -3- into bracket -1-. 


a Note 


Make sure that all electrical wiring is properly clipped into the 
” brackets on the hub carrier and secured so that it cannot come 
loose. 


@ Make sure the brake hose is routed correctly. 
@ The brake hose must not be kinked or crushed or chafe against 
the body at any point. 


— Fit rear wheel: observe precautions for vehicles with ceramic 
brakes > Running gear, axles, steering; Rep. gr. 44 ; Wheels, 
tyres . 


— Move parking brake motors forward using > Vehicle diagnostic 
tester; to do so follow the instructions on the screen. 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 


tionary so that brake pads are properly seated in normal 
operating position. 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 


@ = “2.1.2 Exploded view - rear brakes, ceramic version” 
page 157 


> “2.4.2 Renewing brake caliper - ceramic brakes”, page 184 


2.4.1 Renewing OPCA cial purposes, in part or in whole, is not 
brakes 1 unless autho d by AUD ;. AUDI AG does not guarante« ccept any Liability 


respe ) the rectness of ) ) I IS € ument. Lo rigi y AUDI AG 
(i) Note 


In the following procedure the brake caliper is removed and re- 
newed without the brake carrier and brake pads. The brake hose 
is disconnected. 


Special tools and workshop equipment required 
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@ Torque wrench - V.A.G 1331- 


@ Brake pedal actuator - V.A.G 1869/2- 


Removing 


Release parking brake. 
Switch off ignition. 


Insert brake pedal actuator - V.A.G 1869/2- between brake 
pedal and driver seat. Depress brake pedal at least 60 mm. 


(à Note 


This closes thewalvesin thesbrakemaster cylinder and stops the 
brake fluid reservoir from running empty. 


Remove relevant rear wheel > Running gear, axles, steering; 
Rep. gr.:44; Wheels; tyres 


Detach protective cap -3- from bleeder screw -1-. 

Connect hose -2- from bleeder bottle as shown in illustration. 
Open bleeder screw to relieve pressure in brake system. 
Close bleeder screw and remove bleeder bottle. 


a Note 


The brake pedal actuator - V.A.G 1869/2- must not be removed. 
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V.A.G 1331 


WO0-11166 


VAG 1869/2 


W00-11589 


: PIN 
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Unplug electrical connector -arrow- at electromechanical park- 
ing brake motor. 


E 446-10303 ] 


— Unscrew union screw -2-. 
Move brake hose clear from bracket -arrow-. 


Disconnect brake hose -1- from brake caliper. 


Unplug electrical connector -1- for pad wear sender. 


Release electrical connector -2- for pad wear sender from 
bracket -arrow B- and at the same time turn 90° -arrow A-. 


Detach dust cap -3- from bleeder screw and move electrical 
wiring clear. 


[a] Note 


Disregard -item 4-. 
liie 
7 
 Ase-10279 || 
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— Counterhold guide pins -1 and 2- and remove bolts -arrows-. 
— Detach brake caliper (guide out pad wear indicator wire). 


— Remove electromechanical parking brake motor 
=> page 200. 


a Note 


Mark brake pads when removing them if they are to be reinstalled. 
Reinstall in their original position to prevent uneven braking. 


— Detach brake pads and pad retaining springs. 


Installing 
Installation is carried out in reverse order; note the following: 


[a | Note 


Renew bolts for brake caliper. 


— Clean surfaces -arrow- on brake carrier that make contact with 
pad retaining springs. 


— Fit pad retaining springs (note correct installation position). 


— Ifused pads are being re-fitted, take care to install the marked 
pads in their original positions. 


- Fit brake padsi 


(à) Note 


Make sure the ae pacs are positioned in the per M. 
springs -arrows-. 1 by copyright pying for private or merci 


€ itt \ DIA 
— Install electromechanical p parking brake motor - k page 200. 
re 7 Natit 


- Slide brake caliper over fitted brake pads: 


(è) Note 


If the used brake pads are reinstalled, the electrical wire for the 
pad wear sender must be guided through the brake caliper. 
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— Counterhold guide pins -1 and 2- and tighten new bolts 
-arrows- for brake caliper. 


[a] Note 


Make sure the pad wear sender is properly seated in the brake 
pad. 


— Secure electrical wire for pad wear sender with dust cap -2- 
as shown in illustration. 


- Locate electrical connector -3- in installation position and turn 
in direction of -arrow- until tab -4- engages in hole -5- in brack- 
et. 


— Plug in electrical connector -6-. 


[a] Note 


Disregard -item 1-. 


T 
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enew if necessary. 
connect to brake 


Protected by copyright. Copying for private or commer 
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@ The brake hose must not be kinked, crushed or twisted or 
chafe against parts of the vehicle at any point. 
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— Plugin electrical connector -arrow- at electromechanical park- 
ing brake motor. 


— Remove brake pedal actuator - V.A.G 1869/2- . 


- Move parking brake motors forward using > Vehicle diagnostic 
tester; to do so follow the instructions on the screen. 


— Bleed brake system (only at wheel where caliper was detach- 
ed and brake hose disconnected) > page 273. 


a Note TA m IAN 
+ Bleed at each bleeder screw. If brake caliper has two bleeder . 
screws, first bleed atinner.screw: 


@ Bleeder screw: 10 Nm 


a Note 


If the brake pedal still feels ‘soft’, bleed the.complete brake sys- 
tem. 


(à Note 


+ Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


— Fitrear wheel > Running gear, axles, steering; Rep. gr. 44 ; 
Wheels, tyres . 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 


@ = “2.1.1 Exploded view - rear brakes, steel version” 
page 153 


2.4.2 Renewing brake caliper - ceramic 
brakes 


a Note 


In the following procedure the brake caliper is removed and re- 
newed without the brake carrier and brake pads. The brake hose 
is disconnected. 


Special tools and workshop equipment required 
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@ Torque wrench - V.A.G 1331- 
V.A.G 1331 


WO0-11166 


@ Brake pedal actuator - V.A.G 1869/2- 
VAG 1869/2 


W00-11589 


Removing 
— Release parking brake. 
— Switch off ignition. 


— Insert brake pedal actuator - V.A.G 1869/2- between brake 
pedal and driver seat. Depress brake pedal at least 60 mm. 


(å) Note 


This closes the valves in the brake master cylinder and stops the 
brake fluid reservoir from running empty. 


— Remove rear wheel: observe precautions for vehicles with ce- 
ramic brakes = Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


— Detach protective cap -3- from bleeder screw -1-. 

=- Connect hose -2-from bleeder. bottle as shown in illustration. 
mni Open bleeder. screw to, relieve pressure in brake system. 

m -Close bleeder-screw and,remove bleeder. bottle. 


[a] Note 


The brake pedal actuator - V.A.G 1869/2- must not be removed. a 


Ey, 


| cc) 
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— Unplug electrical connector -arrow- at electromechanical park- 
ing brake motor. 


— Unscrew union screw -2-. 
— Move brake hose clear from bracket -arrow-. 
- Disconnect brake hose -1- from brake caliper. 


Protected by copyright. Copying for private or commercial purposes, in 
—? Unplug electrical connector’-1- for pad wear sender. 9t 98°00 '°° fy 
- Release ‘electrical connéctor'-2- for pad wear sender from °" || 4 

bracket -arrow B- and at the same time turn 90° -arrow A-. 


- Detach dust cap -3- from bleeder screw and move electrical 
wiring clear. 


a Note 


Disregard -item 4-. 


“i j 
f P 
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— Counterhold guide pins -1 and 2- and remove bolts -arrows-. 
— Detach brake caliper (guide out pad wear indicator wire). 


— Remove actuator motor for electromechanical parking brake 
> page 200. 


Mark brake pads when removing them if they are to be reinstalled. 
Reinstall in their angna poama to aig eda Hie ven TA 


spect to the correctness of information in this document. Copyright by 4 


Installing 
Installation is carried out in reverse order; note the following: 


(ë) Note 


Renew bolts for brake caliper. 


— Clean surfaces -arrow- on brake carrier that make contact with 
pad retaining springs. 


— Fit pad retaining springs (note correct installation position). 


— If used pads are being re-fitted, take care to install the marked 
pads in their original positions. 


— Fit brake pads in brake carrier. 


(å) Note 


Make sure the brake pads are positioned in the pad retaining 
Springs -arrows-. 


— Install electromechanical parking brake motor > page 200 . 
— Slide brake caliper over fitted brake pads. 


(å) Note 


/f the used brake pads are reinstalled, the electrical wire for the 
pad wear sender must be guided through the brake caliper. 
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— Counterhold guide pins -1 and 2- and tighten new bolts 
-arrows- for brake caliper. 


a Note 


ety sure the pad wear sender is properly seated in the brake 
pad. 


— Secure pad wear indicator wire with dust cap -4- as shown in 
illustration. 


— Locate electrical connector in installation position and turn in 
direction of -arrow- until tab -1- engages in hole -2- in bracket. 


— Plug in electrical connector -3-. 


- Attach brake hose -1- to caliper and tighten connection. 
- Check retaining spring -3- for damage and renew if necessary. 


— Insert brake hose into bracket -arrow- and connect to brake 
line: tighten union screw -2-. 


Protected by copyright. Copying for private or commercial purp 
permitted unless authorised by AUDI AG. AUDI AG doesjpot ¢ 
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— Plug in electrical’connector -arrow- at electromechanical park- 
ing brake motor. 


— Remove brake pedalhactuator-V:A.G 1869/2-:. 


— Move parking brake motors forward'using > Vehicle diagnostic 
tester; to do so follow the instructions on the screen. 


— Bleed brake system (only at wheel where caliper was detach- 
ed and brake hose disconnected) > page 273. 


E vo a wat 


=| A46-10303 |] 


@ Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


[a] Note 


If the brake pedal still feels “soft”, bleed the complete brake sys- 
tem. 


(å) Note 


+è Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 
— Fit rear wheel: observe precautions for vehicles with ceramic 
brakes > Running gear, axles, steering; Rep. gr. 44 ; Wheels, 


tyres . 


A WARNING 


Risk of accident! 


$ Depress brake pedal firmly several times with vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 

@ = “2.1.2 Exploded view - rear brakes, ceramic version” 
page 157 

2.5 Removing and installing brake disc 


> “2.5.1 Removing and installing brake disc - steel version 
brakes”, page 189 


> “2.5.2 Removing and installing brake disc - ceramic brakes”, 
page 191 


2.5.1 Removing and installing brake disc - 
steel version brakes 


Special tools and workshop equipment required 
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@ Torque wrench - V.A.G 1331- 
V.A.G 1331 


WO0-11166 


Removing 


— Ifthe used brake disc is to be reinstalled with the used brake 
pads, remove the brake caliper > page 171. 


— Ifthe brake pads and brake disc are being renewed, remove 
the brake pads = page 159. 


- Loosen bolt -1- and take off brake disc. 

Installing 

— Check brake discs,for Wear and*damage before reinstalling: 
@ Wear limit of brake discs > page 6 


A WARNING 


/fone brake disc is damaged or worn, the other discs must also 
be checked for damage and wear: 


A46-10302 


A WARNING 


Risk to health 
$ Do not blow out the brake system with compressed air. 


a Note 


Use only methylated spirits to clean the brake caliper. 


- Clean contact surface of brake disc and wheel hub thoroughly 
and remove corrosion. 


— Fit brake disc onto wheel hub. 


a Note 


Take care to keep the brake disc straight when fitting it on the 
wheel hub. 
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— Tighten bolt -1-. 
— Install brake caliper > page 171 or brake pads > page 159. 


A WARNING 


Risk of accident! 


@ Depress brake pedal firmly several times with vehicle sta- 


tionary so that brake pads are properly seated in normal 
operating position. 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


A46-10302 


Tightening torques 
+ = “2.1.1 Explodedwiew=rearmbrakespsteel version”, 
page 153 


2.5.2 Removingrand'installing brake disc - ce- 
ramic brakes 


Special tools and workshop equipment required 


@ Torque wrench - V.A.G 1331- 
V-A.G 1331 


WO0-11166 


Removing 


— Ifthe used brake disc is to be reinstalled with the used brake 
pads, remove the brake caliper > page 174. 


— Ifthe brake pads and brake disc are being renewed, remove 
the brake pads = page 165. 


A Caution 


Risk of irreparable damage to ceramic brake disc 


@ Take care not to drop brake disc. 


@ Do not use a hammer to remove brake disc from wheel 
hub. 


$ Do not attempt to release brake disc from hub with any 
kind of lever. 
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— Remove bolt -1- and take off brake disc by hand; do not use 
tools. 


If the brake disc is difficult to remove, proceed as follows: 


— Screw two M8 bolts -arrows- into threaded holes in brake disc 
until they make contact. 


— Continue to screw in bolts alternately, 1/2 a turn at a time, so 
that brake disc comes off wheel hub. 


Installing 


Installation is carried out in reverse order; note the following: 
— Check brake discs for wear and damage before reinstalling: 


Cracks in the bolted joint area > page 12 
Edge fractures > page 13 


Chipping => page 13 
Cracks extending into cooling channels > page 14 


“ff èo o 


Assessing degree of wear > page 14 


A WARNING 


/f one\brake disc is damaged or worn, the other discs must also 
be checked for damage and wear. 


te 


When fitting the brake discs, note the direction of rotation (marked 
with an arrow) and install accordingly on the left or right side of 
the vehicle. 


A WARNING 


Risk to health 


@ Do not blow out the brake system with compressed air. 


(a) Note 


Use only methylated spirits to clean the brake caliper. 


- Thoroughly clean contact surface of brake disc and wheel hub. 
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— Tighten bolt -1-. 


[a] Note 


Disregard -arfOws: 


ake pads > page 165. 
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Risk of accident! 


@ Depress brake pedal firmly several times with vehicle sta- dh 
tionary so that brake pads are properly seated in normal 
operating position. 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 

@ = “2.1.2 Exploded view - rear brakes, ceramic version”, 
page 157 

2.6 Removing and installing splash plate 

Removing 


— Remove rear brake disc > page 189 . 
Vehicles with front-wheel drive: 
— Remove wheel bearing unit > Running gear, axles, steering; 


bt gr. 42 ; Wheel bearing, trailing arm; Removing and in- 
stalling wheel bearing unit . 
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All vehicles (continued): 
— Unscrew bolts -1- securing splash plate. 


- Detach splash plate -2-. 


B Note 


Illustration shows installation position on a vehicle with four-wheel 
drive as an example. 


Installing 


— Fit splash plate. 
— Screw in and tighten bolts securing splash plate. 
Vehicles with front-wheel drive: 


— Install wheel bearing unit > Running gear, axles, steering; 
Rep. gr. 42 ; Wheel bearing, trailing arm; Removing and in- 
stalling wheel bearing unit . 


All vehicles (continued): 
— Install rear brake disc > page 189 . 


AN WARNING 


Risk of accident! 


@ Depress brake pedal firmly several times with vehicle sta- 
tionary so that brake pads are properly seated in normal 
operating position. 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road: 


2.7 Removing and installing pad wear indi- 
cator wire 


> “2.7.1 Removing and installing pad wear indicator wire - steel 

version brakes”, pagé“194 

> “2.7.2 Removing and installing pad Wear indicator wire -'ce- 

ramic brakes”, page 195 

2.7.1 Removing and installing pad wear indi- 
cator wire - steel version brakes 


a Note 


The contacts for the brake pad wear sender cannot be removed 
without damage. 


Removing 


-— Remove relevant rear wheel > Running gear, axles, steering; 
Rep. gr. 44 ; Wheels, tyres . 
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— Unplug electrical connector -1- for pad wear sender. 


— Release electrical connector -2- for pad wear sender from 
bracket -arrow B- and at the same time turn 90° -arrow A-. 


— Detach dust cap -3- from bleeder screw and move electrical 


wiring clear. 
t - for pad wear sender using pliers. 
Protected by copyright. Copying for private or commercial purposes, in part c 
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Installing 


— Insert new contact -1- for pad wear sender into inner brake 
pad so that it engages. 


(i) Note 


Make sure the contact for the pad wear sender is properly seated 
in the brake pad. 


— Secure electrical wire for pad wear sender with dust cap -2- 
as shown in illustration. 


— Locate electrical connector -3- in installation position and turn 
A direction of -arrow- until tab -4- engages in hole -5- in brack- 
et. 


— Fit electrical connector -6-. 


T 


— Fit rear wheel > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


A46-10280 | 


2.7.2 Removing and installing pad wear indi- 
cator wire - ceramic brakes 


(i) Note 


The contacts for the brake pad wear sender cannot be removed 
without damage. 
Removing 


— Remove rear wheel: observe precautions for vehicles with ce- 
ramic brakes > Running gear, axles, steering; Rep. gr. 44 ; 
Wheels, tyres . 
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— Unclip bracket -3- using a screwdriver -2- -arrow-. 
— Move pad wear indicator wire -1- clear. 


A46-10208 


- Detach dust cap -3- from bleeder screw and move electrical 


wiring clean, tected by copyright. Copying for private or commercial pie 
- Detach contacts -4- for pad wear.sender using pliers), AG does not 
with respect to the correctness of information in this docum 
Installing 


- Insert contacts -5- of pad wear senders into brake pads so that 
they engage. 


a Note 


Make sure the contacts for the pad wear sender are properly 
seated in the brake pads. 


- Secure electrical wire for pad wear sender with dust cap -4- 
as shown in illustration. 


- Locate electrical connector in installation position and turn in 
direction of -arrow- until tab -1- engages in hole -2- in bracket. 


— Plug in electrical connector -3-. 


f Aso. 10287 | 
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— Guide electrical wire -1- for pad wear sender into bracket -3- 
as shown in illustration. p T es eee 


C cted V COL rie It. LODVII 
— Clip bracket into brake caliper. — 
Nermitted unless authorised by A 


with respect to the correctness of information in this documen 
Note 


Disregard items marked -2- and -arrow-. 


— Fit rear wheel: observe precautions for vehicles with ceramic 
brakes > Running gear, axles, steering; Rep. gr. 44 ; Wheels, 
tyres . 
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3 Parking brake 


> “3.1 Overview of fitting locations - parking brake”, page 198 


> “3.2 Removing and installing control unit for electromechanical 
parking brake J540 ”, page 199 


> “3.3 Removing and installing parking brake motor V282 / V283 
”, page 200 


3.1 Overview of fitting locations - parking brake 


1 - Electromechanical parking 
brake button - E538- 


QO Removing and installing 
> Electrical system; 
Rep. gr. 96 ; Controls; 
Removing and installing 
electromechanical park- 
ing brake button - 

E538- / auto-hold button 

540- 


2 - LED - indicates parking 
brake applied 


- Indicator lamp for electro- 
me Pe ng brake sys- 
tem (yellow) 


- Indicator lamp for electro- 
mechanical parking brake sys- 
em 


5 - Right parking brake motor - 
V283- for-electromechanical 
parking brake 
Q Removing and installing 
=> page 200 
Q Tighten bolts to 12 Nm 
6 - Control unit for electrome- 
chanical parking brake - J540- 
Q Fitting location 
=> page 199 
QO Removing and installing 
=> page 199 


7 - Left parking brake motor - 
V282- for electromechanical 
parking brake 


QO Removing and installing 
=> page 200 
QO Tighten bolts to 12 Nm 
8 - Acoustic signal 
Q Warning signal if parking brake is operated while vehicle is in motion 
Q Warning signal if a fault is detected in the system 
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Fitting location and tightening torque for control unit for electro- 
mechanical parking brake - J540- 


+ sid location: behind luggage compartment side trim (right- 
side 


— Bolted version: Tighten nuts to 3 Nm. 


EATER) 


3.2 Removing and installing control unit for 
electromechanical parking brake - J540- 


(å) Note 


When renewing control unit for electromechanical parking brake 
- J540- , select “Replace” function for control unit for electrome- 
chanical parking brake - J540- using > Vehicle diagnostic tester, 
a a ad 


uided Functions}. 


Fitting location > page 199 
Special tools and workshop equipment required 


@ Torque wrench - V.A.G 1410- 
V.A.G 1410 


WO0-11174 
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Removing 


— Open side cap in luggage compartment (rear right) and place 
it to one side. 


— If fitted, remove retaining frame (bottom) for control units. 


— Vehicles without retaining frame\bottom) for control units: Re- 
move nuts. 


— Vehiclés,with retainingramebottom) for control units: Take 
control unit for electromechanical parking brake - J540- off 
threaded pins. 


— Slide retainer catch of electrical connection -2- forwards. 


— Remove control unit for electromechanical parking brake - 
J540- -1- 'with°connection: 


— Unplug electrical connector and detach control unit. 


Installing 

— Plug electrical connector -2- into control unit -J540- . 

- Slide retainer catch on connector to the rear so it engages. 
— Install control unit. 


— If previously fitted, install retaining frame (bottom) for control 
units (3 Nm). 


— When renewing control unit for electromechanical parking 
brake - J540- , select “Replace” function for control unit for 


electromechanical parking brake - J540- using > Vehicle di- 
agnostic tester, aaea ractie] 

— Fit side cap in luggage compartment (rear right). 

Tightening torques 


¢ = Fig. “Fitting location and tightening torque for control unit 
for electromechanical parking brake -J540- ”“ , page 199 


3.3 Removing and installing parking brake 
motor -V282- / -V283- 


Special tools and workshop equipment required 
@ Vehicle diagnostic tester 
@ Torque wrench - V.A.G 1331- 


Removing 
— Release parking brake. 


— Switch off ignition. 
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[a] Note 


Switch off ignition for at least 30 seconds before disconnecting 
connector. 


— Remove rear wheel: observe precautions for vehicles with ce- 
ramic brakes > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


[a] Note 


Clean whole area around connector and parking brake motor/ 
brake caliper. 


— Unplug electrical connector -arrow- on parking brake motor. 


— Remove both bolts for parking brake motor. 


- Take off parking brake motor -arrow-. 
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— Remove seal with suitable tool. 


a Note 


@ Take care not to damage the annular groove for the seal and 
the contact surface of the parking brake motor. 


@ Do not use tools with sharp edges. 


— If necessary clean annular groove and contact surfaces. Use 
only brake cleaner. 


Installing 
— Fit new seal. 


— Ifnecessary, turn back adjusting screw in brake caliper slightly 
using socket -1- to facilitate installation of parking brake motor. 


— Fit parking brake motor -arrow 1-. 


(å) Note 


Ensure that seal is fitted correctly. 


— Turn parking brake motor -arrow 2- to align bolt hole -a- with 
thread in brake caliper housing -b-. 


(È) Note ) 4 


Make sure the parking brake motor makes flush contact with the 
brake caliper housing. 


A Caution 


Risk of damage to thread 
$ Fit the bolts by hand and screw in several turns. 


@ /f the thread is damaged the complete brake caliper has 
to be renewed. 


— Tighten bolts for parking brake motor. 
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— Plug in electrical connector -arrow- on parking brake motor. 


— Fit rear wheel > Running gear, axles, steering; Rep. gr. 44; 
Wheels, tyres . 


— Switch on ignition. 


— After entering vehicle identification data, select[Guided Func- 
tions] mode. 


— Perform basic setting: 


Running gear/brake system 
01 Self-diagnosis compatible systems 


53 Control unit for electromechanical parking brake 
J540 
F : 


53 Functions - electromechanical parking brake 


53 46 Basic setting 
- Continue to follow the instructions on the vehicle diagnostic 
tester display. 
Tightening torques 
@ = “3.1 Overview of fitting locations - parking brake” 
page 198 
3.4 Releasing, parking. brake.manually 


A mechanical or electrical fault may make it necessary to release 
the parking brake mechanically in order to move the vehicle. 


Procedure 


(å) Note 


Perform the following procedure on each stationary rear wheel. 


Risk of accident! 


$ Before removing parking brake motor -V282- / -V283- , 
secure vehicle to prevent it from rolling. 


— Remove rear wheel > Running gear, axles, steering; Rep. gr. 
44 ; Wheels, tyres . 
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- Unplug electrical connector -1-. 


— Unscrew both securing bolts -1- on actuator motor. 


A WARNING 


Risk of accident! 


$ Before removing parking brake motor -V282- /-V283- , 
secure vehicle*topreventitfronrrolling. 


— Remove parking brake motor from,brake caliper, turning park- 
ing brake motor back and forth slightly. 


— Turn back drive shaft -item A- until brake is released. 


(å) Note 


After repairing fault, install parking brake motor > page 200 . 
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4 Brake pedal 


=> “4.1 Exploded view - brake pedal”, page 205 
=> “4.2 Removing’and installing mounting bracket”, page 207 


> “4,3 Separating brake’ pedal from brake servo”, page 210 


> "4.4 Connecting brake pedal to brake servo”, page 211 


> “4.5 Removing and installing brake pedal”, page 211 


4.1 Exploded view. - brake pedal 


A WARNING 


Risk of accident! 


@ The brake pedal travel must not be restricted by additional 
floor coverings. 


[a] Note 


Apply grease, part number G 000 450 02, to all bearing and con- 
tact surfaces. 
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1 - Brake pedal 
Q Separating from brake 
servo > page 210 
Q Connecting to brake 
servo > page 211 
Q Removing and installing 
> page 211 


Caution 


If possible, leave the 
stop fitted on the brake 
pedal. The mounting for 


the brake light switch - F- 
could break off if the 
brake pedal is released 
too abruptly. 


2 - Securing clip 

QO) Renew after removing 
3 - Nuts 

Q 8Nm 
4 - Mounting bracket for pedal 
cluster 

QO) Removing and installing 

=> page 207 

5 - Pivot pin 

ü For brake pedal 
6 - Securing clip 

QO) Renew after removing 


7 - Brake pedal position sender 
1 


Q With magnet carrier 
Q For vehicles with high-voltage system 
QO Removing and installing > page 53 
8 - Bolt 
QO 4.5Nm 
9 - Bolt 
Q Holds pivot pin in position 
QO 8Nm 
10 - Brake light switch - F- 
QO) Removing and installing > page 51 
11 - Bolt 
Q Pedal bracket to steering column 
QO 20;Nm 
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12 - Stop 


Caution 


If possible, leave the 
stop fitted on the brake 
pedal. The. mounting. for 


the brake light switch - F- 
could break off if the 
brake pedal, is; released 
too abruptly. 


13 - Pedal rubber 


4.2 Removing and installing mounting 
bracket 
Special tools and workshop equipment required 


@ Torque wrench - V.A.G 1331- 
V.A.G 1331 


WO0-11166 


Removing 


— Remove body brace > Running gear, axles, steering; Rep. 
gr. 40 ; Suspension strut, upper links; Removing and installing 
body brace . 


— Remove footwell vent > Heating, air conditioning; Rep. gr. 
87 ; Air duct system; Removing and installing footwell vent 
(driver side) . 


— Separate brake pedal from brake servo > page 210. 
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— Press connector catch -1- upwards -arrow- and unplug elec- 
trical connector -2-. 


— Move electrical wiring clear. 


a Note 


Disregard -item 3-. 


Vehicles with high-voltage system: 


— Unpl ver eohe connector -1- at brake pedal position sender 
- G100- -item 2- 


a Note 


Disregard -arrows-. 


All vehicles (continued): n, 


- Remove nufS-aroms- and bolt -1-. 


Eg 
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s-affows: securing brake servo to mounting 


— Detach imal bracket (with brake pedal fitted) and accel- 
erator pedal module. 


+“ Remove brake pedal > page 211 | 


— Remove accelerator pedal module > ‘Fuel supply system; 
Rep. gre 20; Accelerator mechanism; Removing and installing 
eerie ris pone module with accelerator position sender - 


Installing 
Installation is carried out in reverse order; note the following: 


— Install accelerator pedal module > Fuel supply system; Rep. 
gr. 20 ; Accelerator mechanism; Removing and installing ac- 
celerator pedal module with accelerator position sender - 
G79- / -G185- 


— Install brake pedal > page 211. 


— Insert pedal bracket with brake pedal and accelerator pedal 
module fitted. 


* The pedal bracket must be seated in the guides on the bulk- 
head. 


— Fit bolts -arrows- securing brake servo/mounting bracket and 
tighten. 


— Tighten nuts -arrows- and bolt -1-. 


— Install footwell vent > Heating, air conditioning; Rep. gr. 87 ; 
Air duct system; Removing and installing footwell vent (driver 
side) . 


— Connect brake pedal to brake servo > page 211. 


— Install body brace > Running gear, axles, steering; Rep. gr. 
40 ; Suspension strut, upper links; Removing and installing 
body brace . 


A WARNING 


Risk of accident! 


@ Make sure that the brakes work properly before the vehicle 
Is driven on the road. 


Tightening torques 
@ = “4.1 Exploded view - brake pedal”, page 205 
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4.3 Separating brake pedal from brake ser- 
vo 


A Caution 


/f possible, leave the stop fitted on the brake pedal. The mount- 
ing for the brake light switch - F- could break off if the brake 
pedal is released too abruptly. 


Special tools and workshop equipment required 
+ Release tool - T40136- 
T40136 


Procedure 
— Remove brake light switch - F- > page 51. 
— First press brake pedal in direction of brake servo and hold. 


— Insert release tool - T40136- and pull towards driver's seat, at 
the same time holding brake pedal -1- in position to stop it 
moving towards the rear. This will press the retaining lugs 
-3- of the mounting off the ball head of the push rod -2-. 


(å) Note 


For ease of illustration, components are shown with pedal cluster 
removed. 


— Pull release tool - T40136- and brake pedal together towards 
driver's seat (this will pull the brake pedal off the ball head of 
the push rod). 


A46-10132 
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4.4 Connecting brake pedal to brake servo 
Procedure 


— Hold ball head of push rod in front of mounting and push brake 
pedal towards brake servo -arrow- until ball head audibly locks 
into place. 


— Install brake light switch - F- > page 51. 


A WARNING 


Risk of accident! 


@ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


447-0034 


4.5 Removingjand installing brake pedal 
Special tools,and workshop equipment required 


@ Torque wrench - V.A.G 1410- 
V.A.G 1410 


wWO0-11174 


Removing 

Vehicles with manual gearbox: 

— Remove mounting bracket > page 207 . 

All vehicles (continued): 

— Slacken retaining bolt -3- for pin. 

— Pull both securing clips -1- off pin. 

- Slide pin -5- out of brake pedal -2- and mounting bracket -4-. 
— Take off brake pedal. 


Installing 


A Caution 


/f possible, leave the stop fitted on the brake pedal. The mount- 
ing for the brake light switch - F- could break off if the brake 
pedal is released too abruptly. 


— Push retaining clip (right-side) onto pin. 


— Slide pin from right to left through shaft in brake pedal. 
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— Secure pin with retaining clip -1- on left side. 


The pin must be secured with the retaining clips on both sides. 
Fit bolt -3- and tighten. 
Install mounting bracket > page 207 . 


A WARNING 


Risk of accident! 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 
@ = “4.1 Exploded view - brake pedal”, page 205 
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47 — Brakes - hydraulics 


1 Front brake caliper 


> “1.1 Exploded view - front brake caliper”, page 213 


> “1.2 Removing and installing brake caliper piston”, page 216 
> “1.3 Renewing bearing bushes and guide pins”, page 226 


1.1 Exploded view - front brake caliper 
> “1.1.1 Exploded view - front brake caliper (1LA/1LJ)”, 
page 213 


> “1.1.3 Exploded view - front brake caliper (1LF/1LL)”, 
page 214 


=> “1.1.5 Exploded view - front brake caliper (1LU/1LM/1LX/1LW/ 
1LN)”, page 215 


1.1.1 Exploded view - front brake caliper (1LA/1LJ) 


1 - Brake caliper 
2 - Guide pin 
Q Bolt, 2x 
QO Renewing > page 226 


3 - Bearing bush 
Q Bolt, 2x 
QO Renewing > page 226 


4 - Seal 


5 - Brake caliper piston 


QO) Removing and installing 
=> page 216 

Q Apply a small amount of 
lithium grease > Elec- 
tronic parts catalogue 
“ETKA” 


6 - Protective cap 


Q If damaged, install all 
parts supplied in repair 
kit > Electronic parts 
catalogue “ETKA” . 
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1.1.2 Removing protective cap and seal 


Removal tool - VAS 40338- 


— Carefully lever protective cap -1- and seal out of brake caliper 
with gentle movements using removaltool -VAS 40338--2-; 
take care not to damage groove for protective cap in brake 
caliper. 


A00-11206 


1.1.3 Exploded view - front brake caliper (1LF/1LL) 


1 - Brake caliper 


2 - Bearing bush 
QO Bolt, 2x 
QO Renew if damaged 
=> page 227 
3 - Protective cap 
Q Bolt, 2x 
Q Press onto bearing bush 


4 - Seal 
Q Bolt, 2x 
Q Ape a small amount of 
lithi 


um grease > Elec- 
tronic parts catalogue 
“ETKA” 


5 - Brake caliper piston 
Q Bolt, 2x 
Q Removing and installing 
=> page 219 


Q Apply a small amount of 
lithium grease > Elec- 
tronic parts catalogue 
“ETKA” 


6 - Protective cap 


OQ Bolt, 2x 


Q If damaged, install all 
parts supplied in repair 
kit > Electronic parts 
catalogue “ETKA” . 


Q Apply a small amount of 
lithium grease > Elec- 


aba parts catalogue 


1.1.4 Removing protective cap and seal 
Removal tool - VAS 40338- 
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— Carefully lever protective cap -1- and seal out of brake caliper 
with gentle movements using removal tool - VAS 40338- -2-; 
pot care not to damage groove for protective cap in brake 
caliper. 


A00-11206 


1.1.5 Exploded view - front brake caliper (1LU/1LM/1LX/1LW/1LN) 


1 - Brake caliper 


2 - Seal 
QO 6x 


Q Apply a small amount of 
lithium grease > Elec- 
tronic parts catalogue 
“ETKA” 


3 - Brake caliper piston 
QO 6x 
Q Removing and installing 
> page 223 
Q Apply a small amount of 
lithium grease > Elec- 


tronic parts catalogue 
“ETKA” 


4 - Protective cap 
Q 6x 


Q If damaged, install all 
parts supplied in repair 
kit = Electronic parts 
catalogue “ETKA” . 


Q Apply a small amount of 
lithium grease > Elec- 
tronic parts catalogue 
“ETKA” 


A47 -10151 


The guide pińs fof the brake pads on the brake calipers may 
be loosened for ceramic brakes (PR number 1LW).only. 
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Tightening torque for guide pins -arrows- (brakes 1LW): 24 Nm 


1.1.6 Removing protective cap and seal 
Removal tool - VAS 40338- 


— Carefully lever protective cap -1- and seal out of brake caliper 
with gentle movements using removal tool - VAS 40338- -2-; 
take care not to damage groove for protective cap in brake 
caliper. 


A00-11206 


1.2 Removing and installing brake caliper 
piston 


> “1.2.1 Removing and installing brake caliper piston (1LA/1LJ)”, 
page 216 


> “1.2.2 Removing and installing brake caliper piston (1LF/1LL)”, 
page 219 


1.2.1 Removing and installing brake caliper 
piston (1LA/1LJ) 

Removing 

Special tools and workshop ẹquipment required 

¢ Assembly paste - G 052 150 A2- 

@ Removal tool - VAS 40338- 
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@ Carefully lever protective cap -1- and seal out of brake caliper 
with gentle movements using removal tool - VAS 40338- -2-; 
bots care not to damage groove for protective cap in brake 
caliper. 


A00-11206 


+ Piston resetting appliance - T10145- 
710145 


f wo0-11606 | 


+ Safety goggles 

+ Protective gloves 

+ Lithium grease > Electronic parts catalogue “ETKA” 
Removing 


— Remove brake caliper and disconnect from hydraulic system 
=> page 124. 


— Clamp brake caliper in jaws of vice. Use protective jaw covers. 


A WARNING 


Risk of injury. 
$ Puton safety goggles. 


@ When pressing out brake caliper piston, DO NOT reach 


into brake caliper with your fingers. 


$ Place a cloth over bore in brake caliper to catch any brake 
fluid spatter. Wrap another cloth tightly around nozzle of 
compressea-air gun applied to brake caliper. 


$ Always wear chemical-resistant protective gloves to pre- 
vent brake fluid from contacting skin. 


[a] Note 


@ Take care not to damage paint coating on brake caliper. 


@ Take care not to damage cylinder surface. 


— Place a piece of wood in the caliper to prevent damage to the 
piston when it is forced out. 
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Removal tool - VAS 40338- 


- Carefully lever protective cap -1- out of brake caliper with gen- 
tle movements using removal tool - VAS 40338- -2-; take care 
not to damage groove for protective cap in brake caliper. 


— Apply compressed air nozzle to threaded hole for brake hose 
-arrow- and press piston out of caliper. 


Removal tool - VAS 40338- 


— Carefully lever seal out of brake caliper with gentle movements 
using removal tool - VAS 40338- -2-; take care not to damage 
groove for protective cap in brake caliper. 


Installing 


(à Note 


+è /nstall all parts*supplied imrepdirKit. 
@ Use only methylated spirits to clean the brake components. 


¢ The brake caliper must be replaced if a brake caliper piston or r À 
piston bore is\damaged: 


— The surfaces of the brake caliper piston and seal must be 
cleaned only with methylated spirits and then dried. 


— Before inserting, apply thin coat of lithium grease to brake cal- 
iper piston and seal. 


Insert inner seal into groove -arrow- in brake caliper. 
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— Push protective cap onto brake caliper housing and press it in 
so that it makes contact all round. 


* Atthis stage it should not be possible to remove the protective 
cap from the brake caliper housing by hand. 


A Caution 


Risk of damage to protective cap and seal. 


$ Take care to keep brake caliper piston straight. 
— Press brake caliper piston lightly against protective cap. 


— Inflate protective cap using nozzle of compressed air gun 
(maximum 3 bar). 


* This will make the protective cap slip onto the brake caliper 
piston. 

— Press brake caliper piston into caliper using piston resetting 
appliance - T10145- . 


* The inner sealing lip on the protective cap will then locate in 
the groove in the brake caliper piston. 


— Install brake caliper > page 124. 


A47-10027 


1.2.2 Removing and installing brake caliper 
piston (1LF/1LL) 

Special tools and workshop equipment required 

+ Removal tool - VAS 40338- 


@ Carefully lever protective cap -1- and seal out of brake caliper 
with gentle movements using removal tool - VAS 40338- -2-; 
take care not to damage groove for protective cap in brake 
caliper. 


1. Front brake caliper 21 9 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Brake system - Edition 03.2019 


+ Piston resetting appliance - T10145- 
710145 


W00-11606 


@ -1T10146/5- from assembly tool - T10146- 


W00-10072 


+ Safety goggles 

@ Protective gloves 

+ Lithium grease Electronic parts catalogue “ETKA” 
Removing 


— Remove brake caliper and disconnect from hydraulic system 
> page 124. 


— Clamp brake caliper in jaws of vice: Use protective jaw covers. 


A WARNING 


Risk of injury. 
Put on safety goggles. 
When pressing out brake caliper piston, DO NOT reach 


into brake caliper with your fingers. 


Place a cloth over bore in brake caliper to catch any brake 
fluid spatter. Wrap another cloth tightly around nozzle of 
compressea-air gun applied to brake caliper. 


Always wear chemical-resistant protective gloves to pre- 
vent brake fluid from contacting skin. 


220 Rep. gr.47 - Brakes - hydraulics 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Brake system - Edition 03.2019 


[a] Note 


+ 


+ 


Removal tool - VAS 40338- 


Take care not to damage paint on brake caliper when remov- 
ing brake caliper pistons and protective caps. 


When removing ensure that the bore of the cylinder is not 
damaged. 


The brake caliper pistons can only be removed one at a time. 
Use the piston resetting appliance - T10145- -item 1- to hold 
the second brake caliper piston in place in the brake caliper. 


Place a piece of wood in the caliper to prevent damage to the 
piston when it is forced out. 


Carefully lever protective cap -1- out of brake caliper with gen- 
tle movements using removal tool - VAS 40338- -2-; take care 
not to damage groove for protective cap in brake caliper. 


A00-11206 
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— Apply compressed air nozzle to threaded hole for brake hose 
and press piston out of caliper. 


1- Piston resetting appliance - T10145- 


— Carefully lever seal out of brake caliper with gentle movements 
using removal tool - VAS 40338- -2-; take care not to damage 
groove for protective cap in brake caliper. 


Installing 


a Note pe — St 
+è /nstall all parts supplied in repair kit. 


@ Use only methylated spirits to clean the brake components. 

@ The brake caliper must be replaced if a brake caliper piston or 
piston bore is damaged. 

— The surfaces of the piston and seal must be cleaned only with 
methylated spirits and then dried. 


— Before inserting, apply thin coat of lithium grease to brake cal- 
iper piston and seal. 


— Using removal wedge - 3409- , insert inner seal into groove of 
brake caliper. 


-— Fit protective cap using assembly tool for protective caps - 
T10146/5- -item 1- and piston resetting appliance - T10145- 
-item 2-. 


A 


— Push protective cap onto brake caliper housing and press it in 
so that it is seated flush all round -arrow-. 
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* Atthis stage it should not be possible to remove the protective 
cap from the brake caliper housing by hand. 


— Before inserting, apply thin coat of lithium grease to piston and 
protective cap. 


— Hold brake caliper piston with standard extension -1- and 
ratchet attachment and press lightly onto protective cap, as 
shown in illustration. 


* Keep the piston straight to avoid damaging the seal. 


— Apply compressed ‘airnozzle -2to threaded hole for brake 
hose and blow air into\protective cap with no more than 3 bar 
so that cap springs onto piston. 


— Press piston -2-\into brake caliper housing by hand: 


* The inner sealing lip on the protective cap -1- will then locate 
in the piston groove. 


— Repeat the procedure on the other brake caliper piston. 
— Install brake caliper > page 124. 


1.2.3 Removing and installing brake caliper 
piston (1LU/1LM/1LX/1LN/1LW) 


FB) ct 


Procedure for steel version brakes and ceramic brakes is identi- 
cal. 

Special tools and workshop equipment required 

@ Assembly paste - G 052 150 A2- 

+ Removal tool - VAS 40338- 
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¢@ Carefully lever protective cap -1- and seal out of brake caliper 
with gentle movements using removal tool - VAS 40338- -2-; 
pact care not to damage groove for protective cap in brake 
caliper. 


A00-11206 


+ Piston resetting appliance - T10145- 
710145 


W00-11606 


@ Safety goggles 

¢ Protective gloves 

+ Lithium grease > Electronic parts catalogue “ETKA” 
Removing 


— Remove brake caliper and disconnect from hydraulic system 
> page 124. 


— Clamp brake caliper in jaws of vice. Use protective jaw covers. 


A WARNING 


Risk of injury. 
Put on safety goggles. 


When pressing out brake caliper piston, DO NOT reach 
into brake caliper with your fingers. 


Place a cloth over bore in brake caliper to catch any brake 
fluid’ spatter. Wrap.another cloth tightly around nozzle of 
compressed-air gun applied to brake caliper. 


Always wear chemical-resistant protective gloves to pre- 
vent brake fluidtrom contacting skin. 


a Note 


è Take care not to damage paint on brake caliper when remov- 
ing brake caliper pistons and protective caps. 


@ The brake caliper pistons can only be removed one at a time. 
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— Use the piston resetting appliance - T10145- -item a- to hold 
the opposite brake caliper piston in place in the brake caliper. 


- To avoid damaging the paint on the caliper, insert a piece of 
rubber between the piston resetting appliance - T10145- and 
the caliper. 


— Use blocks of wood or similar -b- to keep the other pistons in 
place. Also place a piece of wood -c- against the piston reset- 
ting appliance - T10145- to prevent the brake caliper piston 
from being damaged when it is forced out. 


Removal tool - VAS 40338- 


— Carefully lever protective cap -1- out of brake caliper with gen- 
tle movements using removal tool - VAS 40338- -2-; take care 
not to damage groove for protective cap in brake caliper. 


— Apply compressed air/nozzle to threaded hole for brake hose 
and press pistonout oftcaliper: 


1- Piston resetting appliance - T10145- 


— Carefully lever seal out of brake caliper with gentle movements 
using removal.tool = VAS 40338- -2-; take care not‘to damage 
groove for protective cap in brake caliper. 


Installing 


(å) Note 


@ /nstall all parts supplied in repair kit. 


@ Use only methylated spirits to clean the brake components. 

@ The brake caliper must be replaced if a brake caliper piston or 
piston bore is damaged. 

— The surfaces of the piston and seal must be cleaned only with 
methylated spirits and then dried. 


- Before inserting, apply thin coat of lithium grease to brake cal- 
iper piston and seal. 
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— Insert seal in brake caliper. 


A Caution 


Risk of damage to brake caliper pistons for ceramic brakes 


@ The ceramic inserts on the brake caliper piston act as heat 
insulators and must not be separated from the brake cal- 
iper piston. If the ceramic insert is damaged, the brake 
caliper piston must be renewed for safety reasons. 


— Fit protective cap onto brake caliper piston. 


— Push piston into caliper, exerting even pressure and making 
sure piston is straight. 


— Press protective cap into groove on brake caliper. 


* The protective cap must be securely seated in the groove. If 
necessary, press in further.using_piston.resetting appliance - 
T10145-. 


— Repeat procedure on.next brake caliper piston. 
— Install brake caliper > page.124 . 


1.3 Renewing bearing bushes and guide 
pins 

> “1.3.1 Renewing bearing bushes and guide pins - steel version 

brakes (1LA/1LJ)”, page 226 


> “1.3.2 Renewing bearing bushes and guide pins - steel version 
brakes (1LF/1LL)”, page 227 


1.3.1 Renewing bearing bushes and guide 
pins - steel version brakes (1LA/1LJ) 

Special tools and workshop equipment required 

+ Lithium grease = Electronic parts catalogue 

Removing 

— Remove brake pads > page 79. 
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- On outside, pull bearing bush2- out of groove in guide pin 


— Pull guide pin outwards out of bearing bush. 

— Pull bearing bush out of brake caliper. 

Installing 

— Apply a small amount of grease (from repair kit) to guide pin. 


— Carefully push guide pin into bearing bush as far as first 
groove. 


— Insert bearing bush into brake caliper. 
* Bearing bush must be seated centrally in brake caliper. 


— Push guide pin through bearing bush. 


e The bearing bush must now be seated in both grooves on the 
guide pin. 


— Check that both guide pins move easily. 
* It should be possible to slide both guide pins in and out. 
— Install brake pads > page 79. 


1.3.2 Renewing bearing bushes and guide 
pins - steel version brakes (1LF/1LL) 

Special tools and workshop equipment required 

+è Lithium grease > Electronic parts catalogue 

Removing 

— Remove brake pads > page 84. 

— Pull guide pin -1- outwards out of bearing bush. 

— Pull bearing bush -2- out of brake caliper. 

— Insert bearing bush into brake caliper. 

* Bearing bush must be seated centrally in brake caliper. 

— Apply a small amount of grease (from repair kit) to guide pin. 

— Push guide pin into bearing bush. 

— Check that both guide pins move easily. 

* It should be possible to slide both guide pins in and out. 


— Install brake pads = page 84. 
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2 Rear brake caliper 
> “2.1 Explodedwiewawfeanbrakeicalipér., page 228 
> “2.2 Removing and installing brake caliper piston”, page 228 


2.1 Exploded view = rear brake caliper 


1 - Bolt 


Q Tightening torque 
> Item 6,(page-154) 


2 - Brake caliper housing 


3 - Bleeder screw 


Q Tightening torque 
> Item 4 (page 154) 


4 - Dust cap 


5 - Seal 


Q Apply a small amount of 
lithium grease > Elec- 
tronic parts catalogue 
“ TKA” 


6 - Compressor nut 
Q To operate parking 
brake 
7 - Brake caliper piston 
Q) Removing and installing 
=> page 228 


Q Apply a small amount of 
lithium grease > Elec- 
tronic parts catalogue 
“ETKA” 


8 - Guide pin 


Q Lubricate before instal- 
ling bearing bush 


OY Replacement parts are 
supplied with sufficient 
grease 


9 - Bearing bush 


Q Fit onto brake carrier 
and guide pin 


10 - Brake carrier 
Q With guide pin(s) and bearing bush 
QO Replacement carriers are supplied assembled and with sufficient grease on guide pins 


QO) If protective caps or guide pins are damaged, renew using repair kit. Use grease sachet supplied to 
lubricate the guide pins. 


11 - Protective cap 
QO Removing and installing > page 228 


2.2 Removing and installing brake caliper 
piston 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


wW00-11118 


+ Removal tool - VAS 40338- 


+ Carefully lever protective cap è1- and seal out of brake caliper 
with gentle movements using removal tool - VAS 40338- -2-; 
take,care not to damage groove for protective cap in brake 
caliper: 


A00-11206 


+ Piston resetting appliance - T10145- 
710145 


@ Safety goggles 

+ Protective gloves 

+è Lithium grease = Electronic parts catalogue “ETKA” 
Removing 


— Remove brake caliper and disconnect from hydraulic system 
=> page 179. 


— Clamp brake caliper in jaws of vice. Use protective jaw covers. 
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A WARNING 


Risk of injury. 


Put on safety goggles. 


When pressing out brake caliper piston, DO NOT reach 
into brake caliper with your fingers. 


Place a cloth over bore in brake caliper to catch any brake 
fluid spatter. Wrap another cloth tightly around nozzle of 
compressed-air gun applied to brake caliper. 


Always wear chemical-resistant protective gloves to pre- 
vent brake fluid from contacting skin. 


[a| Note 


@ Take care not to damage paint on brake caliper when remov- 
ing brake caliper piston and protective cap. 


@ When removing ensure that the bore of the cylinder is not 
damaged. 
— Screw piston out of brake caliper as far as possible. 


— Place a piece of wood in the caliper to prevent damage to the 
piston when it is forced out. 


— Apply compressed air nozzle to threaded hole for brake hose 
and press piston out of caliper. 


Removal tool - VAS 40338- 


Carefully lever protective cap -1- and seal out of brake caliper with 
gentle movements using removal tool - VAS 40338- -2-; take care 
not to damage groove for protective cap in brake caliper. 


Installing 


a Note 


è /nstall all parts supplied in repair kit. 
@ Use only methylated spirits to clean the brake componenis. 


+è The brake caliper must be replaced if a brake caliper piston or DN 
piston bore is damaged. 


— The surfaces of the piston and sealmust be cleaned only with 
methylated spirits and then dried. 


- Before inserting, apply thin coat of lithium grease to brake cal- 
iper piston and seal. 
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— Fit seal in brake caliper using removal wedge - 3409- . 


A47-10012 


— Fit protective cap onto brake caliper piston, as shown in illus- 
tration. 


— [Screw compressor nut -1- clockwise into brake caliper 
-arrow-/as far as stop and then slacken off by a quarter turn. 


— Fit protective cap into groove in brake caliper using removal 
wedge - 3409- . 


= el press piston into brake caliper, moving piston as re- 
quired. 


* The brake caliper piston must be guided over the compressor 
nut. 
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— After guiding brake caliper piston onto compressor nut, press 
piston into brake caliper as far as stop. 


(a) Note 


Take care not to damage the compressor nut. 


A47-10015 


* The seal must fit flush in the brake caliper all round -arrows-. 


A47-10017 


— Press piston into brake caliper by hand. 


* The inner sealing lip on the protective cap will then locate in 
the piston groove. 


[a| Note 


+è You can also use piston resetting appliance - T10145- to press 
in the brake caliper piston. 


@ Make sure that the protective cap is located in the groove of 
the brake caliper piston when the piston is pressed in all the 


A47-10018 
way. ee 


— Install brake caliper > page 179. 
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3 Brake servo / brake master cylinder 


> “3.1 Exploded view - brake servo / brake master cylinder’, page 
233 


> “3.2 Removing and installing brake servo”, page 234 


> “3.3 Removing and installing brake master cylinder” 
page 237 


> “3.4 Removing and installing brake fluid reservoir’, page 239 


3.1 Exploded view - brake servo / brake master cylinder 


[a] Note 


The installation positionis shown forJeft-hand drive vehicles, right-hand drive is similar. 


1 - Bolt 
QO 23Nm 


2 - Brake lines 
QO 24Nm 


3 - Brake master cylinder 


Q Cannot be repaired. Re- 
new complete unit if de- 
fective 


Q Removing and installing 
=> page 237 
4 - Sealing plug 
Q Moisten with brake fluid 
and press into brake flu- 
id reservoir 
5 - Grommet 
Q For vacuum line 
Q Insert into brake servo 
unit 
6 - Locking pin 


Q Slide through brake fluid 
reservoir and brake 
master cylinder 


Q Locking pin must be 
pressed into lug on 
brake fluid reservoir 

7 - Brake fluid reservoir 
QO) Removing and installing 


> page 239 
8 - Seal 
9 - Filler cap 


Q With brake fluid level 
warning contact - F34- 


10 - Rubber buffer 


11 - Guard plate 
QO Depending on version 


3. Brake servo / brake master cylinder 233 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Brake system - Edition 03.2019 


12 - Rubber buffer 
13 - Bolt 
QO 8Nm 
14 - Gasket 
QO Renew after removing 


15 - Brake servo 
OQ With bonded gasket 
QO Renew complete unit if defective. 
Q Functional check: 


— Firmly depress brake pedal several times with engine switched off (to vent vacuum in servo unit) 


— Then hold brake pedal in applied position employing moderate force and start engine. If the servo unit 
is working properly, the pedal will give slightly under foot (servo assistance becomes activated). 


QO Removing and installing > page 234 
Q Adjusting ball head > page 234 

16 - Seal 
QO Renew after removing 


17 - Nut 
Q Self-locking 
QO Renew after removing 
Q 49Nm 


Adjusting ball head on brake servo 
Dimension a = 164.7 mm + 0.5 mm 


R it 


@ Surface -1- for measuring 


@ The ball head must be set at right angles to the surface of the 
brake servo when taking the measurement. 


@ Measure to end of ball head without gasket fitted. 


Tightening torque 


[Component Nm | 
Ball head to brake servo 


3.2 Removing and installing brake servo 


Special tools and workshop equipment required 
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@ Torque wrench - V.A.G 1331- 
V.A.G 1331 


WO0-11166 


+ Sealing plugs from assembly parts set - 5Q0 698 311- 
4 -- 2 
N45-10322 


1- M10 sealing plugs 


2- M12 sealing plugs 
Removing 
— Switch off engine. 


— Press brake pedal repeatedly until there is no more servo as- 
sistance. 


e “The brake pedal will become heavy. 
— Separate brake pedal from brake servo > page 210. 


— Remove plenum chamber partition panel > General body re- 
pairs, exterior; Rep. gr. 50 ; Bulkhead; Exploded view - plenum 
chamber, partition panel. 


—»dRemove brake fluid -reservoin= page 239): 


—\, Unplug-electrical-connector -1- on brake»servo pressure-sen- 
sor - G294-. 


A Caution 


Risk of damage to vacuum hoses 


$ Disconnect vacuum hoses carefully. Damaged vacuum 
hoses must be renewed. 


— Disconnect vacuum hose -2- from brake servo and remove. 


— Place sufficient lint-free cloths underneath brake servo. 
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Disconnect brake lines -2-. 


Seal open lines and connections using sealing plugs from as- 
sembly parts set - 5Q0 698 311-. 


Remove bolts -1- for brake servo. 
Take off brake servo with brake master cylinder. 


Installing 


Before installing brake master cylinder, clean any residual 
brake fluid off plenum chamber. 


When assembling brake master cylinder with brake servo unit, 
make sure push rod is properly positioned in brake master 
cylinder. 


Check that boot has not slipped out of circumferential groove 
as shown in illustration. 


Carefully insert brake servo in guide and secure with bolts. 
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— Tighten bolts -1- for brake servo. 


— Insert vacuum hose in brake servo. 


A Caution 


Risk of damage to vacuum hoses 
@ Damaged vacuum hoses must be renewed. 


— First insert all brake lines -2- in brake master cylinder and 
screw on lightly. 


— Tighten brake lines -2-. 
— Install brake fluid reservoir > page 239 . 


— Install plenum chamber partition panel > General body re- 
pairs, exterior; Rep. gr. 50 ; Bulkhead; Removing and instal- 
ling plenum chamber partition panel . 


— Connect brake pedal to brake servo > page 211. 


(å) Note 


Make sure that the ball head on the brake servo is installed in the 
correct position in the mounting on the brake pedal. 


— Bleed brake system > page 273. 


A ot 


+è Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


A WARNING 


Risk of accident! 
@ Make sure that the brakes work properly before the vehicle 
is driver on theroad. 
Tightening torques 
@ = “3.1 Exploded view - brake servo / brake master cylinder’, 
page.233 
3.3 Removing and installing brake master 
cylinder 


Special tools and workshop equipment required 
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@ Torque wrench - V.A.G 1331- 
V.A.G 1331 


WO0-11166 


N45-10322 


1- M10'sealing plugs 
2- M12 sealing plugs 


Removing 


A WARNING 


Risk to health 


Brake fluid is poisonous and must NOT be drawn off by 
sucking through a hose. 


Always wear chemical-resistant protective gloves to pre- 
vent brake fluid from contacting skin. 


Always observe the relevant environmental regulations for 
disposal. 


Risk of malfunction if brake fluid comes into contact with fluids 
containing mineral oils. 


@ Brake fluid must NOT come into contact with fluids con- 
taining mineral oils (oil, petrol, cleaning agents). Protec- 
tive gloves must be free of oil and grease. 


Risk of damage to paintwork surfaces 


$ Due to its corrosive effect, brake fluid must not be allowed 
to come into contact with paintwork. Rinse off brake fluid 
spillages immediately using plenty of water. 


— Remove brake fluid reservoir > page 239 . 
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[a] Note 


Place a cloth under the connection to catch escaping brake fluid. 

— Disconnect brake lines -2- and seal with sealing plugs from 
assembly parts set - 5Q0 698 311- . 

— Remove nuts -arrows-. 


— Detach brake master cylinder -1- from brake servo and re- 
move. 


Installing 


Installationsis,carriedeout inreverse order; note the following: 


[a] Note 


Renew gasket after removing. 


A Caution 


Risk of damage to brake servo 
$ Brake fluid must not be allowed to enter the brake servo. 


— When fitting brake master cylinder -1-, make sure that push 
rod -3- is correctly positioned in brake servo -2-. 


— |f necessary, have a second mechanic depress brake pedal 
slightly to facilitate insertion of brake master cylinder in push 
rod. 


— Install brake fluid reservoir > page 239 . 


VAN WARNING 


Risk of accident! 


@ Make sure that the brakes work properly before the vehicle 


is driven on the road. 


Tightening torques 


@ = “3.1 Exploded view - brake servo / brake master cylinder” 
page 233 


3.4 Removing and installing brake fluid res- 
ervoir 


Special tools and workshop equipment required 
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@ Torque wrench - V.A.G 1331- 
V.A.G 1331 


WO0-11166 


+ Brake filling and bleeding equipment - VAS 5234- 
VAS 5234 


WOO-11277 


+ Sealing plugs from assembly parts set - 5Q0 698 311- | 
1 ; 2 


1.-:--M10.sealing plugs 
2-miM42 sealing, plugs 


Removing 


— Remove body brace > Running gear, axles, steering; Rep. 
gr. 40 ; Suspension strut, upper links; Removing and installing 


body brace . 
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Vehicles with guard plate: 


— Unplug electrical connector -2- from brake fluid level warning 
contact - F34- . 


— Remove bolt -arrow- and detach guard plate -1-. 
All vehicles (continued): 
— Open brake fluid reservoir. 


[a] Note 


To protect against escaping brake fluid, place a sufficient number 
of lint-free cloths in area beneath brake master cylinder. 


A WARNING 


Risk to health 


Brake fluid is poisonous and must NOT be drawn off by 
sucking through a hose. 


Always wear chemical-resistant protective gloves to pre- 
vent brake fluid from. contacting skin. 


Always observe.the relevant environmental regulations for 
disposal. 


Risk of malfunction if brake fluid comes into contact with fluids 
containing mineral oils. 


$ Brake fluid must NOT come into contact with fluids con- 
taining mineral oils (oil, petrol, cleaning agents). Protec- 
tive gloves must be free of oil and grease. 


Risk of damage to paintwork surfaces 


$ Due to its corrosive effect, brake fluid must not be allowed 
to come into contact with paintwork. Rinse off brake fluid 
spillages immediately using plenty of water. 


— Draw off as much brake fluid as possible from brake fluid res- 
ervoir using brake filling and bleeding equipment - VAS 5234- 
and adapter - VAS 5234/1A- . 


A47-10166 
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— Pull locking pin -1- for brake fluid reservoir sideways out of 
reservoir and brake master cylinder. 


— Pull off and remove brake fluid reservoir -3-. 


a Note 


@ The underside of the brake fluid reservoir clips into the brake 
master cylinder. 


@ Disregard -item 2-. 


A47-10219 


— Seal open lines and connections using sealing plugs from as- 
sembly parts set - 5Q0 698 311-. 


Installing 

Installation is carried out in reverse order; note the following: 

— Lubricate plugs on brake fluid reservoir with brake fluid. 

- Insert brake fluid reservoir -3- in sealing plugs in brake master 
cylinder. 


- Slide locking pin -1- through brake fluid reservoir and brake 
master cylinder so that it engages in retaining lugs -2-. 


— Plugin electrical connector at brake fluid level warning contact 
- F34-. 


— If fitted previously, install guard plate. 


— Fill up brake fluid to “MIN” mark. 
Bleed brake system > page 273. 


(à) Note 


@ Bleed at each bl de 
screws, first bleed.at 


or has two bleeder 


@ Bleeder screw: 10 Nm OO 


A WARNING 


Risk of accident! 


A47-10220 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Tightening torques 


@ = “3.1 Exploded view - brake servo / brake master cylinder” 
page 233 
@ Body brace > Running gear, axles, steering; Rep. gr. 40; 


Suspension strut, upper links; Exploded view - suspension 
strut, upper links 
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4 Vacuum system 


=> “4.1 Exploded view - electric vacuum pump”, page 243 
> “4.2 Exploded view - vacuum pump”, page 244 
> “4.3 Checking non-return valve”, page 248 


=> “4.4 Removing and installing non-return valve”, page 249 


> “4.5 Removing and installing brake servo pressure sensor” 
page 252 


=> “4.6 Checking vacuum system”, page 252 


=> “4.7 Removing and installing electric vacuum pump for brakes” 


page 256 
=> “4.9 Removing and installing vacuum pump”, page 259 
4.1 Exploded view - electric vacuum pump 


(å) Note 


The vacuum pump for brakes - V192- is installed in vehicles with 
a high-voltage system. 


1 - Bolt 
a 9Nm 


2 - Bolt 
Q Tightening torque > 
General body rẹpairs, 
exterior; Rep. gr. 63 ; 
Bumper.(front);-Explo- 
ded view - impact bar . 
3 - Bracket 
Q For vacuum pump for 
brakes - V192- 


4 - Vacuum pump for brakes - 
V192- 


OQ >“4.7 Removing and in- 
stalling electric vacuum 
pump for brakes”, 
page 256 


5 - Buffer 
6 - Spacer sleeve 
7 - Nut 
Q 9Nm 
8 - Non-return valve 


Q = “4.3 Checking non-re- 
turn valve”, page 248 


9 - Vacuum hose 


Q Connection to brake 
servo 
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Fitting location of brake servo pressure sensor - G294- 
+ In plenum chamber -arrow- 
Removing and installing > page 252 


Protected by copyright. Copying for private or comm 
42 P “Exploded view = cua pump 


"4.2.1 Eide view - Mas pump. vehicles with 2. 0 ir. TESI iaia 
engine and high-voltage system”, page 244 


> “4.2.2 Exploded view - vacuum pump, vehicles with 1.8 Itr./2.0 
Itr. TFSI engine”, page 246 


> “4.2.3 Exploded view - vacuum pump, vehicles with 2.5 Itr./2.8 
Itr./3.0 Itr. TFSI engine”, page 247 


=> “4.2.4 Exploded view - vacuum pump, vehicles with 4.0 Itr. TFSI 


engine”, page 248 


4.2.1 Exploded view - vacuum pump, vehicles with 2.0 Itr. TFSI engine and high- 
voltage system 


244 Rep. gr.47 - Brakes - hydraulics 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Brake system - Edition 03.2019 


1 - Vacuum pump 
QO Removing and installing 
=> page 259 
2 - Gasket 
Q Renew after removing 


3 - Vacuum hose 


4 - Bolt 
Q 8Nm +180° 
QO) Renew after removing 


5 - Vacuum line 
Q) From activated charcoal 
filter solenoid valve 1 - 
N80- to activated char- 
coal filter 
6 - Bolt 
QO 9Nm 


7 - Bolt 
QO 9Nm 


8 - Bolt 


Q H ge rogue > 
Rep. gr. 24 ; High-pres- 
sure pump; Exploded 
view - high-pressure 
pump 
9 - High-pressure pump 

OQ Removing and installing 
> Rep. gr. 24 ; High- 
pressure pump; Remov- 
ing and installing high- 
pressure pump 


10 - O-ring 
_ QO Renew after removing 


Ad7-10155 
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4.2.2 Exploded view - vacuum pump, vehicles with 1.8 Itr./2.0 Itr. TFSI engine 


1 - Vacuum pump 
üQ Removing and installing 
> page 259 
2 - Gasket 
QO Renew after removing 


3 - Vacuum hose 


4 - Bolt 
QO) 8Nm+180° 
Q Renew after removing 


5 - Vacuum line 


ū From activated charcoal 
filter solenoid valve 1 - 
N80- to activated char- 
coal filter 


6 - Bolt 
QO 9Nm 


7 - Bolt 
QO 9Nm 


8 - Bolt 
Q Tightening torque = 
Rep. gr. 24 ; High-pres- 
sure pump; Exploded 
view - high-pressure 
pump 
9 - High-pressure pump 
QO = Rep. gr. 24 ; High- 
pressure pump; Remov- 
ing and installing high- 
pressure pump 


10 - O-ring 
Q Renew after removing 
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4.2.3 Exploded view - vacuum pump, vehicles with 2.5 Itr./2.8 Itr./3.0 Itr. TFSI 
engine 


1 - Bolt 
QO 9Nm 


2 - Vacuum pump 
Q Removing and installing 
=> page 262 
3 - Vacuum hose 
4 - Vacuum line 


5 - Vacuum line 


Q With integrated non-re- 
turn valve 


Q The non-return valve 
cannot be renewed sep- 
arately 


Q Checking non-return 
valve > page 248 

ü Removing and installing 
=> page 249 


6 - Grommet 
7 - Gasket 
QO) Renew after removing 


Ad7-10156 
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4.2.4 Exploded view - vacuum pump, vehicles with 4.0 Itr. TFSI engine 


1 - O-ring 

QO Renew after removing 
2 - Oil line 
3 - Seals 

QO Renew after removing 
4 - O-ring 

DOeeRenew. aftenremoving 
5 - Vacuum pump 

Q Removing and installing 

=> page 263 

6 - Vacuum hose 


7 - Vacuum line 


8 - Vacuum line 
Q With integrated non-re- 
turn valve 


Q The non-return valve 
cannot be renewed sep- 
arately 

Q Checking non-return 
valve > page 248 

Q Removing and installing 
=> page 249 

9 - Brake servo pressure sen- 
sor - G294- 

Q Removing and installing 
=> page 252 

10 - O-ring 

Q Not available individual- 
ly 

OY Renew brake servo 


pressure sensor - G294- 
if damaged 


11 - Grommet 


12 - Bolt 
QO 9Nm 


13 - Bolt 
QO 9Nm 


14 - Banjo bolt 
QO 17Nm 


4.3 Checking non-return valve 
+ Non-return valve removed > page 249 


(å) Note 


The non-return valve is fitted directly in front of the vacuum pump. 
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@ The valve should allow air to pass in the direction indicated by 
the arrow. 


@ Valve must remain closed in opposite direction. 
— Note installation position. 
* The arrow indicating the flow direction points towards the vac- 


uum pump. 
4.4 Removing and installing non-return 
valve 


> “4.4.1 Removing and installing non-return valve with vacuum 
hose in plenum chamber”, page 249 


> “4.4.2 Removing and installing non-return valve with vacuum 
hose in engine compartment - vehicles with 3.0 Itr. TDI evo en- 


gine”, page 250 

4.4.4 Removing and installing non-return 
valve with vacuum hose in plenum 
chamber 


(å) Note 


Depending on. the engine and.modelversion, the non-return valve 
with vacuum hose may be fitted with a brake servo pressure sen- 
sor - G294- ; for correct version refer to > Electronic parts 
catalogue “ETKA”. 


Removing 


— Disconnect earth wire from battery terminal > Electrical sys- 
tem; Rep. gr. 27 ; Disconnecting and connecting battery . 


— Remove body brace > Running gear, axles, steering; bent 
gr. 40 ; Suspension strut, upper links; Removing and installing 
body brace . 


— Release catch -arrow A- and open cover -arrow B-. 


A10-11368 |e 
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— Unscrew nuts -2, 3, 4- and move electrical wires clear. 
— Detach electrical connector -1- from bracket and unplug. 


— Unscrew bolts -arrows-, detach terminal 30 wiring junction 2 - 
De from plenum chamber partition panel and move to one 
side. 


A Caution 


Risk of damage to vacuum hoses 


$ Disconnect vacuum hoses carefully. Damaged vacuum 
hoses must be renewed. 


— Pull vacuum hose -arrow- off plenum chamber partition panel. 


— If fitted, unplug electrical connector -1-. 


— Remove non-return valve with vacuum hose -2- (pull it off 
brake servo). 


Installing 
Installation is carried out in reverse order; note the following: 


a Note 


To facilitate installation, moisten the vacuum hose with water, but my wae A | 
not with oil. — 


* Installation position: the arrow indicating the flow direction 
points towards the vacuum pump. 


- Observe steps required after re-connecting battery > Electri- 
cal system; Rep. gr. 27 ; Battery; Disconnecting and connect- 
ing battery . 


Tightening torques 


@ Body brace = Running gear, axles, steering; Rep. gr. 40; 
Suspension strut, upper links; Exploded view - suspension 
strut, upper links 


4.4.2 Removing and installing non-return 
valve with vacuum hose in engine com- 
partment - vehicles with 3.0 Itr. TDI evo 
engine 

Removing 


— Remove engine cover panel > Rep. gr. 10 ; Engine cover 
panel; Removing and installing engine cover panel . 
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orair'conditioner compressor > Rep. gr. 
end); Removing and installing 


- Reléasé hose clip -arrow- a nd disconnect air hose. 


A Caution 


Risk of damage to vacuum hoses 


@ Disconnect vacuum hoses carefully. Damaged vacuum 
hoses must be renewed. 


— Disconnect vacuum hose -2-. 
— Remove bolt -1-. 
— Press release tabs on both sides and disconnect vacuum hose 


Remove bolt -2- and detach vacuum hose -1- with non-return 
valve. 


Installing 
Installation is carried out in reverse order; note the following: 


[a] Note 


@ Renew O-rings. 


¢ To facilitate installation, moisten the vacuum hose with water, 
but not with oil. 


— Install engine cover panel > Rep. gr. 10 ; Engine cover panel; 
Removing and installing engine cover panel . 


Tightening torques 


¢ Bracket for air conditioner compressor > Rep. gr. 13 ; Cylin- 
der block (pulley end); Exploded view - cylinder block (pulley 
end) 


è = Rep. gr. 17 ; Sump/oil pump; Exploded view - sump/oil 
pump 


@ = Rep. gr. 21 ; Charge air system; Exploded view - hose 
connections for charge air system 
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4.5 Removing and installing brake servo 
pressure sensor 
Removing 


— Remove cowl panel trim > General body repairs, exterior; 
Rep. gr. 50 ; Bulkhead; Removing and installing plenum 
chamber cover . 


— Unplug electrical connector at brake servo pressure sensor - 
G294- -arrow-. 


— Release clips using pliers -1-. 


- Carefully pry out brake servo pressure sensor - G294- 
-item 2-. 


Installing 
Installation is carried out in reverse order; note the following: 


— Install cowl panel trim = General body repairs, exterior; Rep. 
gr. 50; Bulkhead; Removing and installing plenum chamber 
cover . 


4.6 Checking vacuum system 

> “4.6.1 Test and test requirements”, page 252 

> “4.6.2 Connecting brake servo tester”, page 253 
=> “4.6.3 Checking vacuum generation”, page 254 
=> “4.6.4 Checking for leaks”, page 255 


=> “4.6.5 Generating vacuum with hand vacuum pump”, 
page 256 


4.6.1 Test and test requirements 
The following instructions are intended to help you trace the cau- 


ses of faults quickly and effectively in the event of problems 
involving the brake servo or in the event of a »hard brake pedal«. 


This check relates to the following components: 

@ Brake servo 

+ Seal between brake master cylinder and brake servo. 
@ Non-return valve 

@ Vacuum hoses with connectors 

@ Vacuum pump (if fitted) 
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When evaluating the measured results, bear in mind that they will 
be influenced by your geographical location. The higher your lo- 
cation is above sea level, the lower the air pressure will be. 


Before checking the vacuum system, it is important to observe the 
following test requirements: 


+ Visual inspection of all vacuum hoses for damage (e.g. cracks 
or animal bites) and to check that they are correctly and firmly 
attached 


@ Ensure cleanliness when working on the vacuum system 


+ Before starting work, clean the engine compartment if neces- 
sary 


Special tools and workshop equipment required 
, Brake servo tester > VAS 6721- 


4.6.2 Connecting brake servo tester 


— Pull vacuum hose out of brake servo. 


(å) Note 


First press the brake pedal several times in order to facilitate re- 
moval of the vacuum hose. 


— Connect brake servo tester - VAS 6721- . 


Compo- |Explanation 
nent 
A {Shut-off |To vacuum hose, non-return valve and (if fit- 
valve ted) vacuum pump 
+ Open to facilitate removal of brake servo 
tester - VAS 6721- 


+ Open to simulate a fault 


+ Connection for hand vacuum pump - VAS 
6213- 


C | Shut-off To brake servo 
valve 


VAS 6721 
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— Push hose -A- of brake servo tester - VAS 6721- onto vacuum 
hose and press adapter -C- into brake servo. 


4.6.3 Checking vacuum generation 


a Note 


@ The mean atmospheric pressure at sea level is 1013 mbar and 
decreases rapidly with increasing altitude (approx. 100 mbar 
per 1,000 m of altitude). Fluctuations at different locations and 
times also influence vacuum generation. 


+ A cold engine, an active air-conditioning system as well as 
engine idling have an adverse influence on vacuum genera- 
tion. 


- Before starting work, check all vacuum hoses for damage (e.g. 
cracks or animal bites) and make sure they are correctly and 
securely attached. 


— Connect brake servo tester - VAS 6721- = page 253. 
— Open shut-off valve -A-. 
— Close shut-off valves -B and C-. 


— Start warm engine (>60° C), press accelerator briefly (engine 
speed greater than 2000/min). 


— Read indicated value. 


Under normal conditions (see notes), the generated vacuum 
should be between 600 and 950 mbar (depending on engine ver- 
sion). 


If the specified value is not obtained even though the test condi- 
tions (see notes) have been met, the vacuum system must first 
be checked for leaks. 


— For comparison purposes, generate the vacuum with the hand 
vacuum pump - VAS 6213- > page 256 . 


Open shut-off valve -B- to facilitate removal of hose connections 
and adapter. 
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4.6.4 Checking for leaks 


[a] Note 


@ The mean atmospheric pressure at sea level is 1013 mbar and 
decreases rapidly with increasing altitude (approx. 100 mbar 
per 1,000 m of altitude). Fluctuations at different locations and 
times also influence vacuum generation. 


+è A cold engine, an active air-conditioning system as well as 
engine idling have an adverse influence on vacuum genera- 
tion. 


— Before starting work, check all vacuum hoses for damage (e.g. 
cracks or animal bites) and make sure they are correctly and 
securely attached. 


— Connect brake servo tester - VAS 6721- > page 253 . 
— Open shut-off valve -A-. 
— Close shut-off valves -B and C-. 


— Start warm engine (>60° C), press accelerator briefly (engine 
speed greater than 2000/min). 


Under normal conditions (see notes), the generated vacuum 
should be between 600 and 950 mbar (depending on engine ver- 
sion). 


Open shut-off valve -C- to evacuate brake servo. 


Switch off engine. 


Read and make a note of measured value shown. 


A vacuum decrease of 400 mbar in 12 hours is permissible. 


(å) Note 


If there are major leaks, the vacuum will decrease rapidly within 
a few seconds. 


— If there is a large drop in vacuum, trace the leak as follows: 


A - Vacuum check in vicinity of brake servo 


— After building up vacuum, close shut-off valve -A- in order to 
check brake servo vacuum system. 
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B - Vacuum check in vicinity of non-return valve, vacuum hoses 
with connectors and vacuum pump/intake manifold: 


— After building up vacuum, close shut-off valve -C- in order to 
check vacuum system from brake servo tester - VAS 6721- to 
intake manifold or vacuum pump. 


Open shut-off valve -B- to facilitate removal of hose connections 
and adapter. 


4.6.5 Generating vacuum with hand vacuum 
pump 

Special tools and workshop equipment required 

+ Hand vacuum pump - VAS 6213- 


Instead of vacuum generation using the engine or vacuum pump, 
vacuum can also be generated by means of the hand vacuum 
pump - VAS 6213- in certain cases. 


- Todo this, connect hand vacuum pump - VAS 6213- to vac- 
uumi hose from connection -B- on brake servo tester - VAS 


— Open shut-off valve -B-. 


— Generate vacuum with hand vacuum pump - VAS 6213- until 
brake servo tester - VAS 6721- indicates between 600 and 
950 mbar. 


— Then carry out the corresponding checks. 


4.7 Removing and installing electric vacuum 
pump for brakes 


Torque wrench - V.A.G 1331- 
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WO0-11166 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Brake system - Edition 03.2019 


Removing 


- Detach air intake grille -1- (right-side) from bumper cover in 
direction of -arrow-. 


— Release hose clip -1- and disconnect air hose from charge air 
cooler. 


[a] Note 


-Arrows A and B- can be disregarded. 


— Push air hose to one side. 


— Remove bolts -arrows-. 


— Disconnect electrical connector -2- and vacuum hose -1- and 
detach vacuum pump for brakes - V192- . 


SS “ras 

é = ii 
A47-10099 

a el, 
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— Move clear electrical connector -2- at bracket. 


-— Remove nuts -arrows- and detach vacuum pump for brakes - 
V192- from bracket. 


Installing 
Installation is carried out in reverse sequence. 
Only applies to A6 e-tron: 


a Note 


Only applies to A6 e-tron: 


A47-10100 


After installing a new electric vacuum pump or re-installing the old 
electric vacuum pump, a: bleeder. hose (=| -Electronic parts\cata- 
logue “ETKA” ) must be fitted to the pump. > page 258 


All vehicles (continued): 
Tightening torques 
+ = “4.1 Exploded view - electric vacuum pump”, page 243 


* > Rep. gr. 21 ; Charge air system; Exploded view - hose 
connections for charge air system 


* > General body repairs, exterior; Rep. gr. 63 ; Bumper (front); 
Exploded view - impact bar 

4.8 Routing bleeder hose 

Only applies to A6 e-tron: 


[a| Note 


Only applies to A6 e-tron: 


After installing a new electric vacuum pump or re-installing the old 
electric vacuum pump, a bleeder hose (> Electronic parts cata- 
logue “ETKA” ) must be fitted to the pump. 


AG3-10382 
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* Air intake grille (right-side) -1- detached from bumper cover in 
direction of -arrow- 


¢ Air hose detached from charge air cooler (hose clip -1- re- 
leased) 


Only applies to A6 e-tron: 


— Moisten bleeder hose (> Electronic parts catalogue “ETKA” ) 
to facilitate assembly. 


To prevent hose from slipping off, do not use substances that 
contain oil. 


A21-10233 


— Slide bleeder hose onto connection -1- of vacuum pump. 


i a genuine bleeder hose’=> Electronic parts catalogue 


— Slide retaining clips onto bleeder hose. 
— Route bleeder hose -2-. 


— Secure bleeder hose to vehicle with clips -arrows-. 
Tightening torques 
e = “4.1 Exploded view - electric vacuum pump”, page 243 


e > Rep. gr. 21 ; Charge air system; Exploded view - hose 
connections for charge air system 


* = General body repairs, exterior; Rep. gr. 63 ; Bumper (front); 
Exploded view - impact bar 


A47-10368 


4.9 Removing and installing vacuum pump 


> “4.9.1 Removing and installing vacuum pump - vehicles with 
2.0 Itr. TFSI engine and high-voltage system”, page 259 


> “4.9.2 Removing and installing vacuum pump - vehicles with 
1.8 ltr./2.0 Itr. TFSI engine”, page 261 


> “4.9.3 Removing and installing vacuum pump - vehicles with 
2.5 ltr./2.8 Itr./3.0 Itr. TFSI engine”, page 262 


> “4.9.4 Removing and installing vacuum pump - vehicles with 
4.0 Itr. TFSI engine”, page 263 


=> “4.9.5 Removing and installing vacuum pump - vehicles with 
3.0 Itr. TDI engine”, page 265 


4.9.1 Removing and installing vacuum pump 
- vehicles with 2.0 Itr. TFSI engine and 
high-voltage system 


Special tools and workshop equipment required 
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@ Torque wrench - V.A.G 1331- 
V.A.G 1331 


WO0-11166 


N45-10322 


Removing 


-— Remove plenum chamber partition panel = General body re- 
pairs, exterior; Rep. gr. 50 ; Bulkhead; Exploded view - plenum 
chamber partition panel . 


— Remove high-pressure pump > Rep. gr. 24 ; High-pressure 
pump; Removing and installing high-pressure pump . 


- Remove bolts -arrows- and push coolant line -1- slightly to one 
side. 


= t 
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— Release hose clip -1- and disconnect vacuum hose. 


A Caution 


Take care not to damage vacuum hoses. Damaged vacuum 
hoses must be renewed. 


— Remove bolts -arrows- from sealing flange of vacuum pump. 


— Pull vacuum pump out of its mounting and detach. VPLS 
: fe > LN Ni = 
Installing an faces os 


Installation is carried out in reverse order; note the following: 


[a] Note 


Renew gasket. 


Ensure that gasket is seated correctly. 
— Turn drive lugs of vacuum pump -1- so they engage in slot in 
camshaft when vacuum pump is installed -arrows-. 


— Install high-pressure pump > Rep. gr. 24 ; High-pressure 
pump; Removing and installing high-pressure pump . 


— Install plenum chamber partition panel > General body re- 
pairs, exterior; Rep. gr. 50 ; Bulkhead; Exploded view - plenum 
chamber partition panel . 


Tightening torques 


@ = “4.2.1 Exploded view - vacuum pump, vehicles with 2.0 Itr. 
TFSI engine and high-voltage system”, page 244 


4.9.2 Removing and installing vacuum pump 
- vehicles with 1.8 Itr./2.0 Itr. TFSI engine 

Special tools and workshop equipment required 

@ Torque wrench - V.A.G 1331- 

Removing 


— Remove high-pressure pump -2- > Rep. gr. 24 ; High-pres- 
sure pump; Removing and installing high-pressure pump . 
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— Remove bolt -1- for coolant line and bolt -2- for earth wire. 


A Caution 


Risk of damage to vacuum hoses 


@ Disconnect vacuum hoses carefully. Damaged vacuum 
hoses must be renewed. 


- Disconnect vacuum hoses -2- from vacuum pump -1- and 
move clear. 


— Remove bolts -arrows- from sealing flange of vacuum pump. 


— Pull vacuum pump out of its mounting and detach. 
Installing 
Installation is carried out in reverse order; note the following: 


a Note 


Renew gasket after removing. 


— Ensure that gasket is seated correctly. 


- Turn drive lugs of vacuum pump -1- so they engage in slot in 
camshaft when vacuum pump is installed -arrows-. 


Tightening torques 
+ 


@ = Rep. gr. 24 ; High-pressure pump; Exploded view - high- 
pressure pump 


— __ [uaa 


4.9.3 R ing vacuum pump 
- vehicles with 2.5 Itr./2.8 Itr./3.0 Itr. TFSI 
engine’ by copyright. Copying for private or commercial purposes, in part or in whole, is not 
nitted unl ythorised by AU AG. AUDI AG does not guarantee or accept any liability 
Special tools and workshop e equipment Fequired. Í i i 
with res pect t the correctness of information in this document. Copyr ght by AUDI AG 
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@ Torque wrench - V.A.G 1331- 


Removing 


— Remove engine cover panel > Rep. gr. 10 ; Engine cover 
panel; Removing and installing engine cover panel . 


— Release hose clip -1- and disconnect vacuum hose. 

— Remove bolts -arrows- and detach vacuum pump. 
Installing 

Installation is carried out in reverse order; note the following: 


[a] Note 


@ Renew gasket after removing. 


@ Secure all hose connections with the correct type of hose clips 
(same as original equipment) > Electronic parts catalogue 
“ETKA”. 


— Set drive lugs of vacuum pump -1- so they engage in sym- 
metrical slot in camshaft when vacuum pump is installed 
-arrows-. 


— Install engine cover panel => Rep. gr. 10 ; Engine cover panel; 
Removing and installing engine cover panel . 


Tightening torques 


@ = “4.2.3 Exploded view - vacuum pump, vehicles with 2.5 Itr./ 
2.8 Itr./3.0 Itr. TFSI engine”, page 247 


4.9.4 Removing and installing vacuum pump 
- vehicles with 4.0 Itr. TFSI engine 


Special tools and workshop equipment required 


V.A.G 1331 
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@ Torque wrench - V.A.G 1331- 
V.A.G 1331 


WO0-11166 


Removing 


— Remove catalytic converter for cylinder bank 2 (left-side) > 
Rep. gr. 26 ; Emission control system; Removing and instal- 
ling catalytic converter . 


— Unscrew nut -3-. 


— Detach bracket -5- from bolt -4- and push bracket slightly to 
one side. 


— Unscrew bolt -4- and banjo bolt -2-. 
— Detach oil line -1-. 


A47-10095 || 


264 Rep. gr.47 - Brakes - hydraulics 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Brake system - Edition 03.2019 


A Caution 


Risk of damage to vacuum hoses 


@ Disconnect vacuum hoses carefully. Damaged vacuum 
hoses must be renewed. 


— Release hose clip -1- and disconnect vacuum hose. 


— Remove bolts -arrows-, pull vacuum pump out of cylinder head 
and remove. 


Installing 


Installation is carried out in reverse order; note the following: 


[4] Note 


@ Renew seals and O-rings after removing. 


@ Secure all hose connections with the correct type of hose clips 
(same as original equipment) > Electronic parts catalogue 
“ETKA”. 


— Set drive lugs of vacuum pump so they engage with slots in 
camshaft when vacuum pump is installed. 


— Fit vacuum pump and tighten bolts. 
Tightening torques 


@ = “4.2.4 Exploded view - vacuum pump, vehicles with 4.0 Itr. 
TFSI engine”, page 248 


è = Rep. gr. 26 ; Exhaust pipes/silencers; Exploded view - si- 
lencers 


4.9.5 Removing and installing vacuum pump 
- vehicles with 3.0 Itr. TDI engine 


The vacuum pump and oil pump are combined as a single unit. 


Removing and installing > Rep. gr. 17 ; Sump/oil pump; Re- 
moving and installing oil pump . 
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5 Brake lines 
> “5.1 Connection points”, page 266 


> “5.2 Routing of brake lines”, page 266 
=> “5.3 Repairing brake lines”, page 266 
5.1 Connection points 


Lines to hydraulic unit 


[Component Nm | 


Brakejlines from hydraulic unitto brake cali- 14 
pers 

Brakelines from hydraulic unitto brake master 

cylinder 


5.2 Routing of brake lines 


@ The brake lines and brake pipes are supplied as replacement 
parts ready for installation. 


@ Secure brake hoses and brake lines to the original mounting 
points when installing. 


A WARNING 


Risk of accident! 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


Routing of brake lines 

1- Brake line 

2- Brake hose 

3- Retaining spring 

4- Brake hose retainer 


5.3 Repairing brake lines 


With the aid of the flanging tool for brake lines - VAS 6056- it is 
possible to make connections on the ends of the brake lines with- 
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out damaging the coating. In certain cases this makes it possible 
to replace sections of brake lines and thus save repair costs. 


A Caution 


Risk of damage to brake lines 
@ The flaring toolset VA.G 1356 must not be used for the 


black brakedines because of the coating and the diameter 
of these brake lines. 


$ Do not bend brake lines more than,90°; this would cause 
kinks or other deformations which would excessively re- 
strict the brake lines. 


(å) Note 


@ Wherever possible, disconnect the brake lines on the under- 
side of the vehicle. 


@ Select the position of the connecting pieces so that they can- 
not chafe against any moving parts. 


@ Do not grease the spindle; clean with methylated spirits or 
commercially available brake cleaner only. 

Special tools and workshop equipment required 

@ Flanging tool for brake lines - VAS 6056- 


VAS 6056 


da 
oe 
Qo ce 


W00-11594 


List of individual tools 
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1 - Flanging tool -VAS 6056/1- | 
(including jaws -VAS 6056/6- ) 


2 - Pipe cutter -VAS 6056/2- 
3 - Brake liné’Scrapertool“VAS 
6056/3- 
Q The grub screws (in the 
stem and on the sides of 


the tool) are pre-set and 
must not be turned. 


4 - Set of grips with plastic jaws 
-VAS 6056/4- 


5 - Pipe bending tool -VAS 
6056/5- 
6 - Allen key (6 mm) 


7 - Jaws for flanging tool -VAS 
6056/6- , -VAS 6056/7- 


N47-10066 


Flanging tool (including jaws VAS 6056/6) 
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1 - Top section of flanging tool | 


OQ Unscrew this part to 
change jaws of flanging 
tool 

2 - Mounting for handle 

QO Must be removed to ac- 
cess retaining screw for 
top section 

3 - Retaining screw 

Q For top section of flang- 

ing tool 
4 - Grub screws for jaws 


Q These screws centralise 
and secure jaws of 
flanging tool 


ū 2mm socket head 


5 - Jaws for flanging tool 


ū Different versions avail- 
able 


QO Assembly instructions 
=> page 269 


N47-10068 


Assembly instructions for jaws of flanging tool: 
+ VAS 6056/6 (dark) for black brake lines 


@ VAS 6056/7 (light) for green brake lines 
(ight) for g <a VAS 6056/6 


fie 


The arrow on the rounded end of the jaws must face the end of SSS Ss 
the housing and the straight end of the jaws must face the spindle, 
< VAS 6056/7 


otherwise the flanged connection on the brake line will not be 
formed correctly. 


Instructions for use 


— Unscrew defective brake line at brake caliper or wheel brake 
cylinder. Catch escaping brake fluid and dispose of fluid in the 
correct manner. 
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— Cut through brake line at a suitable point (straight, easily ac- 
cessible section of pipe) using pipe cutter -2-. 


— Remove section of pipe to be replaced. 


— De-grease outside surface of brake lines. 


N47-10058 


— Clamp brake line in mole grips -4- so that approx. 50mm pro- 
trudes out of plastic jaws. 


— Clamp brake line scraper tool -3- in electric drill and apply tool 
to brake line. 


— With electric drill running at slow speed, exert light pressure 
and strip off coating from brake line. 


The length of the coating that is stripped off is determined by the 
limit stop incorporated in the brake line scraper tool. 


— Pull scraper tool off brake line and clean off residue of coating. = : 


T 


N47-10059 


- Removemole grips and slide union screw -D- onto brake line. 


— Push brake line -B- against limit stop -A- in flanging tool. 


(å) Note 


The brake line must be in contact with the limit stop when the 
socket head bolts are tightened, otherwise the flanged connection 
on the brake line will not be formed correctly. 


C - Allen key 


N47-10061 
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— Clamp brake line in flanging tool until brake line can no longer 
be moved. Then fold up limit stop -A- and fully tighten socket 
head bolts in diagonal sequence using Allen key. 


— Screw spindle into flanging tool onto limit stop. 
— Unscrew spindle. 
— Slacken off socket head bolts in diagonal sequence. 


- Take brake line out of flanging tool. Clean and inspect brake 
line with flanged connection. 


- Connect brake filling and bleeding equipment - VAS 5234- and 
briefly flush out section of pipe remaining in vehicle. 


— Attach hose of reservoir to flanged connection of brake line 
and operate brake filling and bleeding equipment - VAS 5234- 
briefly until some brake fluid has run through. 


— Blow out new section of brake line with compressed air before 
installing. 


— Join together sections of brake line with connecting piece 


— Install brake line. 
— Finally, bleed brake system = page 273. 


[E n 


@ Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


+è Bleeder screw: TO'N 
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6 Hydraulic system 


> “6.1 General notes on brake fluid”, page 272 


> “6.2 Bleeding hydraulic system”, page 273 
> “6.3 Leak test”, page 280 
6.1 General notes on brake fluid 


Brake fluid is hygroscopic, i.e. it has the tendency to absorb water 
and moisture from the atmosphere. 


The boiling point decreases as the water content increases, which 
means a considerable rise in brake fluid temperature can lead to 
formation of vapour bubbles and brake failure. 


The colour of the brake fluid becomes darker over the course of 
time. A dark brake fluid colour is not an indication of its condition. 
The change in colour is caused by chemical reactions. 


Even minute quantities coming into contact with a seal or sleeve 
will affect the component and could impair brake operation. The 
consequences of a contaminated brake system only become ap- 
parent months later, and then give rise to greater expenses, 

particularly in vehicles equipped with ABS. Gew. % Wasser 


1 2 3 4 5 
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A = Sleeve (original size) 
B = Sleeve (swollen due to contact with mineral oil) 
Summary of the above mentioned points: 


@ Always keep brake fluid containers properly sealed. This is the 
only way of preventing contamination by oil, dirt, cleaning 
agents or moisture. 


¢ Brake fluid containers should be kept completely separate 
from oils (including hydraulic fluid) and cleaning agents to pre- 
vent any mixture of fluids or even filling of the brake system 


with an incorrect fluid. 


A WARNING 


Risk to health 


Brake fluid is poisonous and must NOT be drawn off by 
sucking through a hose. 


Always wear chemical-resistant protective gloves to pre- 
vent brake fluid from contacting skin. 


Always observe the relevant environmental regulations for 
disposal. 


Accident risk: if the water content in the brake fluid is too high, 
this can cause vapour bubbles in the fluid. 


* Brake fluidishygroscopic,/.esitabsorbs moisture from the 


surrounding air. 


$ Seal open brake hoses and brake lines using sealing 
plugs trormassembly parts set#5Q0 698 311- . 


$ Always keep brake fluid in sealed airtight containers. 


Risk of malfunction if brake fluid comes into contact with fluids 
containing mineral oils: 


$ Brake fluid must NOT come into contact with fluids con- 
taining mineral oils (oil, petrol, cleaning agents). Protec- 
tive gloves must be free of oil and grease. 


Risk of damage to paintwork surfaces 


$ Due to its corrosive effect, brake fluid must not be allowed 
to come into contact with paintwork. Rinse off brake fluid 
spillages immediately using plenty of water. 


Fie 


@ Always use fresh brake fluid. 


+ Rinse off brake fluid spillages using plenty of water. 


6.2 Bleeding hydraulic system 


[a] Note 


@ Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 
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> “6.2.1 Bleeding hydraulic system with brake filling and bleedin 
equipment”, page 274 


> “6.2.2 Bleeding brakesystem, without brake filling and bleeding 
equipment”, page 277 


6.2.1 Bleeding hydraulic system with brake 
filling and bleeding equipment 


B Note 


+è Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


Special tools and workshop equipment required 


+ Brake filling and bleeding equipment - VAS 5234- with adapter 
- VAS 5234/1A- 


¢ Or 


+ Brake filling and bleeding equipment - VAS 6860- with adapter 
- VAS 5234/1A- 


¢ Tool set for brake bleeding - VAS 6564- 


@ Brake pipe bleeding wrench - VAS 5519- 
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@ Reservoir -1- 


Procedure 


Observe instructions gon in operating manual for -VAS 5234- or 
brake filling and bleeding equipment - VAS 6860- . 


Procedure 
— Fill brake fluid into brake fluid reservoir up to “max” marking. 
— Fill brake fluid reservoir up to “MAX” mark. 


— Connect -VAS 5234- or brake filling and bleeding equipment 
- VAS 6860- with adapter -VAS 5234/1- . 


— Set correct pressure on -VAS 5234- or -VAS 6860- ; observe 
> operating instructions for -VAS 5234- / -VAS 6860- . 
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— Detach dust caps (front) -1- on both sides. 


tness of r it I lis d iment 


— Detach dust caps (rear) -1- on both sides. 


a Note 


Use appropriate bleeder hose. It must sit tightly on the bleeder 
screw so that no air can enter the brake system. 


— Fit bleeder hose of reservoir onto bleeder screw. y Y ` X 
Bleeding sequence | i f ~A: 


1 - Front left brake caliper S ils 
2 - Front right brake caliper 


3 - Rear left brake caliper 
4 - Rear right brake caliper 


(à Note 


+ Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 

— With bleeder hose attached, leave bleeder screw open until 
the brake fluid which emerges is clear and free from bubbles. 

— Press brake pedal 5 times to assist bleeding process. 


- Tighten bleeder screw, detach bleeder hose and fit dust cap 
on bleeder screw. 


— Repeat bleeding procedure in stated sequence at other brake 
calipers. 


— Fill brake fluid reservoir up to “MAX” mark (depending on de- 
gree of pad wear) and screw on filler cap. 


a Note 


Procedure 
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— Fill brake fluid into brake fluid reservoir up to “max” marking. 
— Close reservoir. 


— Start engine and check brake pedal travel and brake pedal 
pressure. 


— Inthe event of excessive pedal travel, check brake system for 
leaks and/or repeat bleeding procedure. 


(äl Note 


Perform road testafter completiomofbleeding. At least one ABS i eS. 
control operation must be applied atall four wheels. 


Brake fluid change 


> Maintenance ; Booklet 411 


A WARNING 


Risk of accident! 


@ Make sure that the brakes work properly before the vehicle 
Is driven on the road. 


6.2.2 Bleeding brake system without brake fill- 
ing and bleeding equipment 


(å) Note 


@ Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


Special tools and workshop equipment required 
@ Reservoir -1- 


= 
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+ Tool set for brake bleeding - VAS 6564- 
VAS 6564 


aT b 


+ Brake pipe bleeding wrench - VAS 5519- 
VAS 5519 


Procedure 
— Fill brake fluid into brake fluid reservoir up to “max” marking. 
— Close reservoir. 


- Detach dust caps (front) -1-.on both: sides, 


NO1-10746 
= 
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— Detach dust caps (rear) -1- on both sides. 


[a] Note 


Use appropriate bleeder hose. It must sit tightly on the bleeder 
screw so that no air can enter the brake system. 

— Fit bleeder hose of reservoir onto bleeder screw. 

Bleeding sequence 

1 - Front left brake caliper 


2 - Front right brake caliper 
3 - Rear left brake caliper 
4 - Rear right brake caliper 


[a] Note 


+ Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


@ Bleeder screw: 10 Nm 


— Build up pressure in brake system by pumping brake pedal. 


(å) Note 


Press brake pedal slowly to avoid formation of bubbles. 


— Once pressure has built up, keep brake pedal depressed. 


— With bleeder hose attached, leave bleeder screw open until 
the brake fluid which emerges is clear and free from bubbles. 


— Keep pedal depressed and close bleeder screw. 


— Release brake pedal and wait approx. 2 seconds to allow 
brake fluid to flow in from brake fluid reservoir. 


— Repeat procedure until emerging brake fluid is clear and free 
from bubbles. 


— Tighten bleeder screw, detach bleeder hose and fit protective 
cap on bleeder screw. 


— Repeat bleeding procedure in stated sequence at other brake 
calipers. 
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— Fill brake fluid into brake fluid reservoir up to “max” marking. 
— Close reservoir. 


- Start engine and check brake pedal travel and brake pedal 
pressure. 


— Inthe event of excessive pedal travel, check brake system for 
leaks and/or repeat bleeding procedure. 


Brake fluid change 


=> Maintenance ; Booklet 411 


A WARNING 


Risk of accident! 


$ Make sure that the brakes work properly before the vehicle 
is driven on the road. 


6.3 Leak test 


Special tools and workshop equipment required 


+ Tester for brake pressure regulator - V.A.G 1310A- 
VAG 1310 A 


W00-11596 


+ Brake pedal actuator - V.A.G 1869/2- 
VAG 1869/2 


= 


W00-11589 


High-pressure test: 


* Make sure that the brake system (master cylinder, brake ho- 
ses, brake lines and brake calipers) works properly and is free 
of leaks. 


— Unscrew bleeder screw at one of the front brake calipers. 
Connect tester for brake pressure regulator - V.A.G 1310A- 
and bleed. 
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[a] Note 


+è Bleed at each bleeder screw. If brake caliper has two bleeder 
screws, first bleed at inner screw. 


+ Bleederscrew10.Nm 
— Insert brake pedal actuator - V.A.G 1869/2- between brake 
pedal,and driver seat. Apply pressure to brake pedal until the 


gauge indicates a pressure of 50 bar. The pressure must not 
drop by more than 4 bar during the test period of 45 seconds. 


Renew brake master cylinder if drop in pressure exceeds the 
specification. 


Low-pressure test: 


— Move the brake pedal actuator back until the pressure gauge 
indicates a pressure of 6 bar. 


— The pressure should not drop by more than 1 bar within the 
test period of 3 minutes. 


Renew brake master cylinder if drop in pressure exceeds the 
specification. 
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